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1. SCOPE

1.1 Scope. This document contains the requirements for the qualification
ot welding -and brazing procedures, welders, welding operators, brazers and
brazing operators that must be met prior to any production fabrication. It
includes manual, semiautomatic, automatic and machine welding and brazing of
ferrous, nonferrous, and dissimilar metals. The qualification tests required by
this document are devised to demonstrate the adequacy of the welding or brazing
procedures and to demonstrate the ability of

welders, brazers, welding operators
and brazing operators to produce sound welds or brazes. i

1.2 Except as required by 1.2.1, procedures and personnel previously
qualified to earlier revisions of this ‘document, for which records are available
and qualifications have been maintained, are acceptable for use to this reviagion.
However, the authorized representative may require requalification.to this
revision on a case-by-case basis where both of the following apply: (1) he has

specific concerns about the adequacy of procedures or ability of personmel to
Produce welds of int

ended integrity or which meet requirements of the applicable
fabrication document and (2) the existing qualification requires requalification
by this document. -

These requirements also apply to the visual inspection
training of personnel required by this document.

It is not the purpose of this
document to require extensive requalification of previocusly qualified procedures
or personnel. Changes to existing procedures and procedure and personnel
qualifications, and qualification of new procedures and personnel performance
shall be accomplished in accordance with the requirements of this document.

1.2.1 Procedures involving the use of MIL-12018-M2 or MIL-120S-1 elec-
trodes previously qualified to other revisions of this document are not approved
for use when this revision is invoked unless specifically approved by NAVSEA.

1.3 This document contains both mandatory requirements (indicated by the
word "shall") designed to serve as standards applicable to methods, materials,’
and inspection, and guidance jinformatiocn {indicated by either the word "should"
Oor "may®"). Guidance information is recommended but is not mandatory.

1.4 For exis‘ting-welding procedures and personnel cualifications in
accordance with NAVSEA 250-1500

-1, those qualifications may be used as.discussed
below in lieu of the qualification

requirements of this document, provided the
prior qualification is for base an

d filler materials and welding processes
normally allowed by NAVSEA 250-1500-1:

(a) Welding procedure qualification evidence which Supports an approved
welding procedure in accerdance with NAVSEA 250-1500-1 way be considered ap-
proved, in lieu of welding procedure qualification evidence required by this
document, even though the nondestructive and destructive tests ‘conducted on the
qualification test assembly may have differed from those required by this
document .

In addition to the base and filler materials which this qualification
evidence allows to be welded

1 in accordance with this document, base and filler
materials allowed by the NAVSEA 250-1500-1 approved welding proceduxre may also be
considered qualified. The welding procedure shall be rewritten, as necegsary, to
conform to the requirements of this document {e.g., to reflect differences in
requalification requirements) . .

(b) Welding personnel qualifications in accordance with NAVSEA 250-1500-1
may be used in lieu of qualifications in accordance with this document provided
personnel are trained on the applicable differences. The extent of qualification
shall be as allowed in either document. :

1 | Original
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2.. REFERENCED DOCUMENTS

2.1 Government documents.

2.1.1 Specifications ggg standards. Unless otherwise spec1f1ed .the
following specifications and standards of the imsue listed in that issue of the
Department of Defense Index of Specifications and Standards (DeDISS) specified in
the solicitation form a part of this document to the extent specxfzed herein.

SPECIFICATIONS
FEDERAL
"O-F-<499 . - Flux Brazing, (Silver Braz;ng leler Metal, Low
: Melting Point).

QQ-A-200 "= Aluminum Alloy, Bar, Rod,

Shapes, Structural Shapes,
Tube and Wire, Extruded:

General Specification
. for. : ‘
QQ-A-200/1" - Aluminum Alloy 3003, Bar, Rod, Shapes, Tube and
Wire, Extruded. :
Q0-A-200/4 - Aluminum Alloy 5083, Bar, Rod, Shapes, Tube and
B Wire, Extruded. : .
QQ-A-200/5 - Aluminum Alloy 5086, Bar, Rod, Shapes, Tube and
: Wire, Extruded. . o
QQ-A-200/6 - Aluminum Alloy 5454, Bar, Rod, Shapes, Tube and
Wire, Extruded. o
QQ-A-200/7 . - Aluminum Alloy 5456, Bar, Rod, Shapes, Tube and
.Wire, Extruded.

Q0-A-225 - Aluminum and Aluminum Alloy Bar, Rod, Wire, or

' : Special Shapes; Rolled, Drawn, or Cold. Finished;
General Specification for.
Aluminum Alloy Bar, Rod, and Wire; Rolled, Drawn,
or Cold Finished, 1100.

Aluminum Alloy Bar, Rod, and wxre. Rolled, D:awn,
or Cold Finished, 3003.

QO-A-225/1 -
QQ-A-225/2 ' -

QQ-A-250

QQ-A-250/1
QQ-A-250/2
QQ-A-250/6
QQ-A-250/8
QQ-A-250/10
QQ-B-626

QQ-B-639

QQ-B-654

© QR-C-390

QQ-C-450
QQ-N-281

QQ-S-7€3.

WW-P-404

QQ-A-225/7 - -

Aluminum Alloy 5052, Bar, Rod, and Wire; Rolled

Drawn,
Aluminum

General
Aluminum
Aluminum
Aluminum
Aluminum

or Cold Finished.
and Aluminum Alloy Plate and- Sheet:

Specification for.

1100, Plate
Alloy 3003,
Alloy 5083,
Alloy 5052,

and Sheet.
Plate and Sheet.
Plate and Sheet.

- Brazing Alloys, Silver.

; Plate and Sheet..
Aluminum Alloy 5454, . Plate and Sheet. L
Brass, lLeaded and Nonleaded: Rod, Shapes, Forgings,

and Flat Products with Fx.mahed Edges .(Bar and
Strip) .

Brasgsg,
Strip) .

Naval: Flat Produc;s (Plate, Bar, Sheet, and

Copper Alloy Castings (Includzng Cast ‘Bar) .
Copper-Aluminum Alloy (Aluminum Bronze) Plate,

Sheet, Strip, and Bar (Copper Alloy Numbers 606,
610, 613, 614, and 630).

Nzckel -Copper Alloy Bar, Rod, Plate, Sheet, Strip,

Wire, Forgings, and Structural and Special Shaped
Sections.

Steel Bars, Wire, Shapes, and Porgznga,_Corroa;an
Resisting.

Pipe, Steel, (Seamless and Welded, Black and Zinc-
Coated (Galvanized)).

2 Original



WW-T-700

WH-T-700/1
WW-T-700/2
ﬂW-T-700/5

MILITARY .

MIL-T-1368
MIL-T-3595
MIL-T-6736
MIL-W-6858
MIL-T-8504

. MIL-T-9046

MIL-T-5047 .

MIL-T-15005
MIL-B-15382

MIL-C-15726

MIL-S-16216

MIL-T-16286
MIL-T-16420

MIL-R-17131
MIL-N-17163

MIL-S5-18728
MIL-S-18729
MIL-E-19933

MIL-T-20219
MIL-F-20236

MIL-F-20670 .

MIL-A-21180
MIL-E-21562
MIL-S-21952

MIL-E-22200 .

MIL-E-22200/1

MIL-E-22200/2
MIL-E-22200/3
MIL-E-22200/4

MIL-E-~-22200/S

FEDERAL (Continued)

~ Welding, Resistance:

S9074-AQ-GIB-010/248

Tube, Aluminum and Aluminum Alloy, Drawn, Seamless,
General Specification for.

Tube, Aluminum, Drawn, Seamless, 1100. :
Tube, Aluminum, Alloy, Drawn, Seamless, 3003.

Tube, Aluminum Alloy, Drawn, Seamless, 5086.

Tube and Pipe, Niﬁkel-Ccpper Alloy, Seamlese and
Welded.

Tubing, Phosphor Bromze:
less. -

Tubing, Chrome-Molybdenum, 4130 Steel, Seamless and
Welded, Aircraft Quality.

Spot and Seam.
Tubing Steel, Corrosion-Resistant (304), Aerospace
Vehicle Hydraulic Systems, Annealed, Seamless and
Welded. .
Titanium and Titanium Alloy, Sheet, Strip and Plate.
Titanium and Titanium Alloy Bars (Rolled or Forged)
and Reforging Stock, Aircraft Quality.
Tubes, 70-30 and 90-10 Copper Nickel Alloy, Con-
denger and Heat Exchanger.
Bolt, Firebrick Anchor. .

Copper-Nickel Alloy, Rod, Flat. Products (Flat Wire,
Strip, Sheet, Bar, and Plate) and Forgings.

Steel Plate, Alloy, Structural, High Yield
Strength (BY-B80 and HY-100).

(Cda. No. 510) Round, Seam-

- Tube, Steel, Seamless, Marine Boiler Application.

Tube, Copper-Nickel Alloy, Seamless and Welded
{(Copper Alloy Numbers 715 and 706).

- Rods and Powders, Welding, Surfacing.

- Nickel-Copper Alloy, Wrought;

(55-60 Percent
Nickel) Low Permeability.

Steel Plate, Sheet and Strip, Alloy 8630, Aircraft
Quality.

Steel Plate, Sheet, and Strip, Alloy 4130, Air-
craft Quality.

Electrodes and Rods - Welding, Bare, Chromium

‘and Chromium-Nickel Steels.’

- Tube;, Brass, Voice and Pneumatic.

Fittings, Tube and Pipe, Butt-Welding, 300 P.S.I°
-and 775°F. Maximum.

Flanges, Pipe, Carbon Steel, 150 P.S.I, W.S.P (For
Naval Shipboard Use).

Aluminum-Alloy Castings, High Strength.
Electrodes and Rods - Welding, Bare, Nickel Alloy.
Steel (HY-80 and HY-100) Bars, Alloy.

Electrodes, Welding, Covered; General Specifica-
tion for.

Electrodes, Welding, Mineral Covered, Iron-Powder,

Low-Hydrogen Medium and High Tensile Steel, As
Welded or Stress-Relieved Weld Application.

Electrodes, Welding, Covered (Austenitic Chromium-
Nickel Steel).

Electrodes, Welding, Covered:
and Cobalt Base Alloy.
Electrodes, Welding, Covered, Copper-Nickel
Alloy.

Electrodes, Welding, Mineral Covered, Iron-
Powder, Low-Hydrogen, Low-Alloy Steel for

Hardening and Tempering Heat Treatment Appli-
cations Only.

Nickel Base Alloy;
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MIL-E-22200/6 -

MIL-E-22200/7

MIL-E-22200/8

MIL-E-22200/9

MIL-E-22200/10-

MIL-S5-22698

MIL-S-23008
MIL-S-23009
MIL-S-23193
MIL-S-231954
MIL-S-23195
MIL-S-23196
MIL-T-23226

MIL-T-23227
MIL-N-23228

. MIL-N-23229

MIL-S-23284

MIL-I-23413

MIL-F-23467

MIL-F-23508
MIL-F-23509
MIL-T-23520

MIL-E-23765

‘MIL-E-23765/1

MIL-E-23765/2
MIL-E-23765/3

MIL-E-23765/4

MIL-5-24093
MIL-N-24106
MIL-T-24107
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Electrodes, Welding, Mineral Covered, Low-
Hydrogen, Medium and High Tensiie Steei. .
Electrodes, Welding, Cowered, Molybdenum Alloy
Steel Application. : _ )
Electrodes, Welding, Csriered, Low-Hydrogen, 'and
Iron-Powder Low-Hydrog::, Chromium-Molybdenum
Alloy Steel an: Corrosion Resisting Steel..
Electrodes, Welding, Mineral Covered Low-Hydrogen
or Iron-Powder, Low-Hydrogen, Nickel:' .
Manganese-Chromium-Molybdenum Alloy Steel for
Producing HY-130 Weldments for As-Welded.
Applications.

Electrodes, Welding, Mineral Covered, Iron-
Powder, Low-Hydrogen Medium, High Tensile and
Higher-Strength Low Alloy Steels. . .
Steel Plate and Shapes, Weldable Ordinary.
Strength and Higher Strength: Hull Structural.
Steel Castings, Alloy, High Yield Strength (HY-80
‘and HY-100). . A

Steel Forgings, Alloy, High Yield Strength (HY-80
and HY-100). : :

Steel, Corrosion Resistant: Castings.

Steel Forgings Carbon and Alloy.

Steel Bars and Forgings Corrosion Resistant.
Steel Plate, Sheet and Strip, Corrosion
Resistant.

Tube and Pipe, Corrosion-Resistant Steel, Seam-
less. :
Tube and Pipe,  Nickel-Chromium-Iron Alloy.

Nickel Chromium Iron Alloy Plate, Sheet and
Strip. '

- Nickel-Chromium-Iron Alloy Bars and Forgings.
- Steel Forgings, Carbon and Alloy, for Shafts,

Sleeves, Couplings, and Stocks (Rudders and
Diving Planes).

. Inserts, Welding, Filler Material, Coiled and

Solid Rings.
Fittings and Flanges, Wrought, Seamless, Butt
and Socket Welding, Austenitic Corrosion-

" Resistant Steel.

Fittings and Flanges, Wrought Seamlesas, Butt
and. Socket Welding, Nickel Chromium Iron Alloy.
Fittings and Flanges, Wrought Seamless Butt and
Socket Welding, Nickel Copper Alloy.
Tube and Pipe, Nickel-Copper Alloy, Seamless Air

- Melted. :
‘Electrodes and Rods - Welding, Bare, Solid and

Alloyed Cored, General Specification for.
Electrodes and Rods - Welding, Bare, Solid and

Alloyed Cored, Ordinary Strength and Low Alloy
Steel.

Electrodes and Rods - Welding, Bare, Solid, or
Alloyed Cored, Low Alloy Steel.

.Electrodes and Rods - Welding, Bare, Solid Copper

Alloy.

_Electrodes-Welding, Bare, Solid; and Fluxes,

Submerged Arc Welding, Carbon and Low Alloy Steels.
Steel Forgings, Carbon and Alloy Heat Treated.
Nickel Copper Alloy Bars, Rods, and Forgings.

Tube, Copper (Seamless) (Copper Alloy Numbers
€10100, C10200, C10300, C10B00, 12000, C12200,
and C14200). :
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MIL-L-24128
MIL-S5-24149

MILjS-24149/1

MIL-S5-24149/2.

MIL-5-24149/3

. MIL-S-24149/4 "

MIL-S-24149/5

. MIL-5-24149/6

‘MIL-S$S-24238
MIL-N-24271
MIL-P-24338
MIL-F-24339
MIL-F-24342

MIL-E-243S5S -

MIL-S-24371
MIL-E-24403
MIL-E-24403/1

MIL-E-24403/2
MIL-S~-24451

MIL-B-24480
MIL-S-24645
DOD-F-24669
DOD-F-24669/1
. DOD-F-24669/2

" DOD-F-24669/6

DOD-F-24669/7

MILITARY (Continued)
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Nickel Chromium Iron Age Hardenable Alloy Bars,
Rods, and Forgings.
Low Carbon Chromium Steel Bars, Rods and Forgings.

Studs, Arc Welding, and Arc Sh;elds (Ferrules),
General Specification for.

'Studs Arc Welding, and Arc Shields (Ferrules);

Type I, Class 1, 2, 3, and Type II, Class 1, 4,
5, 5A, 6, Carban Steel for Dxrect Bnergy Arc
Weldxng..

Studs, Arc Welding, and Arc shzelds (Ferrules) ;
Type III, Class 1, 2, 3, and Type IV, Class 1, 2,
3, 4, S5, 6, Alumlnum Alloy, for Direct Energy Arc
Heldlng

Studs, Arc Welding, and Arc Shields (Ferrules).
Type V, Class 1, 4, 5§, 5A, Corrosion-Resistant
Steel, for Direct Energy Arc Welding.

Studs, Arc Welding, Type VI, Class 1, 2, 3, Carbon

Steel for Stored Energy (Capacitor Discharge)
Arc Weldzng.

Studs, Arc Welding; Type VII, Class 1, 2, 3,
Alum:num Alloy, for Stored Energy (Capacxtor
Discharge) Arc Welding.

Studs, Arc Welding; Type VIII, Class 1, 2, 3,

Corros;on-Reszstant for Stored Energy (Capacxtor
Discharge) Arc Welding.

Steel Plate Carbon and Low Alloy.
Nickel-Chromium-Iron Alloy Castings.

Pipe, Carbon Steel, Seamless.

Fittings -and Flanges ‘Wrought, Seamless, Butt and
Socket Held;ng Carbon Steel.

Fitting and Flange, Wrought Seamless, Butt and
Socket Welding 70-30 Copper Nickel Alloy.
Electrodes, Welding, Bare, Solid, Nickel
Manganese-Chromium-Molybdenum Alloy Steel for
Producing HY-130 Weldments for As-Welded
Applications.

Steel Plate, Alloy, Structural High Yield
Strength (HY-130).

Electrodes - weldxng. Flux Cored General Specifi-
cation for.

Electrodes - Welding, Flux Cored, Oordinary

Strength and Low Alloy Steel.
Electrodes - Welding, Flux Cored, Low-Alloy Steel.

- Steel Heat Treated Heads, Alloy s:ructural High

Yield Strength (HY-80 and HY-100) .

Bronze, Nickel Aluminum (UNS No. C95800) Castings
for Seawater Service.

Steel Plate, Sheet or Coil, Age-Hardening Alloy,

" Structural, High Yield Strength (HSLA-80).

Forgings and Forging Stock, Steel Bars, Billets
and Blooms, General Specification for. (Metric)

Forgings and Forging Stock, Steel (Carbon and
Alloy) Blooms, Bars, Billets and Slabs. (Metric)

Porgings and Forging Stock, Steel Bars and
Billets - Chromium-Molybdenum Alloy. (Metric)

Forgings and Forging Stock, Steel Bars and
Billets, Corrosion Resisting; for Reforging.
(Metric)

Forgings and Forging Stock, Steel Bars and

Billets, Corrosion Resisting; Naval Steam Turbine
Parts Use. (Metric)
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MIL-F-Z&GSB/Q - Forgings and Forging Stock, Steel for Integral

MIL-P-24691

MIL-P-24691/1
MIL-P-24691/2

MIL-P-24691/3

MIL-C-24707/1
MIL-C-24707/2
MIL-C-24707/3

MIL-C-24707/6

MIL-C-24723

STANDARDS

MILITARY

MIL-STD-22

MIL-STD-271

MIL-STD-1628
MIL-STD-1681
MIL-STD-1688
MIL-STD-1685

MIL-STD-2035

Steam Turbine Rotors.

Pipe and Tube, Carbon, Alloy and Stainless Steel,
Seamless and Welded, General Specification for.
Pipe and Tube, Carbon Steel, Stainiess.

Pipe and Tube, Chromium-Moclybdenum Steel,
Seamless. : ' ‘

Pipe and Tube, Corrosion-Resistant, Stainless
Steel, Seamless or Welded. ‘ ,

Castings, Ferrous, for Machinery and Structural
Applications.

Castings, for Pressure Containing Parts Suitable
for High Temperature Service. :
Castings, Perrous, Corrosion-Resistant
Chromium-Nickel. i
Castings, Ferrous, Chromium Steel, for Pressure-

Containing Parts Suitable for High Temperature
Service. '

, Austenitic,

- Castings, Nickel-Copper Alloy.

Welded Joint Designs.

Requirements for Nondestructive Testing Methods.

Fillet Weld Size, Strength, and Efficiency Deter-
mination. - ’ '

Fabrication, Welding, and Inspection of HY-130
Submarine Hull.

Fabrication, . Welding, and Inspection of HY-80/100

- Submarine Applications. :

Fabrication, Welding, and Inspection of Ships
Structure.

Nondestructive Testing Acceptance Criteria.

2.1.2 oOther Government publications. The following other Government

publications form a part of this document to the extent specified herein.
otherwise specified, the issues shall be those in effect on the date of the

solicitation.

PUBLICATIONS

Unless

NAVAL SEA SYSTEMS COMMAND (NAVSEA) '

(Capiés of specifications, standards, and publications re
tors in connection with specific acquisition functions should be
';he contracting activity or as directed by the contracting officer.)

.-0900-LP-001-7000

- Fabrication and Inspection of Brazed Piping
Systems. S

0510-LP-331-5300 - Repair and Overhaul Main Propulsion

250-1500-1

Boilers. '
- Welding Standard . . : .
quired by contrac-
obtained from

2.2 Other publications. The following documents form a part of this

‘document to the extent specified herein.

Unless otherwise gpecified, the issues

of the documents which are DoD adopted shall be those ligted in the issue of the

DoDISS specified in the solicitation.

The issues of documents which have not

been adopted shall be those in effect on the date of the cited DoDISS.

AEROSPACE MATERIALS SPECIFICATION (AMS)
AMS 6530 - Tubing Seamless-0.55 Ni-0.50 Czr-0.20 Mo

{(Application for copies should be addressed to the Societ
Engineers, 400 Commonwealth Drive, Warrendale, PA 15096.)

(0.28-0.340C) . :

y of Automotive
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AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM™) . .
A 176 - Stainless Steel and Heat-Resisting Chromium Steel,

A

A

178
12
213

216

217

240

A 276

» » ¥ B ¥ ¥ >

>

302

335

370

473.

487

494

515

516

A 537

A 743

A 744

A 757.

wwoowwo W

~ Service. (DoD adopted)

Plate, Sheet and Strip

Standard Specification for Electric-Resistance-Welded
Carbon Steel and Carbon-Manganese Steel Boiler Tubes.
(DoD adopted) . )

Standard Specification for Forged or Rolled ‘Alloy Steel
Pipe Flanges, Forged Fittings, and Valves and Parts for

" High Temperature Service. ' (DoD adopted)

Standard Specification for Seamless Perritic and Aus-
tenitic Alloy-Steel Boiler, Superheater and Heat-
Exchanger Tubes. (DoD adopted)

Standard Specification for Steel Castings, Carbom, Suit-
able for Fusion Welding, for High Temperature Sexrvice.
(DoD adopted) ‘ '

Martensitic Stainless Steel and Alloy Steel Castings for
Pressure-Containing Parts Suitable for High-Temperature

Standard Specification for Heat-Resisting Chromium and
Chromium-Nickel Stainless Steel Plate, Sheet, and Strip
for Pressure Vessels. (DoD adopted) -
Standard Specification for Stainless and Heat-Resisting
Steel Bars and Shapes. .
Standard Specification for Pressure Vessel Plates, Alloy
Steel, Manganese-Molybdenum and Manganese-Molybdenum
Nickel. (DoD adopted) L

Standard Specification for Seamless Ferritic Alloy-Steel
Pipe for RHigh-Temperature Service. .

Standard Test Methods and Definitions for Mechanical
Testing of Steel Products. (DoD adopted)

Standard Specification for Stainless and Heat-Resisting
Steel Forgings. (DoD adopted)

Standard Specification for Steel Castings Suitable for
Pressure Service. :

Standard Specification for Castings, Nickel and Nickel
Alloy.

Standard Specification for Pressure Vessel Plates, Carbon
Steel for Intermediate- and Higher-Temperature Service.
(DoD adopted)

Standard Specification for Pressure Vessel Plates, Carbon
‘Steel, for Moderate- and Lower-Temperature Service.

(DoD adopted) . : .
Standard Specification for Pressure Vessel Plates, Heat-
Treated, Carbon-Manganese-Silicon Steel. (DoD adopted)
Standard Specification for Castings, Iron-Chromium, Iron-
Chromium-Nickel, Corrosion Resistant, for General
Application. (DoD adopted) .

Standard Specification for Castings, Iron-Chromium-Nickel,
‘Corrosion Resistant, for Severe Service. (DoD adopted)
Perritic and Martensitic Steel Castings for Pressure-

Containing and Other Applications for Low-Temperature

Service. . : )

Free-Cutting Brass Rod, Bar, and Shapes for use in Screw
Machines. (DoD adopted) :

Naval Brass Rod, Bar, and Shapes. (DoD adopted)
Aluminum-Alloy Sand Castings. (DoD adopted)

Brass Plate, Sheet, Strip, and Rolled Bar. (DoD adopted)
Seamless Red Brass Pipe, Standard Sizes. (DoD adopted)
Seamless Copper Water Tube. (DoD adopted)

Copper-Silicon Alloy Rod, Bar, and Shapes. (DoD adopted)

~Leaded Brass Plate, Sheet, Strip, and Rolled Bar. (DaD

adopted)
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ASTM (Continued)

124

138
139
150
152
166

Wwwowts o

169

265

283

w w o w w o

348
363
367

369
-381

443

446
56;
574
57S
622

172

M oM ow oW W W W w®w P We @ w o

354

E €53

209 -

337

338.

‘444"

- COpper and Copper-Alloy Forg:.ng Rcd Bar, and Shapes
(DOD adopted)

Manganese Bronze Rod, Bar, and Shapes. (DoD adopted)
Phosphor Bronze Rod, Bar, and Shapes. (DoD adopted)
Aluminum Bronze %, Bar, and Shapes. (DoD adopted)
‘Copper -Sheet, St:i:, Plate, and Rolled Bar. (DcD adopted).

Standard Specificstion for Nickel-Chromium-Iron Alloys

(ONS N06600- and 2!06690) Rod, Bar, and Wire. (DoD adopr.-
ed)

Aluminum Bronze. Plate, Sheet, Str:l.p, and Rolled Bat (DoD -

" adopted)

Standard Specification for Aluminum and Almn:.num-hlloy
Sheet and Plate. (DoD. adopted)

- Standard Specification for T:Ltanzum- and Titanium Alloy
Strip, Sheet, and Plate.

Copper and cgpper-hlloy Die Forging (Hot-Pressed). (DoD
adopted)
Standard Specification for Seamless and Welded Txtaru.um :
and Titanium Alloy Pipe. (DoD adopted)
Standard Specification for Seamless and Welded Titanium
and Titanium Alloy Tubes for Condensers and Heat
Exchangers.  (DoD adopted) '
Standard Speczficat;ou for Titanium and Titanium Alloy
Bars and Billets.
Standard Specification for Seamlesa and Welded Unalloyed
Titanium and Titanium Alloy Welding Fittings.
Standard Specification for Titanium and Titanium Alloy
Castings.
- Copper-Nickel Alloy Castxngs (DoD adopted) -

Standard Specification for Titanium and Titanium Alloy
Forgings.
Standard Spec:.f:.cat:.on for Nickel-Chromium-Molybdenum-
Columbium Alloy (UNS N06625) Plate., Sheet, and Strip.
Standard Specification for Nickel-Chromium-Molybdenum-
Columbium Alloys (UNS N0662S) Pipe and Tube.
Standard Specification for Nickel-Chromium-Molybdenum-
Columbium Alloy (UNS N06625) Rod and Bar.
Standard Specification for Nickel Alloy Forgings.

{DoD adopted)

Standard Specification for Low-Carbon Nlckel ~-Molybdenum-
Chromium Alloy Rod.

Standard Specification for Low-Carbon Nickel- Molybden ~-
Chromium Alloy Plate, Sheet, and Strip.

Standard Specification for Seamless Nickel and N:.ckel
Cobalt Alloy Pipe and Tube. .

Standard Practice for Describing and Spec:.fymg the

* Exeitation Source in Emission Spectrochemical Analysis.

- Standard Test Methods for Chemical Analysis of High

Temperature Electrical, Magnetic, and Other Similar Iron,
Nickel, and Cobalt Alloys

Standard Test Method for Dynamic Tear Testing of Metallic'
Materials. (DoD adopted)

(Application for copies should be:addreased to the American Society for
Testing and Materialn. 1916 Race Street, Philadelphia, PA 19103.)

Am:-:n:c:“ wm.nmc SOCIETY (AWS)

AS. .
A5.1

- Bs.2

- Standard Welding Tei'tna and Defuutlans iDoD adopted)
- Specification for Covered Carbon Steel Arc Welding Elec-
trodes. (DoD adopted)

- Specification for Iron and Steel Oxyfuel Gas Welding
" Rods. (DoD adopted)
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AWS (Continued)

A5.4 - specification for Covered Corrosion-Resisting Chromium and
Chromjum-Nickel Steel Welding Electrodes. (DoD adopted)

AS5.5 - specification for Low Alloy Steel Covered Arc Welding
Electrodes. (DoD adopted)

AS.6 - specification for Covered Copper and Copper Alloy Axc
Welding Electrodes. (DoD adopted) ' :

AS5.7 - specification for Copper and Copper Alloy Bare Welding and
Electrodes. (DoD adopted)

A5.8 - Specification for Filler Metals for Brazing and Braze

, Welding. o

A5.9 - Specification for Corrosion Resisting Chromium and
Chromium-Nickel Steel Bare and Composite Metal Cored and
Stranded Welding Electrodes and Welding Rods. (DoD
adopted) '

A5.10 - Specification for Aluminum and Aluwinum Alloy Bare Welding

' Rods and Electrodes. (DoD adopted)
AS5.11 - specification for Nickel and Nickel Alloy Covered Welding
_ .Electrodes..

A5.13 - specification for Solid Surfacing Welding Rods and
- Electrodes. (DoD adopted) ' _

A5.14 - Specification for Nickel and Nickel Alloy Bare Welding

. Rods and Electrodes. .

AS.16 - sSpecification for Titanium and Titanium Alloy Bare Welding
Rods and Electrodes. (DoD adopted)

A5.23 - Specification for Low Alloy Steel Electrodes and Fluxes

; for Submerged Arc Welding.. (DoD adopted)

AS5.27 - Specification for Copper and Copper Alloy Rods for Oxyfuel
Gas Welding. .

A5.28 - Specification for Low Alloy Steel Filler Metals for Gas

~ Shielded Arc Welding. (DoD adopted) :
B4.0 -

Standard Methods for Mechanical Testing of Welds.
(DoD adopted) -

(Aﬁplicat:ion for cépiea should be addressed to the American Welding Society,
Inc., 550 NW Lngune Road, P.O. Box 351040, Miami, FL 33135.)

AMERICAN SOCIETY FOR .NONDESTRUCTIVE TESTING (ASNT)
. ASNT Publication No. 103 -

Glossary of Terms Frequently Used in
Nondestructive Testing.

(Application for copies should be. addressed to the American Society for

Nondestructive Testing, 1711 Arlingate Lane, P.O. Box 28518, Columbus, OH

43228-0518.)

(Nongovernment standards are generally available for reference from librar-

ies. They are also diatribut

Federal agencies.)

ed among nongovernment standards bodies and using

2.3 Order of precedence. Except for fabrication documents, in the event of

a conflict between the text of this document and the references cited herein, the
text of this document shall take precedence.
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3. DEFINITIONS

3.1 Terms related to both welding and brazing.
3.1.1 Genmeral. '

(a) Except as noted herein, welding and brazing nomenclatu-e and
definitions shall conform to AWS A3.0. : .

(b) Except as .noted herein, nondestructive testing nomenclature and
definitions shall conform to ASNT publication No. 103.

. 3.1.2 Acceptable. An item is acceptable when it complies with or conforms
to the applicable standard or specification. . '

3.1.3. Activity. The term activity refers to all sites of an organization,
under the same quality assurance management and using the same quality assurance
Plan, performing work to which this document is applicable. The quality assur-
ance manual shall contain a paragraph approved by an authorized representative,
specifically addressing

the transfer of qualified procedures from one: site to
another within the. activity. . : : o :

3.1.4 Agplicéb;e fabrication document. Applicable fabrication document is
the document invoked by the contract, purchag

e order or circular of requirements
governing the work being accomplished. S

3.1.5 Approval {approved) .-

) Approval means the item under consideration
requires acceptance by

NAVSEA or its authorized representative. "Approval”" or
"approved"” as used herein sha

1l be by the NAVSEA authorized representative unless
NAVSEA approval is specified. , '

3.1.6 Authorized rggresentative. An authorized representative is any
Government representative specifically

authorized to approve equipment, material
or procedures within the scope of-this document for NAVSEA. They are as follows:

(a) For Government shipyards: The delegated representative of the
Shipyard Commander.

(b) For commercial shipyards: The delegated representative of the
Supervisor of Shipbuilding, Conversgion and Repair (SUPSHIP), or
the American Bureau of Shipping when specified in the Ship‘s
specifications for a particular ship. This includes all applica-

ble areas in the shipyard and applicable items furnished to the
shipyard by subcontractors. T

(e} For Government purchase items: The delegated representative of

the Commanding Officer, Naval Ship Systems Engineering Static:

‘(NAVSSES) ,. Philadelphia or of the Officer in Charge, NAVSSES
Detachment, Mechanicsburg, or of the Officer in Charge, NAVSSES
Detachment, Norfolk. o .

When delegated by NAVSEA, the representgtive of the Defense Con-
tract Administration Services Management Area (DCASMA).
Technical. representative specifically authq;ized by NAVSEA.

3.1.7 Essential elements. Essential elements are those elements, either
material or process, that are important in establishing a welding or brazing
procedure. These elements shall be defined as part of a welding or brazing
procedure. Changes in these elements, after a procedure has been qualified,

shall require a change in the written procedure and may require level I or level
II requalification, depending on the element being changed and the magnitude of
the change. . _

(d)
(e)

3.1.8 Inspector. An inspector is any contractor,
Government agency employee or American Bureau of Shippi
required by this document to acce

bagis of specified test results.

Naval shipyard and other
ng Surveyor qualified as
Pt or reject materials or workmanship on the

3.1.9 Performance qualification. A performance qualification is an actior
by which welders and welding operators are evaluated by nnndeatructive:and
destructive methods for their demonstrated ability to produce welds which meet
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the requirementg of Ehis specification. Also included are requirements for
qualification record keeping.

-3.1.10 Procedure. A procedure is a written fabrication instruction which
contains all the applicable essential elements listed in this document.

3.1.11 Procedure gualification. Procedure qualification is an action by
which test asgsemblies are prepared in a

ccordance with a proposed procedure and
evaluated by destructive or nondestructive tests or both. Also included are
requirements for qualification record keeping.

3.1.12 Qualified. . The term *®

" ation has been approved as required by this document.

3.1.13 ° Straw_ (color). Straw is a color occurring on titanium welds from
slight contamination whose hue ranges from pale yellow through brass. '

qualified” means that the item-under conmsider-

3.2 Terms related to weiding.

3.2.1 Build-up. Build-up is a surfacing variation in which’ surfacing metal
is deposited to restore base material or weld surface dimensions.

3.2.2. Buttering. Buttering is a surfacing variation that deposits surfac-
ing metal on one or more surfaces. to provide metallurgically compatible weld
- metal for the subsequent completion of the weld. _

3.2.3 . Cladding.

Cladding is a surfacing variation that deposits or applies
surfacing materials,

usually to improve corrosion or heat resistance.

3.2.4 Dissimilar metal welds. Dissimilar metal welds are welds involving
two metals which differ sufficiently in metallurgical and physical properties to
require special consideration in procedure qualification and inspection (see
section 4 for exceptions).

3.2.5 'Hardfacing. Hardfacing refers to a surfacing variation in which .
surfacing metal is deposited to reduce wear. -

3.2.6 Intermal tube-to-header welds. These are welds between various types
of boiler tubes and their respective headers (or drums), such as economizer
headers, superheater headers, and so forth. These welds are located on the
interior of the header (or drum).

Integrity of the tube-to-header connection is
usually provided by a combination of welding and rolling the tube.

3.2.7 Kevhole welding. Keyhole welding.is a technique in which a concen-
trated heat source penetrates comp

i letely through a workpiece, forming a hole at
the leading -edge of the weld pool. As the heat source progresses, the molten
metal fills in behind the hole to form the weld bead.

3.2.8 Orifice gas (plasma arc welding and cutting). Orifice gas is the gas
that is directed into the torch to surround the electrode. 1t becomes ionized in
the arc to form the plasma, and issues from the orifice in the torch nozzle as
the plasma jet. . ' :

3.2.9 Oscillation. Defining characteristics:

(a) Amplitude. Amplitude is the distance normal to the direction of
. welding between the outermost positions which the electrode tip
- reaches while oscillating.
(p) Dwell. Dwell is the time during which the electrode rests at any
point in each oscillating swing or traverse.
{c) Freguency. Frequency is the number of complete cycles made by the
oscillating head in 1 minute, or other specified time increment.
3.2.10 Seal weld. Seal weld is a weld provided for a fluid containment
function only, as in a closure where strength is provided by a separate device.

3.2.11 Socket weld.: Socket welds are MIL-STD-22, P-13, -14, -15,

-16,
-17, -42 and -80 joint design welds in pressure containing piping.
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3.2.12 sSpecial welds. Special welds are welds involving:

(a) Base materials not covered in table I of this document. _

(b) Filler materials not covered in tabie II of this Jdocument.

(¢) Material thickness above those specified in table VI of this
document or '

{d) Processes which are not specified in table III of this document.

3-2.13 Surfacing. Surfacing is the application by welding, brazing, or
thermal spraying of a layer of material to a surface to obtain desired properties
or dimensions, as opposed to making a joint. (See also’ buildup, buttering,
cladding and hardfacing.) - o ' R

3.2.14 Tube-to-tubesheet weld.
tubing) and the respective tube sheet
exchanger ‘(see also 3.2.6).

Welds between tubing (usually heat transfer
usually. occurring in some type of heat

3.2.15 Welding speed (travel speed) . - Welding speed is the rate of progres-
sion of the welding arc along the weld axis. . :
3.2.16 ° Wire feed angle. Wire-féed'angle is the angie between the filler
metal and the tangent. to the pPipe or plate surface at the arc. .

3.2.17 Wormhole gorositx.' Wormhole porosity refers to gas inclusions

having an elongated form known as "wormholes" or "pipes" usually oriented almost
perpendicular to the weld surface. .

3.3 Terms related to brazing.

3.3.1 PBrazement.
by brazing.

Brazement is an assembly whose component parts.are jdined

3.3.2 Clearance. Clearance is the a

ctual gap at room temperature prior to
brazing for capillary flow of filler metal : ' '

3.3.3 Manual torch brazing. Manual torch brazing is torch brazing with the
brazer controlling the torch with his hands. : :

3.3.4 Mechanized torech brazing.

. Mechanized torch brazing is torch brazing
with an automatic or mechanical method

of controlling the torch while brazing.

3.3.5 pPeel test. Peel test is a destructive method of inspection where a
lap joint is mechanically separated by peeling (see figure 20).

3.3.6 Preplaced brazing alloy. Preplaced brazing alloy is any form (sa-"s,'

wire, rings, and so forth) of brazing alloy which ip placed in a‘'joint prior to
brazing. . ' :
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4. WELDING PROCEDURE QUALIFICATION

4.1 Scope. . This section provides general requirements for the qualifi-
cation of welding procedures.

Specific qualification requirements for the
categories listed below shall be as specified in 4.4.

(a) Groove welds and fillet welds {manual, semi-automatic, automatic
and machine welding).

(b) PFillet welds - welding over primer coated surfaces.
(c)  Weld surfacing. ‘ '

(d) Dissimilar metal welds.
(e) Resistance welding.
(£) Stud welding. :

' (g) Welds made without adding filler material (autogemous welds) .
. (h) "seal, pipe socket and tube to tube sheet welds. ‘
(1) Special welds. ' :

4.2 General requirements.

4.2.1 Responsibility. When this document is specified by the applicable
. fabrication document

» each activity qualifying procedures under the requirements
of this document shall prepare written welding procedures and perform the
required tests to qualify these procedures. The activity shall notify the
authorized representative a minimum of 48 hours prior to the conduct of procedure
qualification testing and afford him the opportunity to observe the welding of
the test assemblies and the performance of the required nondestructive and
destructive testing. The 4B8-hour time limit may be modified upon agreement
between the authorize

d .representative and the activity.  Such observation shall
be at the discretion of the authorized representative.

4.2.2 Certification of alification testing. After testing, the responsi-
ble official of. the activity shall certify that the tests and the test results
meet all requirements of this document and that the welding procedure meets all

requirements.of this document and the applicable fabrication document.

Qualifi-
cation tests and data containing deviations from requirements may be submitted
for approval if such deviations are specifically identified as deviations, and
th

e technical justification for each deviation is provided. Procedure qualifica-
tions preyiously prepared for other Government agencies, American Bureau of
shipping (ABS), American Society of Mechanical Engineers (ASME), or other
established regulatory codes may be submitted for approval to the authorized

representative provided qualification testing and approval (to the other Govern-
ment agencies or r

egulatory bodies requirements) occurred prior to an activity‘s
invitation for bid or request for proposal. Nondestructive examination require-
ments, as specified in this document but not required by other agencies, shall be
accomplished on an additiocnal test sample or, if approved by an authorized

representative, on a production application. Such data shall be submitted for .
approval: as required in 4.2.3. , .

4.2.2.1 The qualification limitations for welding procedure qualifications
performed for other agencies shall be as specified in this document. As an

example, a flat position ASME procedure qualification may only qualify flat
position welding in accordance with this document.

4.2.3 Submittal for approval. Procedures are the activity's responsi-
bility. Prior to production application of the welding procedure, the activity
shall obtain approval (see 3.1.5) of the procedure qualification data. This )
entails submittal of the welding procedure qualification test report to the -
authorized representative for approval and submittal of the corresponding welding
procedure to the authorized representative for information in accordance with the
appendix. The submittal shall be made to NAVSEA if required per 4.2.5.

4.2.3.1 Requirements. The following requirementé shall apply for welding
procedure and welding procedure qualification test report.
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4.2.3.1.1 Welding procedure qualification test regért. The welding proce-
dure qualificati

on test report shall be in accordance with 4.6.1.

4.2.3.1.2 Welding procedure. The welding procedure shall be in accordance
with 4.3. . .
. 4.2.3.2 ot conformance testing for mechanical properties, toughness,
weldability, ..ieanliness, and so fort

h, for any filler material not classified in
arc welding fluxes covered by table II, note 5)
ubmittal for approval. ‘ :

table II (for example, submerged-
shall also be described in the s

4.2.4 Vendor gualification. It shall be the responsibility of each

activity to assure that its subcontractors have qualified procedures based on
approved qualification data. : .

4.2.5 Approval of procedure qualification for special welds. NAVSEA

approval of procedure qualification data shall be obtained for special welds as
defined in 3.2.12 for the following areas: . ’

(a) Surface ship primary structure.

(b) Submarine pressure hull structure.

(c) Submarine intermediate pressure tanks.

(d) P-1 and P-LT piping.

(e} A-1, A-2, A-F and A-LT pressure vessels.

In addition to the procedure qualification test data, the submittal shall include
a description of the welding process, evaluation method .and the proposed welding
performance qualification tests. ’ : :

A 4.2.6 Waiver of gqualification. Qualification tests for welding on
assemblies, the possible failure of which is remote and would not result in
danger to the ship or components, such as identification plates, galley equip-
ment, furniture, fixtures, and miscellaneous outfitting may be omitted provided

1is omission is permitted by the applicable fabrication document or is approved -
Prior to the commencement of such work. :

4.2.7 Qgglification levels.

4.2.7.1 General. When this document is apeéified in the applicable
fabrication document

. procedure cqualification is required for base materials as
listed in table I, filler materials as listed in table 11, welding processes and
Special welds as listed in 4.2.5 except as permitted by 4.2.6 and table III.
Table III may be used to extend procedure qualifications to base material/filler
metal combinations other than those specifically welded and tested. The ess: . -
tial elements for welding each base material, filler metal combinations shall ve
incorporated inte the welding procedure and be in accordance with the require-
ments of this document and the applicable fabrication document. '

4.2.7.2 Level 1. This cualification level covers the initial qualification
of any welding procedure for the fabrication welding of wrought or cast material
or the repair welding of wrought or cast material by any activity. Approval of
the required level I welding procedure qualification shall be obtained from the
authorized representative except as noted in 4.2.5. This qualification level
covers any welding procedure to be qualified by performing the destructive and
nondestructive tests required by 4.5. Qualification. for fabrication welding of
cast or wrought material shall also qualify for repair welding of cast or wrought
material within the limita of the qualified procedure. Qualification tests shall
qualify for welding positions as specified in 4.2.8. ’ ’ :

4.2.7.3" Level II. This qualification level is intended to permit procedure
approval for a variation in a procedure, as outlined in 4.8, which has already
been qualified by qualification level I. Approval of the requireq_level-II
' welding procedure qualification shall be obtained from the authorized representa-
tive. The required level II testing is as follows: When a plate assembly is
used, at least 15 inches of weld shall be ingpected by radiography and ultrason-
ics (when required) as specified in table VII. 1If pipe is used for qualifica-
tion, the largest size used in production shall be employed but need not be.
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greater than nominal 3 inches in diameter and shall be inspected by radiography
and ultrasonics (when required) as specified in table VII. Where thickness or
geometry is such that radiography cannot be used, ultrasonic examination and two
macro sections.shall be substituted. Inspection requirements and acceptance
standards-shall be as specified in 4.5.1 and 4.5.2.6. Thickness of test assembly
joint design and welding position to be used for the qualification shall be at
the discretion of the qualifying activity. As an alternate, 15 inches of
production weld or the largest size pipe used in production may be inspected by
radiography and ultrasonics (when required) as specified in table VII for level.
II qualificat:.'.on‘. Por weld surfacing, Level I qualification testing shall be
performed except that for A-45 materials, composition testing is not required.

4.2.8 Welding pogition qualification limits. The orientation of positions
for welding procedure qualification test assemblies shall be classified by

reference to the positions shown on figure 1. Procedure qualification test
assemblies welded in a

given position shall qualify the procedure as shown. in
table IV. ' )

. 4.2.9 Repair of test agsembly. Assemblies may be repair welded only under
the following conditions: )

(a) The weld defects repaired are not’ indicative of an inadequate weld

procedure, and are representative of defects that would be reject-
ed by nondestructive tests required for production work.

(b) The repair welding is representative of repair that would be
performed on production work.

(c) No cracks, other than crater-cracks, may be repair welded.

(d) Omly one cycle of repair welding is permitted.

{e) Test results, including a desacription of the nondestructive test
results which failed to meet the requirements, and repair work

performed to correct the condition,. shall be submitted with the
procedure qualification test report.

. 4.2.10 Transferral of welding procedure cqualification. Requalification of
previously qualified procedures shall be

one activity to another.

required for procedures transferred from

4.2.10.1 Transfer of qualified procedures between sites of an activity
shall be governed by requirements stated in the activity’s quality assurance

manual (see 3.1.3) and shall require approval. by the authorized representative.

4.2.10.2 Transfer of qualified procedures from ohe Navy shipyard to another
Navy shipyard shall require NAVSEA. approval. ’

4.2.10.3 Procedures contained in NAVSER technical manuals for specific
applicat;‘.ons may be used without requalification provided:

(a) The NAVSEA procedure permits use without qualification, or autho-

rization for waiver of qualification is obtained from NAVSEA.

(b) Welders or welding operators are qualified in accordance with this
document for the applicable welding.

()

The NAVSEA procedure is incorporated, by the activity, into a
separate written procedure which meets the requirements of this
document and has the approval of the activity’'s welding engineer-
ing representative.

The activity demonstrates its ability to produce welds, to the
satisfaction of the authorized representative, using the final

Q)

procedure.
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4.3 Mritten welding grocedure'content.

4.3.1 Essential elements of a2 welding procedure.

fieg in the applicable fabrication document,
at

Unless otherwise speci- '

the welding procedure shall include
east the applicable essential elements listed in table V. R

4.4 Specific qus . ficarion requirements. This paragraph provides the
requirements for quali:icatic: test assembly design, size, orientationm, .and
methods of evaluation for qua.ification of welding procedures for both general
applications and special applications. ‘ : s '

4.4.1 Groove welds and fillet welds.

4.4.1.1 Base material. -Qualification test assemblies shall be made using
either base materials procured to the applicable specifications referenced in the
procedure or using base materials of the same alloy type or grade procured to
alternate Government or commercial specifications. Base material forms may

consist of either plate, Pipe or other material as specified in table vI..

4.4.1.2 Test assembly size.
and 3. The size of each test asse
the required test specimens,
required, te furnish
als, see 4.7.5(f).

Typical test assemblies are shown in figures 2
mbly shall be sufficient to permit removal of
or additional test assemblies shall be welded as
the remaining test specimens (see 4.5). For 5-10H materi-

4.4.1.3 Test assembly joint design. The test assembly shall employ. a butt
weld joint in accordance with MIL-STD-22 or other applicable fabrication docu-
ment. Joint design requirements for HAZ toughness testing shall be as shown on
figure 24. 1 test assembly for preplaced fi

L ller metal insert joints shall
include a. consumable insert of the same material and shape as that to be used in
production. : : _

4.4.1.4° Test assembly for ggalification'of root deposition. 1f qualifica-

tion is being performed for deposition of the root layer or for depositing
Previously qualified £ill procedures over the root layer, only the root layer and

one layer of £fill material need be deposited over the root using the procedure to
be followed in production welding (see table VII, note 13).

4.4.1.5. Material thickness qualification limits. Table VI indicates the
material thickness range qualified by a specific qualification test material
thickness. Qualifications performed in accordance with 4.4.1.4 are not subject
to table VI, that is, the root deposition method is qualified thereby, and the
‘qualification limits of the fill Pass procedure govern the composite thickness
qualification limits. :

4.4.1.6 Post weld heat treatment. Test assemblies shall be subjected to
the same post weld heat treatment as that required for production weld joints.

4.4.1.7 Joint desigg'ggalification limits. Qualification using a standgrd
butt joint design qualifies casting repair welding and all standard joint designs
‘of the applicable fabrication document or MIL-STD-22, including fillet welds of

any size and edge seal welds, subject to the restrictions specified in 4.4.7,
4.4.9, 4.7.3 and 4.8."

_ 4.4.1.8 Evaluation of procedure gualification test results. Evaluation of
procedure qualification weldments shall be in accerdance with 4.5.

4.4.1.9 Use of alified groove butt weld rocedures for repair, butterin
and build-up. Groove weld procedure qualification shall constitute approval for

Tepair, buttering and build-up with deposited metal depth limited to the maximum
thickness limitations of the pro¢edure. .

4.4.1.10 OQualification requirements for automatic/machine welding. Welding

procedure qualification tests shall meet the requirements of 4.4.1.10.1 through
4.4.1.10.3. ) .
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4.4.1.10.1 Pipe. One weld in each qualifying position shall be made on the
smallest and largest sizes (combination of diameter and nominal thickness) to be
welded in produ

. ction using the procedure being qualified, except that qualifica-
tion testing employing a 5-inch diameter,

3/8-inch wall pipe or larger, shall
qualify for all larger pipe (both diameter and thickness) within the limits of
table VI. Both the small and large pipe shall be nondestructively tested and.the
larger pipe

shall be destructively tested 'in accordance with table VII. Socket
weld qualification shall be as specified in 4.4.7.1.

4.4.1.10.2 Plate. A qualification test assembly weld of sufficient length
to provide the required test specimens shall be made to each qualifying position.
The qualification test assemblies shall be tested as required by 4.S.

4.4.1.10.3 - ‘Special automatic/machine welds. Qualification requirements
shall be as specified in 4.2.5. ) . -

4.4.1.11 Fillet welds - welding on bare surfaces. Wwhen this documént is
specified in t

he applicable fabrication document, procedures for depositing
fillet welds on bare surfaces (exce

pt for piping system applications, see 4.4.7)
may be qualified in accordance wit

h figure 8. The test assembly shall be welded
with the type and largest diameter electrode to

be used. Weld quality shall be
considered acceptable provided visual examination of fractured weld surface
discloses no cracks and no more than five porosity indications (including both
"wormholes® and "porosity”) larger than 1/16 inch in diameter in any 1 inch of -
weld. Any indication larger than 3/32 inch is unacceptable and the test assembly
shall be rejected. Fillet weld qualifications in accordance with figure 8 are
limited to those base metal/filler metal combinations acknowledged in
MIL-STD-1628.: Butt weld qualification may also qualify for fillet weld joints.

4.4.1.12 Fillet welds - welding over primer-coated surfaces. -When this
document is specified in the applicable fabrication document, procedures for
welding over primer-coated surfaces of S-1 materials with any process using a
previously qualified procedure shall require an additional qualification in
accordance with figure 9. The test asgsembly shall be welded with the type and
the largest diameter electry

ode to be used. Weld guality shall be considered
acceptable provided visual examination of the fractured weld surface does not
disclose more than 5 porosity indications {including both "wormholes®™ and :
"porosity*®) larger than 1/16 inch diameter

in any 1 inch of weld. Any indication
larger than 3/32 inch is unacceptable and the test assembly shall be rejected.

4.4.2 alification requirements for weld surfacing.
is qualified by qualification of a groove-weld procedure. Weld cladding shall be
qualified as specified in 4.4.2.1. Hardfacing shall be qualified as specified in
4.4.2.2. Weld surfacing qualifications shall not be limited to a maximum thick-
ness of base material on which to weld, except that the weld deposit shall not
exceed the thickness of the hase material qualified by the limitations of ta-
ble VI. : : '

" Buildup or buttering

4.4.2.1 WVeld ciadding for corrosion resistance. The test assemblies shall

duplicate the production cladding with respect to the base material, filler
material type, and welding positions except that base and filler material group-
ings of tables I and II and the cross qualification rules of table IIT shall
apply. Position limitations for qualifications shall be as outlined in 4.2.8.
The clad area and thickness shall be as shown on figures 4 or S as applicable and
for A-4S5 materials, figure 4a. The requirements of figure 4a shall be met for
A-45 materials. Testing shall be as specified in table VII. The weld clad
surface shall be £finish machined and liquid penetrant inspected. The test
assembly shall meet the acceptance standards for weld overlay class 1 -(finished

machined surface) of MIL-STD-2035. ‘The macro-specimens shall be examined and
evaluated as specified in 4.5.2.6.

4.4.2.2 Hardfacing for wear resistance. The test assemblies shall dupli-
cate the production hardfacing with respect to the base material, filler material
type, and welding positions except that base and filler material grouping of
tables I and II shall apply. Position limitations. for qualifications shall be a:
outlined in 4.2.8. The hardfaced area shall be at least 4 inches by 1 inch
finished surface area of weld metal (see figure €). The hardfacing surface shal
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be machined to the finished dimensions shown on figure 6 prior to hardness
testing. Testing shall be as specified in table VII. The hardness of any
hardfacing weld deposit shall be as specified in the avplicable Military specifi-
cation, commercial specification, manufacturer’s data sheet, or note & to table

II, as applicable. After hardness testing, the assembly shall be sectioned to
provide a minimum of three coupons for macro-examination in accordance with
4.5.2.6. _ : o

4.4.3 Dissimilar metal welds.

' The test assembly shall be the joint design
- shown on figure 7 or a standard butt

joint design as specified in the applicable
fabrication document or MIL-STD-22. The type and number of test specimens to be
removed from the test assemblies shall be as specified in table VII. For the
purposes of tables VII and VIII, the

following combinations of S-groups are not - .
considered to be dissimilar metal welds within each.grouping: .

(a) s-1, s-2, s-3, s-3a, $-4, S§-5, S-11A and $-11B. .
(b) s-21, S-22, $-25 and s-26. .

(c) S-35, S-36A and S-36B.

{d}) s-37a and S-37B.

The range of base material thickness qualified by the test assemblies shall be as
specified in table VI. 1If plat

. e is used, either longitudinal or transverse bend
testing shall be employed. 1If Pipe is used, radiographic inspection in lieu of
bend testing shall be employed. ‘ : :

'4.4.4 Resistance welding. Procedure qualification. for resistance welding
shall be in accordance with the requirements of MIL-W-6858.

4.4.5 'Stud welding. Stud welding procedure qualification record .shall.
include.the following: ‘ . :

(a) Intended applicatien.
(b) Equipment used. '

(c) stud material and size.
(d) Base material. :

(e) Gas shield and flow.

(£} Timer range setting.

(g) Maximum cable length.

{(h) Amperage range or machine settings.
(i) Current and polarity.

(3) Results of bending, flattening or torque testing.

4.4.5.1 Method of qualification. Studs as specified in MIL-S-24145/1
through MIL-S-24149/6, shall be welded for each material combination and eac:
nominal weld base dia

meter to be used in production. Welding in the overhead and
horizontal positions shall

qualify all positions. Alternatively, each welding
position shall be qualified. A minimum. of five studs shall be welded in each
posgition and shall be tested as specified in (a) or (b) below. For stud diame-

ters greater than 3/8-inch, another five studs shall be welded in each position
‘and tested per (c) below. :

(a)’ studs shall be tested by axial tensile loading until failure. The
axial tensile load ma

Yy be applied directly or by torquing, using any
convenient means, such as the application of a sleeve over the stud
using a washer and a nut with force being applied by a torque wrench.
To ensure that the weld is loaded primarily in tension, the threads of -
the stud should be lubricated with molybdenum disulfide, graphite base
or comparable lubricant. Required axial load or torgue shall be not
less than the value listed in table XVI for the stud material and size
tested except that, when failure occurs outside the weld (in the stud
or plate), the test shall be considered satisfactory if the axial load

Or torque was not less than 90 percent of the table value.

(b) As an alternate to the tensile tests, studs may be tested by bending
as follows: - '

(1) For other than aluminum alloy and titanium alloy studs, - hammer
each stud over until at least one-fourth of its length touches ;he
test plate, or until the stud is bent more than 50° and the entire

18 Original



S9074-AQ-GIB-010/248

inner surface of the stud is within one diameter of
or until the stud itself fails. The welds shall exhibit no
‘cracks. 1In the case of collared studs, remove a portion of the
collar in order to permit hammering of the stud.

(2) For aluminum alloy (5000 series) studs, each stud shall be bent to
an angle of 15 degrees. For titanium alloy studs, bend testing is

applicable only to the 1/4-inch stud, which shall be bent to an
angle of 10 degrees. There shall be no visible evidence of crack-
ing in the weld zone

or shank. The device used for bending may be
similar to that shown in figure 10.

the test plate

(e) Section each stud-weld junction through the diameter along the long
axis of the stud.

Polish, etch and examine the weld and HAZ under 5X
to 10X magnification. Linear indications 1/16 inch and greater in
length shall be cause for rejection.

4.4.5.2 Procedure reggireﬁents. The stud welding procedure shall contain
as a minimum the requirements listed i

n 4.4.5. For S-51, S-52, and $-53 materi-
als, procedures shall include:
(a) Details of stud and base material contact area preparation and clean-
ing. . ' '
(b)

S;ateﬁent 6f workmanship standards including welding environment,
material storage, and handling. . .

4.4:6 Welds made without adding filler metal. The test assembly shall
consist of a duplicate of the production welds. Each test assembly shall be
fully tested in accordance with 4.5. "Where test assembly size or shape does not’
- permit the above, testing two macro sections may be substituted for the destruc-

tive tests.

Unless otherwise approved, the thickness qualified shall be limited
-.£to the test assembly thickness plus or minus 10 percent.

4.4.7 Seal welds

.. pipe socket welds and tube-to-tubesheet welds {except
internal tube-to-header welds in boiler components; for internal tube-to-header
welds, see 4.4.9) . :

4.4.7.1 Socket welds and fillet type seal welds in pipe with nominal wall
thickness less than 3/16-inch, tube-to-tubesheet welds and seal welds (except
other fillet type and edge) shall be qualified by welding a test assembly (mock-
up) which incorporates the base and £

iller materials, and weld joint design of
the production weldment for the positions involved.

4.4.7.1.1 As a minimum the tube-to-tubesheet. mock-up shall consist of 10
consecutively welded joints in each position to be qualified. The mock-up shall
simulate the production application in all aspects (that is, sa

me tube hole
pattern, tube outside diameter (od) and wall thickness, tube sheet thickness

(except 2 inches need not be exceeded), tube hole ligaments joint variables,
number of passes, filler material diameter and any other variable which .
contributes to the integrity of the joint). All mock-up variables and any
variation desired for production welding shall be identified in the submittal.

4.4.7.2 For socket welds and fillet type seal welds in pipe 3/16-inch and
.greater in thickness, other fillet type seal welds and edge seal welds! qual;f;-
cation shall be as above or by butt weld qualification in accordance with section
4 . . .

4.4.7.3 For all socket welds. If the base material/filler material
combination involved is not covered by MIL-STD-1628, a butt weld qQualification in
accordance with section 4 is required. This butt weld qualification shall be in
addition to the tests required for 4.4.7.1. For automatic and machine welded

socket welds, two mock-ups shall be prepared in accordance with 4.4.1.10 and
inspected in accordance with 4.4.7.S.

4.4.7.4 1In vertical pipe axis or 45-degree inclined pipe axis position
socket welds, the fitting shall be on top of the pipe. :

19 Original



S9074-AQ-GIB-010/248

4.4.7.5 Mock-ups shall be visual and dye penetrant inspected in accordance
with 4.5. Then each weld shall be sectioned into quadrants to provide 4 macro-
etch specimens 90 degrees apart; pipe less than ©.840-inch nominal outside
- diameter may be secticned in half te provide 1 macro-etch specimen. All speci-
mens shall be evaluated in accordance with 4.5.2.6.

4.4.7.6 Seal weld qualification shall not be limited to a maximum base
material thickness.

Qualified thickness for socket welds shall be per table ¥~
and for tube-to-tubesheet welds per 4.4.7.1.1. :

- 4.4.7.7 Welding procedure and qualification test data for tube-to-tiibe
sheet welding shall be submitted for approval to NAVSEA.

4.4.8 Special welds. Special welds as defined in 3.2.11 shall be quali-
fied, inspected, evaluated and recorded to all applicable requirements of this
document. 1In addition, for base metals, filler metals, and welding processes not
covered by this document,

all variables and special techniques considered
essential in producing a weld that will m

eet minimum material mechanical proper-
ties and the inspection requirements of this document shall be recorded and
.submitted with the procedure to MAVSEA £

or approval. Refer to 4.2.5 for approval
of procedure qualification for special. welds. . :

4.4.9 Internal tube-to-header welds in boiler components. Welding proce-
dures shall conform to NAVSERA 0510-LP-331-5300 unless otherwise approved by
NAVSEA. The re

quirements of this paragraph are applicable only to manual )
welding. For other than manual welding, qualification shall be in accordance with
4.4.8., _ ,

4.4.9.1 Qualification shall consist of welding and testing a mock-up in
accordance with the following: '

(a) The mock-up shall comnsist of six joints welded in this sequence:
complete six-rqot welds, then inspect, complete all welds, and
then perform final inspection.

(b) Each joint shall simulate the production weld joint except:
(1) Groove depﬁh shall be 3/16 inch minimum. , ]
*  (2) Flat plate of the required alloy may be used. Plate thickness
shall be at least 1 inch. . :
(c) The number of weld passes for each joint shall equal the minimum
number of passes allowed for production welding.
(d)

Position of welding shall be in accordance . with 4.2.8. '
(e} Root pass welds shall be inspected visually and with dye penetrant
or magnetic particle for porecsity, cracks, slag and fus;gn.xn
accordance with 4.5. Reentrant angle between weld and sidewall

shall be 30 degrees minimum and surface condition shall be as
specified in (£f) below.

(t) Cnmpléted welds shall be innpected‘visua%ly and with dye penet raat
in accordance with 4.5. Root pass and final welds shail also be

inspected to the requirements of NAVSEA 0910-LP-331-5300 for size,
surface condition and other controlled attributes.

(g) After completion of réquired NDT, three of the six welds_shall be
sectioned int: guadrants to provide four macro-etch specimens
90 degrees apart. At least one secxzizn of =ach weld shall be taken

through a root weld pass start. All macro-etch specimens shall be
evaluated in accordance with 4.5.2.6(b) and {(c).. .

(h) The remaining three welds (and tubes) shall be machined down to

< 1/32 inch plus 1/32, minus 0 below the base m;te:;al surface,
examined, then wachined to 1/32 inch plus 0 minus 1/64 above the
original grooveé bottom and examined again. Examination and prepa-
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ration of machined surfaces shall be in accordanée with
4.5.2.6(b). :
(1) Acceptance criteria for NDT and macro section examination shall be

based on tube wall thickness except that reinforcement shall be
1/8 inch maximum.

(3) Failure of either the root pass or final weld by any inspection or
test on any joint shall constitute failure of the qualification

test. -For compliance with 4.2.9(d), repair of a root pass defect
shall preclude further repair. '

(k) Test failure shall require retesting of another complet:e {that is,
six tube joints) mock-up. -

4.5 Evaluation of procedure qualification weldments.
methods for evaluation of the tests re

procedures. The type and number of
are shown in table VII.

This s,e'ction provides
quired for the qualification of welding
-destructive tests required for each assembly

4.5.1 Nondestructive tests. Prior to performing ;any destructive tests all.
procedure qualification test assemblies shall be non-destructively tested as -
required in table VII. _ : ) )

4.5.1.1 Visual. Visual examination shall ensure suitability of the weld

surface for performance and evaluation of the required nondestructive testing.
Grinding of weld surface is permitted to meet the acceptance criteria of MIL-STD-
2035. . ' . : o '

- 4.5.1.1.1 Prior to any ciea.ning, titanium and titanium alloy welds shall
also be inspected for appearance, and shall meet the following criteria:

(a) All weld surfaces and surrounding 1/32 inch of material shall exhibit a
bright, shiny silvery luster. Other conditions.are unacceptable and
.shall be dispositioned as follows: Straw color shall be -removed.
Other conditions, such as loss of luster, or other colors like blue or
gray, shall be corrected by removing the affected weld bead and sur-
rounding 1/16 inch of material., and rewelding. 1In all cases, the
welding and shielding deficiencies shall be corrected prior to further
welding.. The qualification weldment shall be rejected if any color
eéxcept straw occurs a second time. A third occurrence of straw shall
cause rejection of the qualification weldment. .

(b) Areas beyond 1/32 inch from the weld toes should not exhibit ‘any
. discoloration. Gray color is unacceptable and shall be removed. A
second occurrence of gray shall cause rejection of the qualification
weldment. Other colors such as blue or straw are acceptable but shall
be removed if they occur on surfaces to be welded over.

4.5.1.2 Radiographv, macmeric particle : i
Radiography, magnetic-particle, and liquid-penetrant inspection shall be per-
formed in accordance with MIL-STD-271. Ultrascenic inspection shall be performed
in accordance with MIL-STD-271. Backing bars, if employed, may be removed and
weld reinforcement ground smooth, prior to radiography and ultrasonic inspecticn.

4.5.1.3 Acceptance standards. Acceptance standards for magnetic-particle,
liquid penetrant, and visual examination shall be based on the requirements of
MIL-STD-2035, class I. For acceptable visual appearance feor titanium and
titanium alloy welds refer to 4.5.1.1. Acceptance standards for radiography
shall be based on the requirements of class I of MIL-STD-2035. Acceptance
standards for ultrasonic testing shall be class I of MIL-STD-2035.

4.5.2 Destructive tests. Required specimen .preparation, dimensions, and
mechanical testing shall be in accordance with AWS B4.0. Test results shall be
evaluated as outlined in 4.5.2.1 through 4.5.2.6. .
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4.5.2.1 Transverse weld tension tests. For acceptance, transverse weld
tension test specimens shall have a tensile strength that is not less than:

(a) . The minimum specified.in the applicable base material specifi-
cation. If materials of different minimum tensile strengths are

used, the strength of the weaker material goverms. '

The specified minimum tensile strengtii of .iue ~eid meral in those

cases where the fabrication documents allow the use of weld metal

‘'of lower room temperature strength than the base materials.

(e) The maximum yield strength specified for the weakest of the two
base materials for weldments made of materials without specified
ultimate tensile strengths (such as HY-80).

{b)

In the above cases, if the specimen breaks in the base material outside of the
weld or fusion line, the test shall be accepted as meeting the requirements,

prov::.ded the strength is not more than 5 percent below the requirements specified
herein. For castings, see note 1 of table VII. ' -

4.5.2.2 Weld metal tension tests. For acceptance, weld metal tension test

specimens shall meet the minimum specified mechanical properties of the applica-
ble filler material specification.

) 4.5.2.2.1 Titanium specimens. Where propérties are not specified in the
.filler material specifications, titanium weld specimens shall meet the minimum
tensile and yield strength of the base material, and elongation and reduction in

area shall be reported for information.

4.5.2.3 'Guided bend tests. When guided bend tests are specified in ta-
ble VII, joints of similar materials shall be tested by transverse bends, and
joints of dissimilar materials shall be tested by. longitudinal or transverse.
bends. ' . :

4.5.2.3.1 Criteria for acceptance. - For acceptance, the guided bend - .
specimen after bending shall have no cracks or other open defects greater than
1/8 inch (except weld cladding). The maximum open defect dimension in the
cladding of corrosion-resistant weld clad bend tests shall be 1/16 inch. Cracks

occurring on the cormers of the specimen during testing shall not be considered

unless there is definite evidence that they result from slag inclusions or other

internal defects. Openings in the base metal .outside the weld deposit and heat
affected zone shall not be cause for rejection.

4.5.2.4 Impact test. When specified in notes to table VII, specimens shall
be prepared and tested. Weld metal Charpy V-notch specimens shall be taken
transverse to the axis cf the weld groove with one surface of each specimen not
‘less than 1/16 inch below the finished surface of the weld after the removal of
the weld reinforcement. The length of the notch shall be perpendicular to the
surface of the weld. Base metal and heat affected zone (HAZ) specimens shall be
removed in accordance with figure 2 and figure 24. Weld tests shall be evaluated
to the requirements of the filler metal specification. ' Base metal and HAZ impact
tests shall be evaluated to the requirements of the applicable base metal
specification. Dynamic tear testing shall be in accordance with ASTM E 604 and
may be substituted for Charpy V-notch testing as.allowed in pote 14 of table VII.

4.5.2.4.1 Tiranium weld metal touchness tests. If the design requires base

material toughness properties, the weld metal shall also have the same toughness
properties. ' o : :

4.5.2.5 Haxdness test. Specimens shall be ﬁrepa:ed and evaluated in
accordance with 4.4.2.2. e

4.5.2.6 Macro-etch svecimens. Specimens shall be removed transverse to the
weld, suitably prepared and etched to show weld cross-section, and examined at a
minimum of 5X magnification to the following requirements:

{a) Weld cladding or hardfacino. Discontinuities in the weld area up to

and including 1/32 inch in length are acceptable. Incomplete fusion at
weld/base metal interface is not permitted. Certain wear resistant
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alloys are subject to fine cracking which does not defeat the intended

purpose. Accordingly, this fine cracking will not be cause for rejec-
tion if confined to the weld deposit. .

-(b) All other welds. Discontinuities in the weld area greater than 1/32
inch or 10 percent of the thickness of the weld, whichever is less, are
‘unacceptable. Each cross-section shall exhibit no cracks, except that

linear or rounded conditions at the root of partial penetration welds
{including welds

with backing rings or straps that are not removed) are
acceptable provided they.do not reduce weld thickness below minimum
allowable and provided they do not exceed 1/32 inch in length and
adjacent linear defects are not closer than 1/8 inch. For partial

penetration welds, root conditions ocutside the original joint confiqu-
ration shall not be evaluated.

The pipe or tube inner diameter surface
of socket and seal welds shall reveal no melt through, burn through, or
oxidation beyond the allowances of MIL-STD-2035, Section 4.

{c) Iube-to-tubesheet and tube-to-header welds. Unless otherwise specified
by the governing drawing, fabrication document, and so forth, weld
throats (minimum leakage path) of all macro-etch specimens shall be no
less than two-thirds of the specified wall thickness. All macro-etch
specimens shall be free of cracks. :

4.5.3 Special tests. When tests, such as explosion-bulge, dynamic tear and
other tests not detailed in this document are required, these tests will be
specified by NAVSEA and information as to methods and guidance for performance of
the required test and acceptance criteria will be provided at that time.

‘4.6 Data éccumulation and_reporting for procedure alification. This
section specifies the requirements for procedure qualification data reporting to
obtain approval of a welding procedure qualification test report.

4.6.1 Test report. The welding procedure qualification test report shall
. include the essential.el

ements of the welding procedure, as specified in table v,
the destructive and nondestructive test results, and the repair data required in

4.2.9, if applicable, in sufficient detail to assure compliance with the require-
ments of tables III and VI.

When heat affected zone (HAZ) Charpy V-notch (CVN)
testing is performed, photomacrographs of CVN-HAZ specimens, and notch location
shall be submitted with the test report (see figure 24). A sample for welding
procedure qualification test report with form for data accumulation is provided
for guidance only (see figure

11). The report shall contain a certification
statement in accordance with 4.2.2.

4.6.1.1 For A-is filler materials, the information required by note 9 to
table II shall be submitted along with pro

, cedure qualification data. For
cladding procedures invelving A-45 filler materials also include, (1) clad weld
chemical composition test results, (2) Fe, Mo, and Cr composition of filler
material used, and (3) number of weld layers, clad weld thickness at which
composition testing was performed and macro-etch specimens or photomacrographs
(see figure 4a). : : : .

4.6.2 Maintenance of records. The approved procedure qualification reports
shall be retained by the activity as long as the procedure is applicable. Each
qualifying activity shall retain the pertinent qualification test data, destruc-

. tive test specimens and nondestructive test result reports including radiographs
until written approval of the qualification data is cbtained. :

4.7 Changes requiring level I requalification of procedure. New welding
procedure qualification test data shall be submitted to the authorized represen-
tative for approval, when any of the changes listed herein are made in.the
welding procedure. Changes other than those listed in this paragraph and those
listed in 4.8 for level II qualification may be made in a welding procedure
- without the necessity for requalification; however, the revised welding procedure

with all changes identified shall be submitted for information to the authorized
representative. The.changes specified in 4.7.1 through 4.7.10 require requalif-
ication of the welding procedure for qualification level I. :
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4.7.1 Base material.

(a) Unless as shown in table III, a change from a base material listed
under one S-number in table I to a materiai listed under anocher
S-number, or to any other material not listed in table I (unless
considered ‘a part of a group in accordance with note 1 of table I). For

base materials within the same S number having toughness requirements,
see table VII, note 2. ’ ‘

(b) A change in the base material thickness to a thickness outside the
limits for which the procedure was qualified (see table VI).
(c) In plasma-arc welding when joints are made between two base materials

that have different S-numbers, requalification is required even if the

two base materials have been independently qualified using the same
procedure. ' .

In group S-11A, a change from HY-80 steel to HY-100 steel except as
permitted by table III (see note S, table III). .
A change to a UNS number 06625 base material (i.e. any Inconel 625 type

alloy) from any other base material (including other S-43 group materi-
als) . - .

(d)
. {e)

4.7.2 Filler material.

(a) Unless permitted by table III, a change from a filler material

listed under one A-number in table II to a material listed under
another A-number or to any other material not listed (unless

considered a part of a group in accordance with note 1 of table
II) except as follows: .

(1) For A-2C materials, the following applies:
a. A change in flux/wire classification- of lower specified
- tensile strength to a flux/wire classification with higher
specified temsile strength (e.g. MIL-F-6XX-XXXXX to

MIL-F-7XX-XXX1X or MIL-70S5-X). .

b. When joining base metals 1/2 inch and thicker having tough-
ness requirements, a change in flux/wire classification
with no toughness requirements to a flux/wire classifica-’
tion with toughness requirements.. Also a change in
flux/wire classification with toughness specified at a
higher temperature to a flux/wire classification with
toughness specified at a lower temperature.

€. A change from neutral to active flux and vice versa for
multilayered weld deposits. _ :

(2) For MIL-120 and MIL-140 series filler materials, see table .I,

- footnote 13. . . '

(b) In submerged-arc process, a
as permitted in table II.

{c) In plasma-arc process, the addition or deletion of supplemcntary
powdered filler metal. ' :

(d) In plasma-arc process, a change.in the form of filler metal from
. solid to fabricated wire, flux cored wire, powdered metal or vice
versa. . ' -
(e} In plasma-arc weld surfacing, a change from a homogeneous powdcred
. metal to a mechanical mixed powdered metal or vice versa.
(£) - For ‘internal tube-to-header welds in boiler components.

‘change in the type flux used, except

{1) A change in electrode coating classification, that is,
MIL-XX15 to MIL-XX16 or MIL-XX18, and so forth, and
vice-versa; or: ‘

{2) -An increase in electrode diameter of 1/32 inch or more from
that qualified for any weld pass.

(g) In stud welding, a change in the nominal weld base d;ameter of tb
stud.

'
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(h) Por weld surfacing applications, when using the automatic or .
mechanized gas tungsten-arc or plasma-arc processes, a reduction
of 10 percent or greater in the filler wire (or powder) feed rate
from that recorded in the procedure qualification record.
(i) See table II, note 2. : )
{3) For submerged-arc process, a change in the flux trade name when
*  the flux is not classified in table II. Also a change in the
flux type (for example, neutral to active and vice-versa) for
multilayer welds in S-1 or S-2 materials.
(k) See table II, note 11, for A-45 filler materials. .
(1) In plasma arc weld surfacing, a change in the powdered metal

part:gle size range recorded in the procedure qualification
record. .

4.7.3 Joint desigg.

4.7.3.1 Por full penetration joints welded from one side only:
{(a) The omission of a backing ring or backing strip.

{b} The addition or omission of a preplaced filler metal insert,
except that welding a full penetration joint with or without a
preplaced filler metal insert qualifies also for welding joints
with a backing ring or backing strip.

(c) Change in the shape of a consumable insert.

(d) Change from a metal backing strip to a ceramic or other non-

© wmetallic backing strip. Full penetration joints welded from one
side only with or without a backing ring, backing strip or
" preplaced filler metal insert, also qualify for welding full

penetrat;on joints welded from both sides and partial penetration
jouu:s.

[}
4.7.3.2 1In tube-to-header joints for boiler components: -
(a) A 1/32 inch or more decrease in root opening from that qualified.

: (Root opening is one-half the difference between nominal tube od
and nominal counterbore size.)
A decrease in included angle of 5 degrees or more from that quali-
fied (any beveling of the header side of the counterbore shall
also be considered as part of the weld joint included angle).
However, requalification is not required for joints with angular
decreases of up to 10 degrees provided the root open:.ng is at
least 1/16 inch greater than that qualified.
For tube end lands 1/16 inch and less, a decrease in tube end land
below that qualified.
An increase in counterbore depth of 1/ 32 inch or greater beyond
that qualified, except that qualification performed on 3/16 inch

deep counterbores shall qualify up to and including 1/4 inch deep
counterbores.

(b)

(c)
(a) -

'4_.7.4_ ‘Process.

(a) A change from one welding process to another process (shielded

metal-arc, gas metal-arc, oxyacetylene, gas tungsten-arc, flux
cored~arc, and so forth).

For gas tungsten-arc process and plasma-arc process, - the addition
or omission of f£iller material or a change from electrically hot
-to cold-wire or vice-versa. The addition of filler material at

the end of the pass to fill craters is not cause for requalifica-
tion.

{b)

{(c) A change within a process of arc-metal transfer characteristics

such as gas metal-arc spray or pulsed spray transfer to short-
circuiting arc' transfer or vice versa, or electro-slag to electro-

_gas or vice versa. A change to or from the pulsed arc mode in ga:
tungsten-arc welding.

{d) A change from machine/automatic to semiautomatic and Vvice versa.
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‘A change from single-<arc to multiple-arc, or vice-versa, or a
change to another type of multiple-arc (for example. from series .
to parallel-arc).

A change from manual to machme, automatic or semi-automatic and
vice versa.

In plasma-arc process a change in the arc from transferred t:o '
non-transferred or vice versa.

In automatic plssma-arc process the add:l.'c;on or eluunatlon of an
oscillating motion of the torch or filler wire.

In automatic weld surfacing with oscillation the add:.t::.on or
deletion of a dwell period in the oscillation.

In automatic weld surfacing a change from a simple hazmon:.c to a
constant velocity oscillating motion or vice versa.

In plasma-arc process a change in the type or model of weld:mg
equipment.

In plasma arc weld surfac:.ng a change of 10 percent or more in the
diameter of the constricting orifice in the torch.

In automatic or machine plasma arc weld surfacing, a change of -
more than + 15 percent in the travel speed range recorded in the
procedure qual:.f:.cat:.on record.

In automatic or machine weld surfacing a change of more than +20
percent in oscillation displacement recorded in the procedure
gqualification record. A procedure qualified using a minimum
oscillation displacement and a procedure qualified using a maximum
oscillation displacement, with all other essential variables
remaining the same, shall qualify for all weld bead oscillations
in between.

In automatic or machine weld surfac:.ng with oscillation, a change

in dwell time from that used for qual:l.fxcat:.on greater than the
following:

(1) +20 percent for cladding.
(2) Any change for hardfacing.

~In automatic or machine weld surfacing with osc:.llat::.on. a change

in the frequency of oscillation greater than plus or minus 20
percent beyond the frequency used for quale;cat;on

In automatic or machine weld surfacing the omission of self-
regulating arc length or voltage control if the procedure was
qualified with such control. In this regard, a constant potential

power supply :.s cons:.dered to be .a self-regulating voltage con-
trol. -

4.7.5  Electrical characteristics.

{(a)

(b)

{c)

(d)

{e)

Except for a shielded metal-arc process, a change in the welding
current from alternat:.ng current (ac) to direct current (de) or
vice versa or a change in polarity.

For base metals having toughness requirements, an ircrease in the

heat input over that qualified. The heat input shall be measured
by the following formula:

Heat input (joules/inch) = voltage x amperage x 60
- - travel rate (inches/minute)

Fabrication document requirements for heat input shall not be
exceeded in any case for production welding.
For qualzfzcat:.on of socket and fillet type seal weld procedures

- in pipe with nominal wall thickness less than 3/16 inch, a change

in welding current greater than 15 percent from that used to
qualify the procedure for a specific pipe wall thickmess. .
In plasma arc weld surfacing a change of more than 10 percent in
the welding current or voltage recorded :.n the procedure quale:.-
cation record. ]
In plasma arc weld surfac;ng a change of more than 10 percent in
the filler wire wattage recorded in the procedure qualification
record. Wattage refers to resistance heated filler wire and is a
function of current voltage and wire stickout dimension.
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For S-10H base materials, an increase or decrease in weld metal
cooling rate over that originally used during qualification.
(Note: in order to accommodate this requirement, the welding
procedure shall be qualified with two test plates; one with the
maximum plate thickness, the minimum heat input and the minimum
preheat/interpass temperature and the other with the minimum
thickness, the maximum heat input and the maximum pre-
heat/interpass temperature to be used during production welding.
Specific cooling rate values are not required to be determined.
For S-10H base materials welded to other than S-10H base materials
with other than A-SA or A-98 weld metal, the welding procedure
need not be qualified at the lowest cooling rate {(minimum plate
thickness, maximum heat input, and maximum preheat/interpass
temperature) if cooled at a rate higher. than the lowest rate at
which an S-10H to S-10K weld was qualified.

4.7.6 Position. A change to-'a position other than ome already qualified as
_specified in 4.2.8. Also a chan

vertical down,

' ge in weld progression from vertical. up to
or vice versa,

for any base material having toughness requirements
(except root pass welds which

are completely removed by backgouging) .

4.7.7 Shielding gas_(torch, purge gas and powder feed gas).

(a) A change from a mixture of gases to another mixture of gases or Lo
a single gas.

{b) A change from a single gas to another gas or mixture of gases.

{(e) For the plasma arc process either, (1) a change in the orifice gas
composition, or (2) a change of more than S.percent in the flow
rate of orifice gas, or (3) a change of more than 5 percent in

" flow rate of powder metal feed gas.

(d) A change in the nominal percentage of any non-inert gas in a gas
mixture. :

(e) When using a mixed inert gas, a change of plus or minus 25 percent
or.5 cubic feet per hour (whichever is larger) in the flow rate of
.the minor constituents of the gas mixture.

{f)' A decrease of more than 10 percent or 5 cubic feet per hour
(whichever is larger) in the rate of gas flow below that used
during qualification for shielding gases only.

() The addition or deletion of a shielding gas.

(h) Elimination of purge gas except that purge gas may be deleted as
follows (for S-51, S-52, and S-53 materials, see 4.7.7 (1) below) :
(1) Welds rewelded from the reverse side.

(2) Partial penetration and fillet welds and groove welds made
with backing strips or rings. '

{3) sSocket welds unless gqualification was performed with socket
weld joints and purging was employed.

{i)  For plasma arc keyhole welding a change in the nominal composition
of the backing (that is, purge) gas or gas. mixture.

(3) See note 8 of table II.

(k)

(1)

For S-51, S-52, and S-53 materials, a change from welding in a
chamber to welding outside of a chamber. .
For S-51, S-52, and S-53 materials welded outside of a chamber,
the omission of a trailing shield or backing (purge) gas.

4.7.8 Heat treatment.

(a).

(b)

(c)
(d)

A decrease in preheat or interpass temperature below the minimum
temperature specified by the applicable fabrication document. .
An increase in preheat or interpass temperature above the maximum
temperature specified by the applicable fabrication document
except for S-1 materials.

The addition or omission of post-weld stress-relief heat treat-
ment, except for S-1 materials (unless required by (e) below).

A change in post-weld heat treatment outside the temperature range

specified in the applicable fabrication document for the materials
involved. T
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(e)

(£)

4.7.9 Procedure changes re
with A-45 materials. .The following
of procedures for clad

4.7.9.1
(a)
{(b)
(c)
(d)
(e)
(£)

{g)

Note: Fabrication document heat i

4.7.9.2

©4.7.9.3
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For base metals and weld metals having impact requirements, a ‘
change in the post-weld heat treatment temperature and time range
from that recorded in the procedure qualification record. The

Procedure. qualification test shall be subjected to heat treatment

essentially equivalent to that encountered during fabrication of
the weldments, inc’:ding at lzast 80 percent of the aggregats
times at temperaturs. A change in temperature that is within the
range specified by the fabrication document does not require
requalification.

For S-44 materials, the addition or omission of a post-weld solu-

tion amneal. Also, an increase of more than 25 percent in the

total stress relief holding time beyond that used for qualifica-
tion. .

iring level 1 requalification for claddin

changes alsoc require Level I requalification
ding for corrosion resistance using A-45 filler materials.

For all welding processes:

An increase in the maximum interpass temperat\ire over that used
for qualification.

An ‘increase of 25 percent or more in total time at. post-weld heat
treating temperature. a

A reduction in the number of layers used for qualification. (See
figure 4a, note 1).

A decrease in thickness of production weld cladding below the
minimum thickness used for qualification .as shown in figure 4a.
For base material thickness less than 1 inch, a decrease in
nominal base material thickness below that used for- qualification.
For manual welding, a change from a stringer bead type of deposi-
tion to weaving in excess of 3 times the core diameter of the
electrode, and vice veérsa. For semiautomatic welding, a change o.
more than 30 percent in bead width from that used for qualifica-
tion. ' : . . )

An increase in heat input of more than 10 percent or an increase
in volume of weld metal deposited per unit length of weld of more
than 10 percent over that used for cqualification. The increase
may be measured by either of the following:

(1} Heat input ({J/in.)

= voltage x amperage x €0 -
travel speed {(in./min.)

(2) Volume of weld metal = an increase in bead size or a
decrease in length of weld bead per unit length of
electrode.’ :

: nput requirements shall not be
exceeded in any case. .

For shieidéd metal arc welding: .-

(a) A change in the nominal electrode diameter used for the first
layer of deposit.

(b) An increase of more than 10 percent in the amperage used in
~application for the first .layer. -

For gas metal arc welding and gas tungsten arc welding:

{a) The addition or omission of supplementary filler metal to the

welding are.

For automatic or mechanized welding, the addition or elimina-
tion' of oscillation; a change of more than +20 percent in th-
oscillation displacement used for qualification. However, s
procedure qualified using a minimum oscillation displacement

(b)
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and a procedure qualified using a maximum oscillation dis-
placement, with all other essential variables remaining the
same, shall qualify for all weld bead oscillations in between.
(c) A change in the nominal cross-section of the electrode or
supplementary filler metal of more than 10 percent.
(d) For gas tungsten arc welding, a change of more than 15 percent
in the filler wire wattage used for qualificatiocn. Wattage

refers to resistance heated filler wire and is a function of |
current multiplied by voltage for a given wire stickout dimen-
sion. '

4.7.10 Repair welds of S-10H base~matérials.

4.8

. Procedure_ changes requiring level IY requalification.
gqualification test assembly as specified in 4.2.7

(a) For S-10H base materials, repair welds which do not completely
remove the initial welds and the associated base metal heat
affected zones shall require qualification to the maximum
extent and for the maximum number of weld repair cycles to be
used on the production application. (Note: in order to
accommodate this requirement, the repair welding technique
shall be qualified in the manner of the thin plate described
in paragraph 4.7.5(f) except that after initial welding, the
qualification assembly shall be cut and re-prepared with one
bevel edge as close as practical to the original bevel and the
other bevel edge with approximately 3/16 inch weld deposit -
remaining. The test plates shall be rewelded for the maximum
number of cycles of repair to be allowed during construction.)

One additional

.3 shall be welded whenever the:
following changes are made to a procedure qualifi

(a)

{b)

()

(d)
(e)
(£)

(g)

th)

(1)

(3)

(k)

eq.under level I:

An increase in bare electrode, rod or wire diameter, of more than
0.015 inch for gas metal-arc or more than 1/32 inch for gas tung-
Sten-arc and plasma-arc than that previously qualified.

An increase in covered electrode diameter of over 1/32 inch for
horizontal, vertical, and overhead welding and an increase in
diameter of over 1/16 inch for flat position welding or horizontal
fillets.

In automatic/machine or semi-automatic welding, a decrease of more
than 20 percent .in the included. angle of the welding groove beyond
that qualified.

A change in particle size of flux used in automatic, machine or
semi-automatic submerged-arc welding.

In tube-to-tube sheet welds, a decrease in the number of weld
passes. '

In oxy-fuel gas welding, a change in the type of fuel gas em-
Ployed. '

A change of more than plus or minus 25 percent 'in the welding
current or voltage from the range qualified for automatic, wmachine
or semi-automatic welding. '

For materials not having toughness requirements (see 4.7.6) a
change in weld progression from vertical-up to vertical-down or
vice versa (except for root pass welds which are completely
removed by backgouging).. .

In automatic or machine plasma arc welding a change of more than
15 percent in the travel speed range recorded in the procedure
qualification record.

For automatic welding with oscillation a change in the amplitude,
dwell or frequency of oscillation greater than plus minus 20
percent from that used for qualification. Requalification is not
required for oscillation parameter changes when oscillation ampli-
tude remains less than the nominal electrode diameter.

In automatic or machine welding or weld surfacing by circumferent-
ial deposition, a change in the torch offset greater than a dis-
tance which moves the torch plus or minus 5 degrees of the circum-
ference beyond the offset used during qualification.
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In automatxc or machine welding, the omission of self-regulating
arc length or voltage control if the procedure was qualified with
such control.:

For the plasma-arc process, termination of a weld made with ths
keyhole technlque after overlapping a completed part of the we.d,

-as occurs in circumferential welds or in repair welding.

For internal tube-to-neader welding a change of more than plus or
minus 10 percent in the actual amperage recorded during qualiz.-
cation.

For the autowatlc or mechanized gas tungsten arc or plasma arc
pProcess, a change in filler metal feed rate of more than +10
percent for powder metal and elec:rlcally hot wire or +20 percent
for cold wire from the feed rate used for qualification, except -
for changes requiring Level I requal;f;catzon for weld surfacing

see-4.7.2(h).

For welding S-44 or claddxng for corrosion resistance with A- 45,

the following changes shall also apply:

(1) In automatic or mechanized welding emploYing pulsed current, a
change in equipment type which results in a change in nominal

waveform (e.g., a change from a square wave to a triangular

wave) or a change in the pulse frequency greater than +25

percent or 2 Hz, whichever is greater, or a change in pulse

duty cycle (pulse duration as a percent of total cycle time)

greater than +10 percent.

In automatic or mechanized welding, a change in the tilt or

lead angles greater than +5 degrees beyond the angles used for

qualification.

For clad welding, a decrease of more than 100°F from the pre-

heat temperature used for qualification.

For S-51, S-52, and S-53 materials a change in the materlal used

{other than austenitic stainless steels, copper alloys, or alumi-

num alloys) for the trailing shield.

()

(3)
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5. WELDING PERFORMANCE QUALIFICATION

5.1 Scope. This seciion provides the requirements for qualification

testing of welders and welding cperators. Also included are the requirements for
qualification records with su

ggested record format and forms for data accumula-
tion and reporting. ' '

5.2 General requirements.

. .5.2.1 Responsibility. When this document is specified by the applicable
fabrication document, each activity shall establish that each welder and welding
operator to be employed for welding has been qualified by demonstrating his
ability to produce welds which meet the requirements: of this section. Welder or
operator qualification is not required for operators of stud welding and spot -
welding equipment. ' :

. 5.2.1.1 Waiver of gualification tests. Qualification tests of welders

_ working on assemblies, the possible failure of which is remote and would not
result in danger to the ship plant or structure such as identification pPlates,
galley equipment, furniture, fixtures, miscellaneous outfitting, may be omitted
provideg this omission is permitted by the applicable fabrication document or is
approved. :

5.2.2 Prerequisite. As a prerequisite to performance qualification, each
activity shall have qualifi

ed procedures in accordance with section 4 for all
applications for which performance qualification is intended. Although it is
essential that the welder be cognizant of the contents of the qualified
procedures,. this requirement shall not be interpreted to mean that the perfor-
mance qualification must be accomplished in accordance with any qualified

" procedure. Performance qualification shall be accomplished as specified in this
section. Where multiple performance

qualifications are attained as specified in
5.2.5, the welder shall be familiar with the content of each involved procedure.
If subsequent procedure qualification data approvals are obtained for procedures
for which the multiple performance qualification of 5.2.5 would apply, the ’
qualified welder shall be familiarized with the contents of each new procedure.
5.2.3 Method of establishin

g qualification. Method of establishing
qualification is as follows: . - :

{a) Each welder and welding cperator shall know the workmanship and

visual inspection requirements of all fabrication documents to
which the welder will be working. To assure this knowledge, each
welder and welding operator shall be trained and tested in accor-
dance with a program meeting the requirements of 5.2.3.1. :

(b) Ensuring that each welder and welding operator has satisfactorily

welded the applicable performance qualification test assemblies. .
(¢} 1Inspecting each qualification test assembl

Y in accordance with the
requirements of this.section. : ‘
Bvaluating the results of either the destructive or nondestructive
tests or both in accordance with the applicable standards unless
othervise specified in this document.
Maintaining current records of the extent of each welder and
welding operator qualification (see 5.5.1). ' ‘

(d).

(e)’

5.2.3.1 Training shall be administered in accordance with a program

approved by one of the activity’'s MIL-STD-271 cerrified level 1II nondestructive
test examiners or other NAVSER-approved individual. This program shall include:

‘{a) A written procedure covering all aspects of training, and associ-
‘ated responsibility. A copy of the procedure shall be provided to
the authorized representative for approval.
Training in workmanship and detailed visual inspection require-
ments of all fabrication documents to which welding is performed.
Examinations covering detail workmanship and visual inspection

requirements to be passed by each person with a grade of no less
than 75 percent. .

(b)
(c)
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(d) Approval of items a, b and c by the 1eve1 III examlner or other

. NAVSEA approved individual.
Maintenance of examination records. for each welder: or weldlng
operator which shall include: name, fabrzcac;on/acceptance stan-
dards ccvz2red, date of test, and certifying signature of test
administrztor. '
Re-testing of each welder or welding operator every 3 years.
Auditing of the entire program by the level III examiner or other
NAVSER approved individual to ensure adequacy.. Audits shall be
conducted at least once in every 2 years and, where applicable,

the audit shall be extended to specxf;cally address titanium
welders.

(e)

(£)
(g)

5.2.4 Alternative gggllflcatlon methods As an’ alternatlve to 5.2.3(b),

qualification requirements for welders or welding operators shall be. sat;sf;ed as
follows:

(a) 'Welding a production weld which is rad;ographlcally or ultrasoni-
' cally inspected and found satisfactory. Permission to use this
method of establishing performance qualification must be obtained
for each welder and welding operator from the authorized represen-
tative pr;or to start of the individual’'s production work.. This
method is not applicable to S-51, S-52, and S-53 materials.
Welding sa:;sfactory procedure qualzf;cat;on test assemblies
subject 'to the limitations of performance qualifications. in
section 5.

.Qualifying in accordance with the requlrements of other U.S.
Government agencies, ABS or ASME within the limits imposed by
this document, provided ev;dence of qual1f1catzon is verified and

(b)
{3

approved.

$.2.5. Qggllflcatlon limits bv bagse material, filler material and process.
‘Multiple performance qualification may be attained by qualifying as outlined in
table VIII. When radxography is used for evaluation, S-1 material may be used
except as otherw;se noted in table VIII. When bend tests are used for evalua- :
tion, the base material shall be compatible to the filler material with. regard to
weldability and shall be of comparable strength Utilization of commercially

equivalent filler macerxal (see 5.6. 2(a)) is perm;tCed for performance qualifica-
tion tests.

5.2.6 anle;catlon 11m1cs by position and joint type. The positions and
joint types for which a test assembly qualifies are as shown in table IX.
$.2.7

Regg1rements for sggc:al welds. For special welds, the proposed

performance qualification program shall be Included with the procedure qualifica-
tion data submitted for approval.

S.2.8 Repair to cest assemblies. Test'assemblxes} other than -those for
automatic and machine ueld;ng, ‘may be repair welded under the followxng cond;-
tions. . .

(a) No cracks. other than crater'cracks,_may'be repair welded
(b)

Only one cycle of repair welding is permitted and the repair shall
be recorded on the permanent test records. .

All test results, including a description of the nondestructive
test results which failed to meet the requirements, shall be
recorded on the permanent test record. Qualification test assem-
blies for automat;c and machine weld;ng shall noc be repair

(c)

welded.

5.2.9 Retests., If a performance qual;fzcat;on test assembly fazls to meet
the applicable requirements, retests may be allowed under the following condi-
tions: . o

{(a) One retest may be made without—further training for each test

assembly that failed.
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(b) Subsequent retests may be made for each test assembly that failed
to meet the requirements if the welder or welding operator has
had at least 4 hours of training or practice designed to correct
the reasons for previous failures. :

5.2.10 Transferral of qualification.  Transfer of performance qualification
from one activity to another is not permitted without specific approval ‘by the
authorized representative. ' : . .

5.2.11 Maintenance of qualifi cat’:ion'. 'Each activity shall establish that an
active -qualification status is maintained f

or each qualified welder or welding
operator. This requirement pertains only to process qualification without regard

to the initial qualification limitations of $.2.5 and 5.2.6. -Evidence of mainte-
_nance of gualification, consisting of at least one verification of procesy uze
(that is, fabricator certification of use of "manual metal arc", "gas metal arc,*
and so forth) during each three-month period or calendar quarter, shall. be
maintained. In addition, for titanium welders and welding operators, verifica-

tion of process used on titanium base. metal during each 6-month or two consecu-
tive calendar quarters shall alsoc be maintained.

5.2.11.1 Renewal of qualification. Renewal of qualification due to 3-month
or calendar guarter lapse, as noted in 5.2.11, shall be made for the welding
process (for which qualification has lapsed) by making only one test joint (plate
or pipe) with all the essential elements used on any one of the welder’s or
welding operator’s previous qualification test joints. The joints shall be
inspected in accordance with table XI. For renewal of qualification for titani-

. um, the welder or welding operator shall make the test joint on titanium base
metal and shall also conform to the co

lor criteria as defined 'in 4.5.1.1. These
renewal requirements will re-establish the welder’s or welding operator's
qualification for all conditions for which he had previously qualified with the
welding process employed. Renewal of qualifications under all other conditions
shall be in accordance with initial qualifications required by this document
except where lesser requirements are approved by the authorized representative.

$.2.11.1.1 EBach welder and welding oﬁerat:oi shall be re-tested every 3
Years in accordance with 5.2.3(a). :

5.2.11.2 1loss of gualification. Requalification is required when the
authorized representative has specific reason to question the ability of the

welder or welding operator to make welds that meet the requirements of the
applicable fabrication document.

5.2.12 Vision test requirements. Each welder and welding operator {except -
for tack, fillet, spot and stud welders) shall be required to pass an annual
vision test. Vision tests shall be conducted using standard test methods for
determining visual acuity. In addition, vision tests for welders and welding
cperators for S$-51, §-52, and S-53 materials shall include a color perception
test on workmanship samples displaying the colors and shades expected in titanium
welds. As a minimum, these colors and shades shall include silver, straw, light
blue, dark blue, purple, and gray. The standard of acceptance for vision tests
shall be natural or corrected near distance acuity such that the individual can -
read J1 letters on the standard Jaeger-type chart for near vision. Other equiva-
lent visual tests such as the Snellen chart may be substituted for the Jaeger
chart. When corrective aids are used for the vision test, equivalent aids shall

be employed in production work. Welders and welding operators who do not pass the
color perception part of the vision test shall not be permitted to weld on S-51,
S-52, and S-53 materials. } ’
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5.3 Performance qualification test requirements.

5.3.1 Manual, seﬁi-automatic, automatic, and machine welding.

5.3.1.1 Base material form, size, and thickness. Qualzf1catlon tests

performed on a given base material form and thickmess shall qualify as shown in
table X with limitations as indicc; »d. Test assemblies employing butt joint
designs specified in MIL-STD-22 may be used in lieu of those on figures 14, 15
and 22 provided the thickness requirements of table X are met. Test assemb11es
which.simulate production assemblies may be used in lieu of those specified in
table X in which case the qualification will be limited to the base material form
and joint design employed with qualified thickness as follows: for butt welds T
or 0.058 inch, whichever is less, to 2T (where T is equal to the nominal thick-

" ness of the test assembly); for fillet and socket type welds see 5.3.3 and 5.3.5,
respectively. Test assembly evaluation shall be as specxfzed in S.4.

'~ 5.3.1.2  Requirements for repair weldxng of castings. The performance

qualification test assemblies for repair welding of castings shall meet. the
‘requirements spec;fzed in 5.3.1.1.

Either cast or wrought base material may be
used. - -
5.3.1.3 Automatic and machine welding. Welding operators shall qualify

using equipment possessing control features similar to those of the equipment
which will be used to make the production welds and shall be required to set the
equipment with regard to adjustments and settings which affect the welding
characteristics and weld-bead placement. Welders qualified to a multiple
position semi-automatic process shall be qualified to machine/automatic weld

multiple positions by performing a single pos;txoo performance test using the
machine/automatic process equipment.

5.3.2 Fuel gas welding.

'5.3.2:1 -Base material form, size, and thickness. Pertormance qudl;flcatxon
tests performed on a given base material form and thickness shall qualify as

shown in figures 12 and 13 as applicable. OQualification position limitations
shall be as specified in table IX. Test assembly shall be tested and evaluated.
as specified in 5.4. : .

5.3.3 Tack and fillet welder.

5.3.3.1 Base material form and size.

the requirements of table X, test no. 8. The positions for which a test assembly

weeldedd in A given ponition qualify are shown in table IX. Test angembly shall be
tested and evaluated as specxt;ed in S.4. '

Qualification tests shall conform to

$.3.3.2 Extent of ggale;ca§1on. Tack and f;llet welders shall be
qualified as required by table VIII.

S$.3.4 WVeld surfacing ghardfacxng and corr051on-resxst1ng! Qualification.

for weld surfacing shall be cbtained as permitted by table IX or alternately by
table X, test nmo. 9. Test no. 9 assembly shall be tested and evaluated by
visual, dye penetrant and macroetch examination as specified in 5.4.

5.3.5 Seal, socket and_ tube- to-tuhesheet welds. ‘

5.3.5.1 Seal welds, (1nclud1ng fillet seal welds in piping with nominal
wall thickness less than 3/16 inch but not including other fillet seal welds or
edge seal welds), socket welds in piping with nominal wall thicknesses less than
3/16 inch, and tube-to-tubesheet welds shall require welding, inspecting and

evaluating mock-ups of the production weld in accordance w;th 4.4.7 except as
follows:

(a)
{(b)

Qualified positions, materials and thicknesses shall be in accor-
dance with section 5.

Tube-to-tybesheetr test assemblies shall consisat ot a minimum of
Six joints.

(c) The requlrement" of 4.4.7.3 do not apply
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(d) For the socket weld test, the smallest pipe size to be welded in
‘production shall be used, except that 1/2 NPS schedule 10. shall
qualify all sizes and thicknesses of 0.058 inch and greater. This
test shall be designated as number 3§. .

5.3.5.2 Qualification of the following welds shall require completion of a
mock-up weld per 5.3.5.1 or the weld test indicated below in accordance with
section 5:

(a) For socket welds-with-ﬁall thickness 3

/16 inch or greater - pipe
butt weld test.

For fillet type seal welds in pipe with thickness 3/16 inch or

greater - pipe butt or socket weld test. :

(¢) For other fillet type seal welds (i.e., not in pipe) and ‘edge seal

. -welds - butt weld test on plate or pipe per table IX or socket
weld test. ) .

{b)

- 5.3.6 Intermal tube-to-header welding of boiler components. Welders shall
be qualified on a test assembly consisting of four joints which are welded in the
sequence of 4.4.9. Joint design shall similate the production joint except as
specified by 4.4.9.1(b). 5-1 material may be used. The requirements of this

paragraph apply only to manual welding. Qualification shall otherwise be in
accordance with 4.4.9.

C The requirements of this paragraph do not negate any
additional requirements as may be imposed by specific component fabrication or
repair documents. . : ‘ ’

5.3.6.1 Welding shall be perfo:ﬁed under the space restrictions depicted by

figure 25. The entire space restriction assembly shall be held at 400 degrees
Fahrenheit (°F) minimum for the entire test.

The welder shall perform all
grinding and any repair weld preparation in the heated assembly. After comple-
tion of all welding and grinding of all joints, the test assembly shall be
removed and cooled as required for root and final weld NDT inspection.

. 5.3.6.2 The root pass and finished welds of the test assembly shall be
nondestructively tested in accordance with 4.4.9.1(e), (f) and (i). Undercut of
1/32 inch maximum is permissible along the plate weld toes.

5.3.6.3

After successful nondestructive testing, all four welds shall be
macrosectioned and examined in accordance with 4.4.9.1(g) and (i).

5.3.6.4 Qualification position shall be in accordancde with table IX.

5.3.6.5 Failure of either the root pass or final weld by any inspection or
test on any -joint shall constitute failure of the qualification test. Repair of

the test assembly as a result of a root pass defect shall preclude. further repair
(see 5.2.8(b)) .

‘5.4 Test and evaluation of alification test agsemblies. This section -

provides for evaluation of test assemblies required for qualification. The tests
required for each assembly are as specified in table XI. ' For suggested removal
of destructive test specimens (when used), see figures 12 through 17.

5.4.1 Nondestructive inspection.

5.4.1.1 Visual examination. Visual examination shall be performed for weld
surface geometry and weld surface soundness. For titanium and titanium alloy
welds, refer to 4.5.1.1 except that the rejection of the qualification tests for
multiple occurrences of straw color is not applicable. However, if the straw
color occurs more than once, the cause shall be determined and corrected.

5.4.1.2 Nondestructive test Eérformance;' ﬁondestructive testing shall be
performed in accordance with MIL-STD-271.

Except as permitted by 5.4.1.3, test
. assembly welds shall be 100 percent inspected.

5.4.1.3 Accegiance standards. Acceptance standards for magnetic-particle,
liquid penetrant, and visual examination shall be based on the requirement; of_
MIL-STD-2035, class 1. For acceptable visual appearance of titanium and titanium
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.alloy welds refer to 4.5.1.1. ~ Acceptance standards for radiography shall be
based on the requirements of class I of MIL-STD-2035. Acceptance standards for
ultrasonic testing shall be class I of MIL-STD-2035. For plate assemblies, 1
inch of weld at each end of the test assembly need not be evaluat:d.

Destructive tests Requxted specimen preparation, dimensions, and
mechanxcal testing shali be in accordance with AWS B4.0.

5.4.2.1 Gulded-bend tests.
4.5.2.3.1.

Acceptance standards shall be specified in

5.4.2.2 Break test. The tack and fillet welder qualification test specimen
shall be flattened in accordance with figure 16 such that the root of the weld is
in tension. The load shall be steadily increased until the specimen fractures.
The fractured surfaces shall be examined without magnification. Evidence of
cracks, incomplete root fusion in excess of 10 percent of the weld length,
wormholes or porosity in excess of three pores over 1/16 inch diameter in any

1 inch of fillet weld, or an accumulation of more than 10 pores in 8 inches of
the test plate shall be cause for rejection.

$.4.2.3 Macro-etch specimen. Specimens shall be extracted transversely to

the weld, prepared, ‘and etched to show weld cross-section and examined at a
minimum of S5X magnxf1cat1on Acceptance standards shall be as specified in
4.5.2.6. . . .

5.5 Data accumulation and records. This section provides requirements for

performance qualification data accumulation and maintenance of records. A sample
is provided for guzdance (see figure 18). - .

5.5.3  Records. The welder qualificalLion test record shall include at leas
the following ;nto:matxon.'

(a) Welder or welding operator identification: (name, clock number or
social security number).
{b) Date of test.

(c) OQualification test number, process, position, base material type,
and filler wmetal type and size.

'(d) Results of qualexcat;on test.

- (e) Recoxrd of omission of space restriction when not used in p1pe
tests.

(f) Certifying signature by fabricator.

5.5.1.1 The examination specified in 5.2:3(a) shall also be maintained as
part of the welder qualelcatxon reccrd. .

5.5.2 Radiographs, test assemblles, and metallographic SECthﬂS required
for weld;ng personnel qualifications need not be retained.

5.5.3 Detailed records of maintenance of personnel qualification (see
5.2.11) need only be retained for the current and preceding calendar quarter

S.6 Changes regglrlng regga11f1cat1on of welder or welding operator

Requalzfzcatlon of welder or welding cperator is requ;red for the changes speci-
fied in 5.6.1 Lhrough 5.6.7.

S$.6.1 Base material. A change from one base mater;al thickness to a
thxckness outside the lzm;:s spec;f;ed in table X and figures 12 and 13.

$.6.2 Filler material.

{a) ‘A change from a filler material listed under one A-number in

table II to a filler material listed under another A-number,

" except as permitted by table VIII. . Filler materials conforming to
AWS, ASTM, ASME, and so forth, classifications, and for which
there is a qualified procedure (see 5.2.5), may be grouped with
the appropriate A-number of table II, and the extent of welder
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performance crossqualification by A-numbers shall be as permitted
by table VIII. '

For internal tube to header weld joints, a change in electrode
coating classification,. that is, MIL-XX15 to MIL-XX16 or
MIL-XX18, and so forth, and vice versa. :

For internal tube to header weld joints, an increase in electrode
diameter of 1/32 inch or more than that qualified for any weld
pass. :

A change in the form of filler metal from solid to fabricated

wire, flux cored wire, powdered metal or vice versa.
For MIL-120 and MIL-140 series filler materials, see table II,
footnote 13. . '

5.6.3 Process.

(a)

(b)
(c)

(d)

.(e)

For gas metal-arc, a change from one mode to any other mode e.g.,
spray, short circuiting, or pulsed, except as follows: a pulse
arc groove weld in any position qualifies flat groove welds and
flat and horizontal fillet welds made with spray-arc.

For gas tungsten-arc, a change to or from the pulsed arc mode.
For plasma-arc, a change from transferred arc mode to
non-transferred arc mode and vice versa.

For plasma-arc, a change from welding to weld surfacing and vice
versga. .

A change from one welding process to any other welding procecss (as
defined in the master chart of welding and allied processes - AWS
A3.0).

5.6.4 Position. Except as permitted for 5G positioh pipe welding by
table IX, note 10, a ¢

fied (see table IX) o
or vice versa.

hange to a welding position other than one already quali-
r a change in progression from vertical up to vertical down

5.6.5 Joint design. .

(a)

In full penetration butt joints welded from one side, the omission
of a backing ring or backing strip.

(b} In full penetration butt joints welded from one side, the omission
or addition of a preplaced filler metal insert (for the welder or
welding -operator who makes the root pass or root pass plus an
additional layer) except as permitted by table X.

“{c) In internal tube-to-header joints for boiler components:

(1) A 1/32 inch or more decrease in root opening from that quali-
fied. Root opening is one-half the difference between nominal
tube od and nominal counterbore size.

(2) A decrease in included angle of 5 degrees or more from that

" qualified (any beveling of the header side of the counterbore
shall also be considered as part of the weld joint included .
angle). However, requalification is not required for joints

.with angular decreases of up to 10 degrees provided the root
opening is at least 1/16 inch greater than that qualified.

(3) For tube end lands 1/16 inch and less, a decrease in tube end
land below that qualified. ' :

{4) An increase in counterbore depth of 1/16 inch or greater
beyond that qualified, except that qualification performed on
3/16 inch deep counterbores shall qualify up to and including
1/4 inch deep counterbores.

{d) 1In full penetration butt joints, the use of a plasma-arc keyhole
technique for fusing the root pass.

5.6.6 Accessibility. For pipe welders when there is a change from a

condition of no restriction on joint accessibility to a condition of restricted
(12 inches and under) accessibility and the existing qualification was made under

no restriction (over 12 inches).

Refer to figure 21 for layout and construction

of restricted accessibility qualification test assembly positions.
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5.6.7 ‘ghielding gas.

fa)
(b)
(e)
(@)

e)

(£)

For gas shielded-arc welding, a change from argon, helium, or
mixtures thereof to mixtures containing more than 5-percent oxygen
or more than 25-percen: carbon-dioxide or to straight
carbon:~dioxide and vic: werse.

For plasma-arc welding., when using the keyhole technigque, a change
in orifice gas from argon to mixtures of argon and helium, or the
addition of hydrogen to the orifice gas or gas mixture and vice
versa. . .

For flux cored arc welding, the deletion of a shielding qas.

For torch shielding gas for S-51, S-52, and S-53 materials, a

"change from a single gas to any other gas or a change from

single gas to a gas mixture and vice versa. )
For S-51, S-52, and S-53 materials, a change from welding in a
chanber to welding outside of a chamber. _
For trailing or backing shielding gas used for S-51, S-52, and S-
53 materials when welding outside of a chamber, a change from a
single gas to any other gas or a change from a single gas to a gas
mixture and vice versa, or the omission of the shielding gas.

5.6.8 Fabrication documents requirements. Welding tc the requirements of a
fabrication document shall require training and testing on the requirements of
that document in accordance with.5.2.3(a). e :
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6. BRAZING
6.1 Scope.  This section contains the requirements necessary to qualify

brazing procedures, brazers and brazing operators for applications other than

piping and pressure vessels. The requirements .for piping and pressure vessel
applicaticns are contained in NAVSEA 0900-LP-001-7000.

6.2 General requirements. The purpose of these qualification requirements
is to ensure that qualified proce :

dures are used with adequate equipment by
properly.trained personnel. Each activity performing work within the scope of
this document shall direct

and supervise the necessary qualification tests. Upon
completion of all qualification tests, each activity shall certify that the tests

and test results meet all the requirements of this document and shall maintain
records of the gualification tests, as specified in 6.3.4 and 6.4.10. Approval
of the required qualification test data shall be obtained from NAVSEA or its
authorized representative as specified in.this section. Brazing procedures,
brazers, and brazing cperators qualified to NAVSEA 0900-LP-001-7000 are consid-
.ered qualified to this document within the

process, material (base and filler),
thickness, joint design and position limitations of NAVSER 0900-LP-001-7000.

6.2.1 Specifications covering brazing filler metals require the following
caution label, as a minimum, to be

prominently displayed in legible type .on all
individually packaged units. '

CAUTION

Welding, including brazing, may produce fumes and gases

hazardous to health. Avoid breathing these fumes and gases.
Use adequate ventilation.

All prazing‘procedures and instructions to brazers and brazing operators should
carry this or a similar statement and appropriate safety measures should_be taken
to ensure that brazing is performed under optimum conditions of ventilation.

6.3 Brazing procedure qualification.

6.3.1 Responsibility. Before any brazing is performed, each activity shall
accomplish the following:

(a) Prepare a written brazing procedure including essential

elements as specified in 6.3.8.1. : :

(b) Qualify the proposed brazing procedure by brazing test assem-
blies and performing nondestructive and destructive tests in
accordance with the requirements of this section. Except as
noted herein, procedure qualification tests are not required for
oxy-fuel manual torch brazing with base materials, brazing alloys
and flux combinations specified by table XII. Qualification
tests shall be performed for manual torch brazing procedures that
specify materials not classified in table XII and for all other
brazing processes including those listed in 6.3.1(c) which

specifies heating. sources other than manual-torch.
(c) Other brazing processes:

(1) Mechanical-torch

(2) Furnace.

(3) Induction

(4) Electrical resistance

(5) Dip brazing - salt and flux bath
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6.3.2 Ccertification of gualification testing. After testing, the responsi-
ble official of the activity shall certify that the tests and the test results.
meet all requirements .of this document. In as much as the activity is responsi-
ble for the quality of its work as well as that of its subcontractors, the
activit: shall submit qualification tests and data of its subcontractors only
after c.reful review and verification of. thei-- completeress. Qualification tests
and .dat:. containing deviations from requiremeyx:ts may be submitted if such devia-
tions az.: identified, and the technical justification for each deviation is
provided. When brazing to the requirements of the American Society of Mechanical
Engineers (ASME) code is specified or approved, the specific component or system
specifications or approval letter.shall be identified. Procedure qualification
Previously prepared for other government agerncies, American Bureau of Shipping
(ABS), American Society of Mechanical Engineers (ASME), or other established
regulatory codes may. be used provided qualification testing and approval (by the -
other government agencies or regulatory bodies) occurred prior to the activity's
invitation for bid or request for proposal. It is the intent of this provision

‘that certified qualification data acquired by these agencies be considered

acceptable proof of qualification. Such data shall be submitted for approval as
requgsted in 6.3.3.

6.3.3 Approval and data provision requirements. When qualification testing
is required, the activity shall submit the essential elements of the brazing
procedure and detail qualification test results to NAVSEA or its authorized
representative for approval. Procedures are the activity’s responsibility but
shall be submitted for information. Resubmission of procedures for changes

which do not involve requalification is not required. Brazing procedure submit-
tal does not mitigate the performing activity's responsibility for conformance
with the requirements of this document.

6.3.3.1 Reguirements. Theifollowing requirements shall apply for brazing
procedure and brazing procedure qualification test report.

() Brazing procedure aqualification tenl _report. The brazing
prLocedure qualitication test report shall be in accordance wiLh
.. 6.3.4. :

{b) Brazing grocedure; The brazing proéedure shall be in accor-
‘dance with 6.3.8. .

6.3.4 zggg_;ggggg.: The procedure qualification test report shall include
the essential elements of the brazing procedure as specified in 6.3.8B ‘and the
results of the destructive and nondestructive tests specified in 6.3.9. :

6.3.5 Maintenance of records. The approved procedure qualification reports
shall be retained by the activity as long as the procedure is applicable. Erf.-h
" qualifying activity shall retain the pertinent qualification test data, destruc-
' tive test specimens and nondestructive test result reports until written approval
of the qualification data is obtained.

6.3.6 Vendor qualification. It shall be the responsibility of each

activity to ensure that its subcontractors comply with the qualification provi-
sions of this document. 3 :

6.3.7 Transferral of brazing gfocedure qualification. Requalification of

previously qualified procedures shall be required for procedures transferred from
one activity to another.. ' ’

6.3.7.1 Transfer of qualified procedures'between sites of an activity 'shal!
be the same as for welding procedures (see 4.2.10.1). '

. 6.3.7.2 Transfer of qualified procedures between Navy shipyards shall be
the same as for welding procedures (see 4.2.10.2) o

, 6.3.7.3 Procedures contained ir .'AVSEA technical manuals. shall be the same
as for welding procedures (see 4.2.10..).
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6.3.8 Written brazing procedure content.

6.3.8.1 Essential elements. The brazing procedure shall include the
following essential elements as applicable:

(a) Base metal (pipe/tubing and fitting).

(1) Type
(2) sSpecification : :
(3) Thickness range qualified

(b) Brazing process (see 6.3.1(c)). T

(c) Brazing alloy - specification and classification (as specified in

’ table X1V). ’ : :

(d) Fluxes where required - specification and type, trade or brand
designation. : . :

(e} Joint design. : :
(f) Torch brazing - type of fuel gas.
(g) Type of flame - that is, neutral,
(h) Furnace (atmosphere), if used.
(i) Position of brazing. .
(3) Induction brazing - frequen
" tric current.
(k)

Pre-cleaning of base metal joint surfaces - method of cleaning
joints (emery, polishing, chemical cleaning, and so forth).
(1) PFixturing. : '

(m) Placement of brazing alloy - method of applying the brazing alloy
(face feeding, insert ring, shims, and so forth). C

Joint fit-up - maximum clearances.

Nondestructive testing requirements -

procedure of fabrication plan).

(p) Applicable thicknesses..

(q) - For procedures involving use of minimum flux technique:
technique and intermal purge requirements (if used).

oxidizing, or reducing.

cy and source of high-'frequency elec-

(n)

(o) (reference to inspection

fluxing

. 6.3.9 Procedure ﬂaiificaticn test reﬂiremenis. The brazin
shall be qua

g procedure
alified where required by 6.3.1(b) as follows: .

6.3.9.1 Qualification test assemblies. Base materials and brazing alloys

- shall be as specified in tables XIII and XIV. The size of each test assembly
shall be sufficient to permit removal of the required test specimens. The method
used in brazing the qualification test assemblies shall be in accordance with
proposed brazing procedure. No repair of test joints is permitted. OQualifica~
tion shall be obtained for the position to be used in production, except qualifi-

cation in either the flat-flow, vertical-up flow or horizontal-flow position
shall also qualif

: Yy the vertical-down flow position. Material thickness limits
are shown in table XV. Butt or scarf joints shall qualify for lap joints and
vice versa. Type and number of tests shall be as specified in table XV.

6.3.9.2 maiification assembly destructive test evaluation.

6.3.9.2.1 Tension test.” Reduced specimens conforming to figure 19 shall be
used for tension tests. The gtress shall be computed by dividing the ultimate
load by the nominal total cross-sectional area of the thinnest member comprising

the joint. The tension specimen shall have as a minimum a tensile strength that
is not less than: .

(a) The specified tensile s;rength of the base material in the an-

nealed condition.. .
The specified tensile strength of the weaker of the two members,
in the annealed condition, if materials of different specified
minimum tensile strengths'are used.

(b)
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(c) * If the specimen breaks in the base metal ocutside of the braze, the

test shall be accepted as meeting the requirements provided the
strength is. not more than 5 percent below the specified tensile
strength of the base material in the annealed con::zion.

6.3.9.2.2 Peel test. The peel test specimen shall conform to figure 20.
The peel specimen shall show evidence of brazing alloy alocng eacn edge. Speci-
mens shall be separated or peeled either by clamping “sec::ion A" and striking the
fulecrum point with a suitable tool or by clamping "“secticu: A" and "section B" in
2 machine suitable for separating the sections under tension. The separated
faying surfaces of joints shall meet the following criteria: : '

(a) The total area of defects. unbrazed areas, flux inclusions, and so -

forth, shall not exceed 30 percent of the total area of any
faying surface. . . : -
(b) . The sum of the lengths of the defects measured on any one line in
© the direction of the lap shall not exceed 25 percent of the lap.

6.3.9.3 Qualification assembly nondestructive test evaluation. Brazements
shall be limited to visual examination without magnification to the following
~acceptance standards: . ] . :

(a) Excess braze metal. Braze filler metal in excess of that required
by (c) is acceptable provided the excess alloy does not interfere

with the function of the completed assembly.

(b) Residual flux. Visual evidence of residual flux is not permitted

on the surface of a completed joint. .

Evidence of brazing alloy on completed joints. Brazed joints

shall be considered acceptable when the total length of exposed

brazing alloy along the length or perimeter of the joint is

to or greater than three-fourths - of the joint length.

€.3.10 - Changes requiring re

Chang q g_requalification of brazing procedures. A revised
brazing procedure shall be

prepared and the procedure requalified when any of the
changes specified in 6.3.10.1 through 6.3.10.7 are made (except where qualifica-

tion is not required as specified. in 6.3.1). Changes other than those specified

in 6.3.20.1 through 6.3.10.7 may be made with

out requalifying the procedure but
must be documented in the revised procedure. '

(c)

‘equal

6.3.10.1 Base material.
' (a)

A change from a base material classified under one P-number in
table XIII to a material classified under another P-number in .
table XIII, or to any other base material not classified in te'e
XIZI. Requalification is not required when the base material
P-numbers have been qualified for brazing in a dissimilar base
material joint. (A similar base material joint is ome in which
both base materials are in the same P-number group.)

(b) A change in base material thickness to a value outside the range
qualified in accordance with table XV. ' '

6.3.10.2 Brazing alloy.. A change from a brazing alloy classified under one
* F-number in table XIV to a brazing alloy classified under another F-number, or to
a brazing alloy not classified in table XIV, except that grade IV may be used in
Tepairing by manual torch or induction brazing joints which were brazed with a .
brazing alloy of a different F-number, without requalification of the procedure.

6€.3.10.3 Brazing process. A change from one brazing process listed in

6.3.1(c) to another process listed in 6.3.1(c) or to a brazing process not listed
exceopt as permitted in 6.3.1{b).

6.3.10.4 Flux. A change in type of flux except as permitted by table XIl.

6.3.10.5 Furnace atmosphere. A change in the furnace atmosphere from one
basic type to another basic type.

42 Original



fabrication ' document,

S$9074-AQ-GIB-010/248
6.3.10.6

Induction brazing.

(a) A change in the source of high-frequency electric current (motor
‘generator, resonance spark gap, vacuum tube oscillator, transform-
er, and so forth). '

(b)

A change in the frequency of greater than plus or minus 50 percent
of the range qualified.

6.3.10.7 Position.

A change in brazing bosicion.

6.4 Brazer and brazing operator performance qualification.

6.4.1 Responsibility. Wwhen this document is specified by the applicable
each activity shall establish that each brazer and brazing
operator to be employed for brazing has been qualified by demonstrating his
ability to produce .sound and satisfactory joints in accordance with this section.

6.4.2 'Prerequisite.

As a prerequisite'to performance qualification, each
activity shall have proce

dures qualified in accordance with this section for all
applications for which perf

ormance qualification is intended. Although it is

essential that the brazer be. cognizant of the contents of the procedure being

used for qualification, this requirement shall not be interpreted to mean that
the performance qualification must be accomplished in accordance with the qualj-
fied procedure.

Performance qualification shall be accomplished as specified in
" this section. ' . ' ' '

6.4.3 Method of establishing gualification. Method of establishing
qualification is as follows: . .

4

(a) Each brazer and brazing operator shall know the workmanship and

visual inspection requirements of all fabrication documents to
which the brazer will be working. To ensure this knowledge, each -
brazer and brazing operator shall be trained and tested in accor-
dance with a program meeting the requirements of 6.4.3.1.
(b) Ensuring that each brazer and brazing operator has satisfactorily
brazed the applicable performance qualification test assemblies.
(c)

Inspecting each qualification test assembly in accordance with the
requirements of this section.

(d}) Evaluating the results of either the destructive or nondestructive
tests or both in accordance with the applicable standards unless
otherwise specified in this document.

ey -

Maintaining current records of the extent of each brazer and
brazing operator qualification (see 6.4.10).

"6.4.3.1 Training shall be administered in accordance with a program
approved by one of the activity’s MIL-STD-271 certified 1

evel III non-destructive
_test examiners. This program shall include: ‘

(a) A written procedure covering all aspects of training and associat-
" ed responsibility. A copy of the procedure shall be provided to
the authorized agent for approval.
{(b) Training in workmanship and detailed visual inspection require-
ments of all fabrication documents to which brazing is performed.
{c) Examinations covering all significant workmanship and visual
) inspection  requirements to be passed by each person with a grade
. of no less than 75 percent.
—.{d).. .Approval of items (a), (b), and (c) by the level III examiner.
(e} Maintenance of examination records for each brazer or brazing
" operator which shall include: mname, fabrication/acceptance stan-
dards covered, date of test, and certifying signature of test
administrator.
(£) Re-testing of each brazer or brazing operator every 3 years.
(g) Auditing of the entire program by the level III examiner to

ensure adequacy. Audits shall be conducted at least once every 2
years. : : ’ o
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€6.4.4 Alternate qualification methods. As an alternative to 6.4.3(b),
qualification r

equirements for brazers or brazing operators shall be satisfied as
follows: - : :

(a) By brazing a production joint which is ult?ﬁ

qualified per:z:mnel and found satizfactory. Permission to use
this method o: establishing performance qu=..ification must be
obtained for e:»n brazer and brazing opera: .r from the-authorized

representative prior to start of the indiv..:ual’'s production
work. . :

sonically inspected by

tb)

By brazing satisfactory procedure qualification test. assemblies.
(c)

By having been qualified by other U.S. government agencies, Ameri-
can Bureau of Shipping, or ASME, within the limits covered by the

qualification tests passed, provided evidence of qualification is
verified and approved. : ’

6.4.5 Transferral of qualification. Transfer of performance qualification
from one activity to another is not permitted without specific. approval of the
authorized representative. ' :

6.4.6 Qualification requirements. Brazer qualification shall consist of
making a joint in the flat flow and vertical-up flow positions (see figure 23) .
with the thickness a minimum of 1/8 inch. Each joint when peeled or ultrasoni-
cally tested shall show bonding on at least 70 percent of the. lapped area.
Qualification with any one base material, any one flux and any one brazing alloy
qualifies for all combinations listed in table XII for a given process.

6.4.6.1 Fabrication documents reggirements. Braziﬁg to the require-
ments of a fabrication document shail require training and testing on the .
requirements of that document in accordance with 6.4.3(a).

6.4.7 Retests. If a performance qualificatién test assembly fails to meet
the applicable requirements, a retest may be. allowed under the following condi-
tions: , . : ' ' .

(a)

One retest may be made.without further training for each test
(b)

annembly that failed.

Subsequent retests may be made for. each test assembly that failed

to meet the requirements provided that brazer or brazing operator

has had at least 4 hours of training or practice designed to
correct the reasons for previous failures.

6.4.8 Maintenance of qualification. Each activity shall establish that an
active qualification status is maintained for each qualified brazer or brazi .~
operator. Evidence consisting of at least one verification of process use (that
is, fabricator certification of use of "manual torch brazing®, or "induction
brazing") at any time during each 3-month or calendar-quarter period, shall be
maintained. The intent of this requirement is to cause verification of each
production brazer‘'s or brazing operator’s use of the gqualified processes.once in
- each calendar-quarter subse

quent to the quarter in which he was qualified and
four times in each subsequent calendar year. oo ' '

6.4.8.1 Renewal of qualification. Renewal of performance qualification is
required (1) wnen a brazer or brazing o

perator has not used the specific brazing.
process in the preceding calendar quarter, or (2) when the authorized

representative has specific reason to question the ‘ability of a brazer or brazing

operator to make brazed joints that meet the specification requirements. Renewa’

of qualification under (1) need be made on only a single test assemply in any

' position. - Where the requirements of 6.4.6 are met, renews. will reestablish the
brazer or krazing operator’'s qualification for the specifi- ;rocess for any -

thickness, position, brazing alloy and base materials for which he was previously

qualified, unless otherwise specified by the authorized representative.

6.4.8.1.1 Each brazer and brazing operator shall be retested ‘every 3 years
in accordance with 6.4.3(a). ’

.
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6.4.9 Requalification requirements.

Requalification of brazeirs and biazing
operators is required for any of the follo

wing changes or conditions.

(a) Bage material. A change to a base material not listed in
: table XIII except as permitted by note 1 thereto.
(b) Brazing alloy. A change to a brazing alloy not listed in table
XIV except as permitted by note 1 thereto..

6.4.10 Tesé records. Qualification test recor
Operator, together with identification data,

ds of each brazer or brazing
These records shall include the following inf

shall be kept by the activity.
ormation: :

(a) Brazer or brazing operator identification (name, clock number or
.social security number). ' '

(b) Date of test.

(c) . Process, position, bage matétial types (P-No.) material thickmess
and brazing alloy type (F-No.).

(@) Results of qualification tests.
(e) Record of space restrictions, if applicable. .
(£) Certifying signature by activity designated representatives.

6.4.10.1 . Detailed records of maintenance of personnel qualification (see
€.4.8) need only be retained for the current and preceding calendar quarter.

6.4.10.2 The examination o

_ f 6.4.3(a) shall also be maintained as part of
the brazer qualification record.

6.4.11 Vision test regquirements. Each brazer or brazing 6perator shall be
required to pass an annual vision test. Vision tests shall be conducted using
standard test methods for determining vi

sual acuity. The standard of acceptance
for vision tests shall be natural or corrected near distance acuity 8o the.
individual can read J1 letters.on the standard Jaeger-type chart for near
vision. Other equivalent visual tests such as a Snellen chart may be substituted
for the Jaeger chart. When corrective aids are used for the vision test,
equivalent aids shall be employed in production work.
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7. NOTES

7.1 Cancelled specifications. The following are cancelled or superseded

specifications for materials. They are listed in this document to identify
applicable requirements for welding, NDT, etc., when the materials are encoun-
tered, such as in existing ships and components. ’ :

MIL-S-~15083
MIL-C-15345
MIL-S- 15464
MIL-B-16541
MIL-5-16993
MIL-S-17509

MIL-T-20157
MIL-C-20159

MIL-T-20168

MIL-B-21230
MIL-S-24412

MIL-B-24059

FEDERAL
QQ-A-601 - Aluminum Alloy Sand Castings. S
QQ-B-637 - Brass, Naval: Rod, Wire, Shapes, Forgings, and Flat
' _ Products with Finished Edges (Bar, Flat Wire, and Strip).
QQ-B-728 - Bronze Manganese; Rod, Shapes, Forgings, and Flat .
» Products (Flat Wire, Strip, Sheet, Bar, and Plate).
QQ-B-750 - Bronze, Phosphor; Bar,  Plate, Rod, Sheet, Strip, Flat
Wire, and Structural and Special Shaped Sections.
QQ-C-465 - Copper-Aluminum’ Alloys (Aluminum Bronze) {Copper Alloy
Numbers 606, 614, 630, 632M, and 642); Rod, Flat Products
with Finished Edges (Flat Wire, Strip, and Bar) Shapes, and
Forgings. : . )
Q0-C-576 - Copper Flat Products with Slit, Slit and Edge-Rolled,
. Sheared, Sawed, or Machined Edges (Plate, Bar, Sheet, and
Strip) . _ .
QQ-C-591 - Copper-Silicon, Copper-Zinc-Silicon, and Copper-Nickel -
Silicon Alloys: Rod, Wire, Shapes, Forgings, and Flat
) Products (Flat Wire, Strip, Sheet, Bar, and-Plate).
QQ-N-288 - Nickel-Copper Alloy and Nickel-Copper-Silicon Alloy
‘ Castings. : . t ¢
QQ-5-766 - steel, Stainless and Heat Resisting, Alloys, Plate,
Sheet, ‘and Strip.
WW-T-799 - Tube, Copper, Seamless, Water (For Use with Solder-
Flared or Compression Type Fittings). i
MILITARY
MIL-S-860 - Steel Forgings for Steam Turbine Rotors. o
MIL-S-867 - Steel Castings, Corrosion Resisting Austenitic.
MIL-S-870 - Steel Castings, Molybdenum Alloy.
MIL-S-8699 -

Steel Bars and Forging Stock (4330) Vanadium Modi-
fied, Aircraft Quality. :

Steel Castings.

Castings, Nonferrous, Centrifugal. :

Steel, Alloy, Chromium-Molybdenum; Castings.’

Bronze, Valve: Castings. . :
Steel Castings (12-Percent Chromium).

Steel Castings, Austenitic, Chromium-Nickel, Low
Magnetic Permeability. .
Tube and. Pipe, Carbon Steel,
Copper-Nickel Alloy Castings

C96400) .
Tubes, Brass, Seamless.

Bronze, Nickel Aluminum and Manganese-Nickel Alumi-
num: Castings, Ship Propellexr Application.

Steel, Special Structural Shape, Weldable, High
Tensile (HT); for Submarine Hulls.

Bronze, Nickel Aluminum; Rod, Flat Products with
Finished Edges, Shapes, and Forgings.

'Seémless-
(UNS No. 96200 and
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TABLE I. Grouping of base materials (welding). 1/
Letter Applicable
numbeyr document Class or type
S-1 Carbon steel
AST™ A 216 WCB. .
ASTM A 515 Grade S5 (plate)
Grade 60 (plate)
Grade 65 (plate)
. Grade 70 (plate)
ASTM A 516 Grade 70 (plate)
WW-P-404 Pipe seamless and welded
MIL-S-15083 Grade 70-36 (cast)
: Grade 65-35 (cast)
Grade CW (cast)
: Grade B f{cast)
MIL-T-16286 Class a (tube seamless)
. Class g (tube seamless)
AfUIM A 1R Tuben welded
MIL & 24093 Type V {Lorgingu)
MIL-T-20157 Type E (tube and pipe)
MIL-S5-24412 Grade HT (shape)
MIL-F-20236 Flanges, pipe
MIL-F-20670 Flanges, pipe
MIL-S-22698 Plate, bar and shapes
MIL-5-23194: Composition C (forgings)
MIL-S-23284 Class 3
Class 4
MIL-S5-24238 Composition C (plate)
MIL-P-24338 Pipe -
MIL-F-2433%9 Fittings and flanges i
MIL-P-24691/1 Grade B (tube and pipe)
MIL-C-24707/1 ASTM A757, grade AlQ (castings) grade A20Q
' ASTM A216, grade WCA (cast;ngs)
grade WCB
grade WCC’
5-2 Quenched and tempered carbon steel
ASTM A 517 Class 2
5-3 Carbon molybdenum steel
MIL-S-870 Mo (cast) ’ '
DOD-F-24669/2 (Mo class a (forgings)
Mo class b (forgings)
MIL-T-16286 CMo class d (tube)
DOD-F-24669/1 CrNi type 8620 (bar and forgxngs)
MIL-T-20155 - CMo (tube and pipe)
MIL-P-24707/2 ASTM A217 grade WCl (castings)
See footnotes at end of table.
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TABLE I.

Grouping of base materials gweldlng) l/ - Continued
Letter Applicable
number document Class or type
S-3A Alloy steels (Cr content not to exceed 374 perceﬁ:; totel alloy
not to exceed 2 percent)
ASTM A 302 1 mMnMo grade B (plate)
MIL-S-23194 1 NicrMo Comp. A (forgings)
MIL-S-242238 | NimnMo Comp. A (plate)
S-4 Alloy steels (Cr content 3/4 -~ 2 percent total alloy
not to exceed 2-3/4 percent)
AMS 6530 .| CrNiMo, type 8630 (tube)
MIL-T-6736 o CxMo, type 4130 (tube)
MIL-S-8699 CrMoV, type 4330 (bar, forging)
MIL-5-15464 CrMo class 1 (casting)
AST A 182 Fll
ASTM A 213 Grade T11 (tube) :
DOD-F-24669/1 - '| CrMo type 4130 (bar)
MIL-P-24691/2 | CrMo, grade P11l (tube and pipe)
DOD-F-24669/2 CrMo, class a (forgings) -
MIL-C-24707/2 ASTM, A217, grade WC6é (casting)
MIL-S-18728 CrNiMo, type 8630 (plate)
MIL-S-18729 . CrMo, type 4130 (plate)
S-S5 Alloy steels (total alloy content 10 percent max)
ASTM A 182 F22 '
AST™ A 213 : T22
MIL-S-860 CrMoV, grade F (forgings)
MIL-S5-15464 CrMo, class 2 (casting)
'MIL-T-16286 CrMo, class e (tube)
MIL-P-24691/2 | CrMo, grade P22 (tube and pipe)
DOD-F-24669/2 CrMo, class b (forging)
MIL-F-24669/8 CrMoV, grade F (forgings)
‘DOD-F-2466% CrMo (bar and forgings)
MIL-C-24707/2 ASTM A217, grade WC9 (casting)
$-6 - High alloy steels (martensitic)
MIL-L-24128 1 403 (bars, rods,  forgings)
QQ-S~763 i 403, (bars, rods, forgings)
: . . 410 .
414
: 420
QQ-S-766 410, (plate, sheet, strip)
, 420 :
DOD-F-24668/7 403 (bars)
' 410

See footnotes at end of table.
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TABLE I. Grouping of base materials (welding). 1/ - Continued
Letter Applicable
number document Clags or type
DOD-F-24669/6 403 (bars)
410
5-6 414
(Cont’d) 420 C
MIL-S-16993 12 percent Cr, class 1 (casting)
, 12 percent Cr, class 2 (casting)
MIL-C-24707/6 ASTM A217, grade CA-15 {casting)
) - ASTM A487, grade CA-15M, class A
5-6A High alloy steels (martensitigc)
' ASTM A 182 F6NM (forgings)
ASTM A 176 410s (plate, sheet, strip)
AST™ A 240 410S (plate, sheet, strip)
- AST™ A 472 410S (forgings)
ASTM A 487 CA-6NM (castings)
$-7 High alloy steels (ferritic)
Q-5-763 405 (bar, shapes, forgings)
. . 430
QQ-5-766 430 (plate, sheet, strip)
S-8 High alloy steels (austenitic)
Q0-S-763 304 (bar, shapes, forgings).
304L
309
310
316
316L
321
347
QQ-S-766 304
3o4aL
3a09s
310s
316
316l
321°
347
348
MIL-5-867 Class 1 (castings)
: Class II
Class II1

See tootnotes at end of table. .
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TABLE I. Grouping of base materials {welding) . g_.j - Continued

Letter Applicable

number document Class or type '

MIL-P-24691/3 304 (pipe)
s-8 . | 304w
{Cont’d) 316
316L
321 .
- 347
MIL-T-8504 304 (tubing)
MIL-T-16286 Class ¢ (tube seamless)
MIL-S-17509 Class I, II, III
MIL-S-23193 : Composition A (304)
. Composition B (348)
: .| Composition C (316)
© MIL-S5-23195 - | 304 (bar and forgings)
304L '
347
348 o
304 (plate, sheet, strip)
304L .
347
348 .
MIL-T-23226 304 (tube and pipe).
. 304L
347
348 ’
304 (fittings/flanges)
304L
347
348 .
ASTM A744, grade CF-8 (castings)
" ASTM A744, grade CF-8C
ASTM A744, grade CF-8BM
ASTM A 240 ) 304 '
’ 304L
3098
3108
316
321
347
348
CN-7M (castings)
CN-7MS
CN-7M (castings)
CN-TMS

“

MIL-S-23196

MIL-F-23467

| MIL-c-24707/3

ASTM A 743

ASTM A 744

S-10H High alloy steel (duplex stainless)

A 240

Alloy 2205, UNS 31803 (plate). 4/
A 276

Alloy 2205, UNS 31803 (bar) é/

See footnotes at end of table.
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TABLE I. Grouping of base materials g\}elding) .1/ - Continuéd
Letter Applicable
number document Class or type
S-11Aa Quenched and tempered alloy éteels
MIL-S-16216 HY-80 (plate)
) RY-100
MIL-S-23008 HY-80 (castings)
HY-100 . )
MIL-$S-215952 . RY-80 .(bars)
HY-100 - .
MIL-S-23009 HY-80 (forgings)
MIL-S-23284 Class 1
’ Class 2 .
MIL-L-2445) HY-80 (heads)
) . HY-100
S-11B Quenched and tempered alloy steels ‘
MIL-S-24371 HY-130 (plate, castings, bars, forgings,
extrusions and shapes)
§-11C Age hardening alloy steel
MIL-S-24645. HSLA-80 (pléte. sheet or coil)
$-11D Age hardening alloy steel
MIL-S-24645 HSLA-100 (plate, gheet or coil)
s-21 ‘Aluminum and aluminum base alloys
0Q-A-200/1 3003 (extruded bars, rods)
QQ-A-225/1 1100 (bars, rods)
QO-A-225/2 3003 (bars, rods)
QQ-A-250/1 1100 (plate)
QQ-A-250/2 3003 (plate and sheet)
WW-T-700/1 1100
WW-T-700/2 3003
$-22 Aluminum and aluminum base alloys
QQ-A-200/6 5454 (extruded bar, rods)
QQ-A-225/7 5052 (bar. rod)
QQ-A-250/8 5052 (plate)
QQ-A-250/10 5454
§-25 Aluminum and aluminum base alloys
QQ-A-200/5 5086 (extruded bar, rod)
QQ-A-200/4 5083
QQ-A-200/7 5456
QQ-A-250/6 5083
ASTM B 209 5086
ASTM B 209 5456
WW-T-700/5 5086 (seamlesas tube)
See footnotes at end of table.
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TABLE I. Grouping of base materials {welding). 1/ - Continued
Letter Applicable
number document Class or type
8-26 Aluminum and aluminum base alloys
ASTM B26 Alloy A03550 (castings)
‘ Alloy AD3560
. Alloy A0S140 .
, Alloy A24430
Q0-A-601 B443 (castings)
514
35S
‘ 356
MIL-A-21180 A356 (castlngs)
S-31 Copper and copper base alloys
‘ ASTM B1S2 ' Alloy C10200 (plate,.bar)
: ‘ Alloy €10400 :
Alloy €C10500
Alloy C11000
Alloy €11300
Alloy C11400
Alloy C12200
Alloy C12300
QQ-C-576 99.9 Cu (plate, bar)
5-32 Braéa
ASTM B21 Alloy C46400 (rod/bar/shapes)
ASTM Bl24 Alloy C46400 (forging rod/bar/shapes)
ASTM B283 Alloy C46400. (die forgings)
QQ-C-390 Alloy C85700 (castings) ‘
QQ-B-637. ‘Naval brass (alloy 464) (rod/bar/forgings) .
QQ-B-639 Naval brass alloy (rod, bar and forg:.ngs) .
: Alloy 462
Alloy 464
$-33 Silicon bronze
AST™M BS8 Alloy C65500 (rod/bar/shapes)
ASTM B124 .- Alloy C65500 {forging rod/bar/shapes)
QQ-C-3%0 Alloy C87200 (castings) .
QQ-C-591 Alloy 655 (rod, shapes, flats)

‘See footnotes at end 6£ table:.‘

52 Original



TABLE I. G

S9074-AQ-GIB-010/248

'MIL-B-24059
MIL-B-24480

MIL-B-21230 -

rouping of base materials (welding). 1/ - Continuved
Letter Applicable ]
number docunment Class or type
S-34 Copper nickel
ASTM B369 Alloy C96200 (castings)
: | Aalley c96400
MIL-T-15005. ~ 70/30 .(tube)
) 90/10 . . )
- 'MIL-C-15726 70/30 (plate, bar, rod)
: 90/10 . .
MIL-T-16420 70/30 (tube)
R . 90/10 ' ) -
MIL-C-20159 UNS No. €96200 (castings).
- : C96400
MIL-F-24342 70/30 (fittings and flanges)
§-35
Aluminum bronze
‘ASTM B124 -Alloy €64200 (forging rod, bar, and shapes)
ASTM B150 -Alloy C60600 (zrod, bar, and shapes)
Alloy C61400
Alloy C64200 . o :
ASTM B169 Alloy C61400 (plate, sheet, strip, and rolled
: . bar) :
ASTM B283 Alloy €C64200 (die forgings)
QQ-C-390 - Alloy C95200 (castings)
QR-C-450 Alloy 606 (plate, bar)
Alloy 613, 614
QQ-C-465 - (rod, bar, plate, strip, flats and forgings)
Alloy 606
Alloy 614 _
Alloy 642
Q0-C-2350 . Alloy 95400 (castings)
MIL-C-15345 Alloy 13 (castings)
- Alloy 15
S-36A ) )
" Nickel-aluminum bronze :
ASTM Bl24 Alloy C63000 (forging rod, bar, shapes)
‘ . Alloy €63200
ASTM B150 Alloy C63000 (rod, bar, shapes)
: Alloy €63200 , oo
ASTM B283 Alloy C63000 (die forgings)
Alloy €63200 i
QQ-C-390 Alloy €95500 (castings)’ ) .
QQ-C-465 Alloy 630 (bar, rod, plate, strip, forging)
Alloy 632M o
MIL-C-15345 Alloy 14 (castings)
Alloy 15

Alloy 1 (castings)

Flat products, shapes, forgings
Castings

See footnotes at énd of table.
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TABLE I. Grouping of basg matgr:.als (weld:mg) 1/ - Continued
Letter Applicable A
number document ZldaS5 CT type

S-36B _ '
- Manganese-nickel-aluminum bronze
MIL-B-21230 Alloy 2 (castings)
S$-37a
. Manganese bronze
" ASTM B138 Alloy C67000 (rod, bar,' and shapes)
: Alloy C67500 )
0Q-B-728 Class A
.. - Class B -
QQ-C~-390 Alloy C86100
Alloy CB6200
Alloy CB6300
Alloy C86400
-Alloy CB6500
$-378
Nickel-manganese bronze
QQ-C-390 Alloy CB6800
S-38 Tin bronze
MIL-B-16541 ACam:ings '
QQ~-C-390 Alloy C94700
5-39 0
Phosphor bronze
ASTM B139 Alloy CS51000 (rod, bar, and shapes)
Alloy C52400
" QQ-B-750 Composition A
. Composition D )
MIL-T-3595 Composition D (tubing)
S-42 : oo
Nickel and nickel base alloys
A 494 Comp. M-30C (casting) .
QQ-N-281 NiCu, class A (bar, plaLe, rod, f{orging)
Class B '
MIL-N-24106 NiCu, class A (bar, rods, forgings)
QQ-N-288 NiCusiCb, composition E (casting)
MIL-T-1368

MIL-T-23520
MIL-C-15345

MIL-N-17163
MIL-F-23509
MIL-C-24723

NiCu (tubing)
NiCu (tube and pipe)
NiCusiCdb, aAlloy 19 (casting)

N:.Cu {bar, rod, plate, . forgxng)

.Fittings and flangea -

Comp. M-30C (casting)

See footnotes at end of table. .
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Grouping of base haterials (welding)
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Letter
number

Applicable
document

5-43

Nickel-chromium

Claas or type

iron

MIL-F-23508

-ASTM B 166

ASTM B 564
MIL-B-15382
MIL-T-23227
MIL-N-23228

"MIL-N-23229

MIL-N-24271
ASTM A 494
ASTM A 494

-ASTM B 443

ASTM B 444
ASTM'B 446

Fittings and flanges
Bar, rod, forging

Bar and rod

Tube and pipe

Condition A (plate)

Condition A (bar, rod, forging)
Castings

GR CW-eMC -

GR CW-6MC MOD 2/

UNS N06625S (plate)

UNS N06625 (pipe and tube)

UNS N06625 (bar and rod)

S-44 3/ .

Nickel -molybdenum-chromium alloy

AST™M B 574
ASTM B 575
ASTM B 622

UNS N10276 (rod)
UNS N10276 - (plate, sheet, attlp)
UNS N10276 (pipe, tube)

Titanium and titanium base alloys

MIL-T-9046

ASTM B 265
ASTM B 337

ASTM B 338

~ ASTM B 348
" ASTM B 363

" ASTM B 381

CP-3 (sheet, strip, plate)
CP-4 (sheet, strip, plate)
Grade 7 (sheet, strip, plate)

Grade 1 (pipe)

Grade 2 (pipe)

Grade 7 (pipe)

Grade 1 (tubing)

Grade 2 (tubing)

Grade 7 (tubing)

Grade 1 (bars, billets)
Grade 2 (bars, billets)

Grade 7 (bars, billets)
WPT 1 (fittings)

WPT 2 (fittings)

WPT 7 {fittings)

Grade F-1 (forgings)
Crade F-2 (forgiqu)

Titanium and titanium base alioys

MIL-T-9046

MIL-T-9047
ASTM B 337
AST™ B 338
ASTM B 363
ASTM B 367

CP-1 (sheet, strip, plate)

. CP-2 (sheet, strip, plate)
CP-70 (bars, reforg;ng atock)
Grade 3 (pipe)

Grade 3 (tubing)
WPT 3 (fittings)
Grade C-2 (castings)
Grade C-3 (castinga)

See footnotes at end of table.
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TABLE I. Groug:.ng of base materlals (weldzng) 1/ - Continued

Letter Applica.ble . .
number document Class or tvpe
S-53 ‘ ' «
Titanium and titanium base alloys:
MIL-T-9046 AB-1 (sheet, strip, plate)
: AB-2 (sheet, strip, plate)
MIL-T-9047 6A1-4V (bars, forgings) .
) . 6A1-4V (ELI) (bars, forgings)
ASTM B 265 Grade S (sheet, atrip, plate) -
ASTM B 367 . | Grade C-5 (castings)
‘ASTM B 381 - - Grade F-5 (forgings)

1/ If material of similar chemistry and mechanical properties is nmot listed
under an "S® group, it may be considered as part of a group upon approval.

2/ Si = 0.40 maximum, Al = 0.15 maximum, and Cb + Ta = 3.15 - 4.50.

3

a/ Procedure qualifications for- these materials shall be submitted to NAVSEA
4 for approval. -

a/ With additional toughness, compos:.t1on, and heat treatment requlrement;s
imposed by the component spec:.fzcat:.on
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TABLE II. Grouping of filler waterials (welding). 1/

Group
A-1A

Applicable document

inller material type

Low and medium carbon steel (covered electrodes)

AWS AS5.1

6010
6011
6012 2/
6013 -2/
6020
6027
7024 2/

A-1B

Low and medium carbon steel (bare rod)

AWS RS.2

Class . RG-60
Class RG-65

Carbon and low alloy steel (covered electrode)

MIL-E-22200/1

MIL-7018

MIL-E-22200/6

MIL-7015
MIL-7016

.MIL-E-22200/7

MIL-7010-A1
MIL-7011-Al1
MIL-7018-Al1
MIL-7020-A1

MIL-E-22200/10

MIL-7018M -

A-2B
o ingerts)

Carbon and low élloy steel (bare

electrode, rod and

MIL-E-23765/1

MIL-70S-1
MIL-70S-2
MIL-705-3
MIL-70S5-4
MIL-70S-5
MIL-70S-6

MIL-I-23413 (inserts)

MIL-MS-1
MIL-MS-2

Carbon and low alloy ateel (bare electrode and flux)

MIL-E-23765/1

MIL-70S-1
MIL-70S-2
MIL-70S-3
MIL-70S-4
MIL-70S8-5
MIL-70S-6
MIL-70S-7 (wire)
MIL-70S-8 (wire)
MIL-70S-9 (wire)
MIL-70S5-F (flux)

(wire) 23/
(wire) 3/
(wire) 3/
(wire)
(wire)
(wire) .

 fu o U fu fua {t
NN N NN

MIL-E-23765/4

MIL-P6A2-EL12 (flux/wire) 3/
MIL-F6A2-EM1L2K (flux/wire) 3/
MIL-FTAZ-EM12K (flux/wire) 3/

See footnotes at end of table.

.57

Original

MIL-F7A2-EM12K (flux/wire) 3/




TABLE II.
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Grouping of filler materials (welding) . 1/ - Continuec
Group Applicable document ] Fxller material type
A-2D Low alloy steel (flux cored electrodes)
MIL-E-24403/2 MIL-70T-1
) : MIL-71T-1
MIL-~70T-5
MIL-71T-5
MIL-~70T-6
MIL-70T-8
MIL-71T-8
‘MIL-71T8-Nil
A-3A ~Carbon and low alloy ateel (low hydrogen covered
electrodes) ) ]
MIL-E-22200/6 MIL-8015-C3
MIL-8016-C3
MIL-10015
. MIL-10016
MIL-E-22200/1 MIL-801B-C3
A-3B Carbon and low alloy steel (bare electrode)
MIL-E-23765/2 | MIL-BOS-3
A-3C Carbon and low alloy steel (bare electrode and flux)
| MIL-E- -23765/2 MIL-80S-1 (wire)
MIL-80S-2 (wire)
MIL-B0S-1F (flux)
MIL-B80S-2F (flux)
A-3D Carbon and low alloy steel (flux cored electrode)
' MIL-E-24403/1 MIL-80T1-Nil
: MIL-80T1-Ni2
MIL-81T1-Nil
MIL-81T1-Ni2
A-4A low alloy, high yield ateel (covered electrode) -
MIL-E-22200/5 | MIL-10028-N1 4/
A-SA low alloy, high yield steel (covered electreode)
MIL-E-22200/21 MIL-9018-M -
MIL-10018-M
, g MIL-11018-M
MIL-E-22200/10 MIL-10018-M1
. ' MIL-12018-M2 13/
MIL-E-22200/9 MIL-14018-M1 13/.
A-SB Low alloy, high yield steel (bare electrode)
HIL E- 23765/2 MIL-100S-1
. MIL-100S-2
MIL-120S-1 13/
MIL-E-24355 MIL~-140S-1 _l_,/
A-5C

Low alloy,. high yield steel (bare electrode and flux)

MIL-E-23765/2 MIL-100S-1. (wire)
MIL-100S-1F (flux)
MIL-100S-2 (wire) -~
MIL-1008-2F (flux)
MIL-120S8-1 (wire) 13/
MIL-120S-1F (flux) 13/

See footnotes at end of table.
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TABLE II. Grouping of filler materials (welding) . 1/ - Continued
Group Applicable document ] Filler material type
A-5D Low alloy, high yield steel (flux cored electrode)
MIL-E-24403/2 MIL-100TC 2/,8/.2/
MIL-100T™ - 1/,8/.2/
MIL-100TS 7/ 2/
' MIL-101TC 8/,2/
MIL-101TM 8/,2/
MIL-101TSs 2/
MIL-110TC_ 7/,8/
A-6a CrMo steel (1.0 to 2.5 percent Cr, 0.4 to 1.2 percent Mo)
(covered electrode)
MIL-E-22200/8 MIL-80XX-B2L or B2
' MIL-90XX-B3L or B3
AWS AS.S EBO0XX~B2L or B2
E90XX-B3L or B3
A-6B CrMo steel (1.0 to 3.0 percent Cr, 0.4 to 1.2 percent Mo)
(bare electrode, rod and insert)
MIL-I-23413 MIL-515
. ‘ MIL-521
‘| AWS AS5.23 EB2
: EB3
AWS AS.28 ERBOS-B2L
: ERBOS-B2-
ER90S-B3L
ER90S-B3
A-CIR ‘CrMo steel (4.0-13.5 percent Cr, 0.4-1.4 percent Mo)
(covered electrode) .
A-~7TA-1 MIL-E-22200/8 MIL-502-XX
MIL-502-XX-L
MIL-505-XX
A-TA-2 MIL-E-22200/8 MIL-410-XX
MIL-410-NiMoXX
A-7B CrMo steel (4.0-13.5 percent Cr, 0.4-1.4 percent Mo)
{bare electrode, rod a.nd insert)
A-7B-1 MIL-I-23413 MIL-505
. MIL-E-19933 MIL-410
A-7B-2 MIL-410 NiMo 5/
A-7C Righ alloy steel (ferritic) (chromium 15-18 percent)
(covered electrode)
AWS AS5.4 | E430
A-7D

High alloy steel (ferritic)

(chromium 15-18 percent)

{bare electrode and rod)

AWS AS5.9

| ERa30

See footnotes at end of table.
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TABLE II. Grouping of £filler materials (welding). 1/ - Continued -

Group- Applicable’ document l Filler material type

A-8A High alloy steel (austenitic) (covered electrode)

MIL-E-22200/2 : MIL-16.8.2-XX
: MIL-308-XX

MIL-308L-XX
MIL-308HC-X
MIL-309-XX
MIL-309L-XX
MIL-309Ch-XX
MIL-310-XX
MIL-312-XX
MIL-316-XX
MIL-316L-XX
MIL-317-XX
MIL-318-XX
MIL-330-XX
MIL-347-XX
MIL-347BC-XX
MIL-349-XX
. E320
High alloy steel (austenitic) {(bare electrede, rod and

' insert)

| AWs As.4

A-8B

1 MIL-308
MIL-308L
MIL-30BHC
MIL-309
MIL-310
MIL-312
MIL-316
MIL-316L
MIL-317
MIL-318
MIL~-321
: : - MIL-347
AWS AS.9 _ ER309L ,
o , _ ER320
MIL-I-23413 (inserts) . MIL-308
MIL-308L
MIL-310
MIL-312
MIL-316
MIL-316L
MIL~-348

MIL-E-19933 -

(i [ i o i o i i jon

A-9A - ‘ High alloy steel (duplex stainleéss) (covered electrode)

AWS 2S.4 | 22209-15/16 14/

A-SB High alloy steel (duplex stainless) (bare electrode and rod)

AWS AS.9 . | ER 2209 14/

A-21B Aluminum alloy (bare electrode, rod and insert)

AWS AS.10 ER-1100
MIL-I-23413 (insert) . MIL-1100

See footnotes. at end of table.
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TABLE II. Grouping of filler materials (welding). 1/ - Continued
Group Applicable document | Filler material type
A-22B Aluminum alloy (bare electrode, rod and insert)
AWS A5.10 ’ ER-5183
ER-51356
ER-5554
ER-5556
ER-5654
MIL-I-23413 (inserts) MIL-5356
A-23B Aluminum alloy (bare electrode, rod and insert)
ANSI AS5.10 4043
AWS AS5.10 ER-4043
| MIL<1~23413 (inserts) . MIL-4043
A-24B Aluminum alloy (bare electrode and rod)
AWS AS5.10 | ER-2319
A-31B Copper alloy (bare electrode and rod)
: AWS RS.7 | ER cu
A-32A ‘Copper alloy (silicon bronze covered electrode)
AWS AS.6 | E cusi
A-32B Copper alloy (silicon bronze bare electrode and rod)
MIL-E-23765/3 MIL-Cusi
1 A-33A Copper-tin alloy (covered electrode)
AWS 1AS.6 E CuSn-A
: E CuSn-C
A-33B Copper-tin alloy "(phosphor bronze) (bare electrode
. - and rod)
MIL-E-23765/3 MIL-CuSn-C
AWS AS.7 ‘ERCuSn-A
A-34n Copper nickel (covered electrode)
' MIL-E-22200/4 lMIL-CuNi {70/30)
A-34B Copper nickel (bare electrode, rod and insert)
MIL-E-21562 ] MIL-EN67 s/
' . MIL-RN67
MIL-I-23413 (insert) MIL-67
A-35B Copper-zinc alloy (bare rod) '
' AWS AS5.27 RB CuZn-A
' RB CuZn-B
RB Cuzn-C
RB Cu2n-D
A-36B Copper-aluminum alloy (aluminum bronze) (bare electrode
and rod)
MIL-E-23765/3 | Type cunl-a2

See footnotes at end of table.
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TABLE II. Grouping of filler materials (welding). 1/ - Continued.
Group Applicable document | Piller material type
A-37n. Copper-aluminum alloy (aluminum bronze) (covered
electrode)
AWS AS5.6 YA ~A2
. ¥7uA1-B
ANWS AS.13 ECuAl-C
: ECuAl-pD
ECuAl-E
A-37B COppe:-alum:mum-niekel alloys muu and MnNiAl hronze)
- (Bare electrode and rod)
MIL-E-23765/3 MIL-CuNiAl
‘ : MIL-CuMnNiAl
A-38B Surfacing alloys (bare rod) (metal powder)
' MIL-R-17131 MIL-RNiCr-B
. MIL-RNiCr-C
MIL-PNiCr-B-2 (powder)
. . MIL- PN:LCr C-2 (powder)
A-39A. Surfac:.ng g alloys (covered electrode)
AWS A5.13 ECoCxr-A 6/
] ‘ECoCr-C -
A-39B Surfacing alloys (bare rod) (metal powder)
MIL-R-17131 MIL-RCoCr-A 6/
. MIL-RCoCr-C
MIL-PCoCr-E-1 (powder)
. . MIL-PCoCr-E-2 (powder) -
A-41A . Nickel (covered electrode) ' .
MIL-E-22200/3 | MIL-4N12°
A-41B Nickel (bare electrcde, rod and insert)
| MIL-E-21562. MIL-EN61 5/
. MIL-RN61
MIL-1-23413 (insert) - MIL-61
A-42A Nickel base alloys (covered electrodes)
MIL-E-22200/3 | MIL-5M10
A-42B | Nickel base alloys (bare electrode, rod and insert)
MIL-E-21562 ‘ MIL-EN60O 5/
| MIL-RNEO
MIL-I-23413 (insert) MIL-60 .
A-43A Nickel base alloys (covered electrode) - -
MIL-E-22200/3 MIL-1N12
. | MIL-3N12
MIL-4N12
MIL-4N1A
MIL-8N12
MIL-8N12H

See footnotes at end of table.
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TAB_LE II. Grouping of filler materials (welding). )/ - Continued

Group Applicable document | Filler material type
A-43B Nickel base alloys (bare electrode, rod and inserts)
' MIL-E-21562 ‘MIL-EN62 5/

: MIL-RN62
MIL-EN82
MIL-ENB2H
MIL-RN82
MIL-RNB2H
MIL-EN6A
MIL-RNGA
MIL-EN625. 5/ .
. MIL-RN625 .
| MIL-I-23413 (inserts) MIL-62
. MIL’BZ B
- MIL-82H
A-44R Nickel-cobalt alloys (covered electrodes)
MIL-E-22200/3 MIL-3N1B
MIL-3N1C
MIL-4N1W
MIL-3N1N
. . MIL-3N1L
A-45A Nickel -Molybdenum-Chromium Alloy 10/ 11/ (covered electrode)
AWS A5.11 (UNS-WB0276¢) ENiCrMo-4 __9_/
"A-45B Nickel-Molybdenum-Chromium Alloy 10/ 11/ 12/ (bare electrode)
AWS A5.14 (UNS-N10276) | ER NicrMo-4 9/
Ai\-s;B Titanium-unalloyed (bare electrode)
AWS AS5.16 ER Ti-1
BR Ti-2
ER Ti-3
ER Ti-7
A-53B Titanium base alloys (bare electrode)
AWS AS.16 ER Ti-S
ER Ti-SELI

1/ 1If filler material of similar chemistry and mechanical properties not listed

under an A-group is to be used, it may be considered as a part of a group
~ upon approval. ' .

2/ Separate procedure qualification required, see 4.2.5 and 4.7.2.

3/ See 4.7.2(a)(1). )

4/ Procedure qualification limited to 1T of test plate thickness for production

" groove welds. Overlay production use limited to 1/2T of qualification test
plate (see 4.4.1.9). . .

5/ To be used with neutral flux when used with the . submerged arc procesa. A
neutral flux is defined as being one that does not readily oxidize the
alloying elements or add significant alloy to the weld.

€/ Deposition technique using CoCr-A must yvield a surface hardness of Re3ls
minimum. ' _

2/ Use in any position other than that specified for qualificat::.ox) testing in

' MIL-E-24403/2 for this electrode shall require separate qualification and
NAVSEA approval. ‘
8/

Use of any shielding gas other than that specified for gualification testing

in MIL-E-24403/2 for this electrode shall require separate gualification
and NAVSEA approval.
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Conformance test requirements for procurement of filler materials shall be
‘submitted along with the welding procedure and associated qualification data.
As a minimum the requirements of AWS A5.01 for schedule J testing to the
applicable filler material specification shall be done. For other than
cladding for corrosion resistance applications thege requirements shall
include testing for tensile properties (tensile, yield, elongation and
reduction of area), which assure minimum base material property requirements
are met, unless otherwise approved by NAVSEA.
For other than clad welding applications involving these materials procedure
qualifications shall be submitted to NAVSEA for approval. Clad weld
procedure qualifications shall be submitted for approval in accordance with
4.2.3. ‘ : :
Interpass temperature for these materials shall not exceed 200°F. -

These materials shall be used only with the gas tungsten arc, gas metal arc
and plasma arc welding processes, as- applicable.

Welding procedure and personnel qualification requirements for MIL-120 and
MIL-140 series filler materials shall be as approved by NAVSEA.

With additional toughness and ferrite content requirements as imposed by the
component specification. .
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TABLE IXI. Grouping of base(flller materials for welding grocedure
cross-gga11f1catlon x/ 2/ 1/
Base material 3/ ' Qualified for
Category Filler material 11/ categories 4/
A B
Ferritic materials/shielded metal arc Process S/ 14/ 171/
1 S-11B | s-118 A-5A (MIL-14018 only) 1 through 6,
: 13, 17 through
19 and 24
2 S-11B S-11A-2 A-SA (MIL-14018 or 12018) | 2 through 6,
- ' A . 13, 17 through
19 and 24
3 5-11B 5-11D A-5A (MIL-14018 or 12018) 3 through 6,
: o 13, 17 through
_ 19 and 24
4 S-11B S-11A-1 A-5A (MIL-14018, 12018, 4 through 6,
: or 10018) 13, 17 through
. 19 and 24
5 S-11B s~11C A-SA (MIL-14018, 12018, S, 6, 13, 17
" or 10018) through 19 and
24
6 $-11B s-2 A-SA or the A-3A or 6, 13, 17
. S-1. A-2A electrodes ) through 19 and
specifically permitted 24
by MIL-STD-1681
7 S-11Aa-2 $-11A-2 A-5A (MIL-12018 only) 7 through 19
. and 24 T
8 S-11a-2 S-11D A-5A (MIL-12018 only) 8, 11 through
' ) 19 and 24
9 S$~11A-2 S-11A- A-5A (MIL-12018 orv 10018) 9 through 13,
: "] 15 through 19
) and 24
10 S$-11A-1 S-11A-1 A~5A (MIL-10018 only) 10 through 13,
) i 16 through 19
and 24 : )
11 S-11A-1 S$-11Db A-SA (MIL-12018 or 10018) 11 through 13,
15 through 19
. and 24
.12 S-11A-2 S$-11C A-5A (MIL-12018 or 10018) 12, 13, 16
S-11A-1 : through 19 and
24

See footnotes at end of table.
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of bage/filler materials for weldin
crosg-qualification. .1/ 2/ 7/ - Continued

rocedure

Bagse material 3/ ' Qualified for
Category Filler material 11/ categories 4/
A B T
 Ferritic materials/shielded metal-arc prccess (continued) 5/ 14/ 11/
13 S-11A-2 s-2 10/ A-5A (MIL-12018 or 13, 17 throug]
' 10018); or A-3A 19 and 24
. or '
S-11A-1 S-1 A-2A electrodes
: specifically permitted
by MIL-STD-1688 or
MIL-STD-1689 .
14 s-13p | s-11p A-5A (MIL-12018 only) 14 through 19
_ . : and 24
1s S-11D | s-12¢ A-5A (MIL-12018 or 10018) | 15 through 19
' . ' A ‘ and 24
16 's-11C _ s-11C A-5A (MIL-10018) 16 through .
. ) and 24
17 S-11D S-2 10/ A-5A (MIL-12018 or 17 through 19
10018) ; and 24
. ' or
S~11C S-1 A-3A or A-2A electrodes
’ ’ specifically permitted
by MIL-STD-1689
18 s-2 -] s-2 10/ A-3A or A-2A _ 18, 19 and 24
(MIL-7018A1 or 7018 or '
7016) ,
19 s-2 s-1 10/ A-3A or A-2A 19 and 24
(MIL-7018A1 or 7018 or .
7016) : ‘
20 S-3A S-3a 10/ A-3A or A-2A 20 through 24
(MIL-7018A1): |
21 S-3A s-3 10/ A-3A or A-2A . 21 through 24
‘ S-1 (MIL-7018A1 or 7018 or :
7016)
22 S-3 s-3 10/ A-3A or A-2A - 22 through 24
: ) © (MIL-7018A1 or 7018 or
7016) , '
23 s-3 s-1 10/ A-3A or A-2A ‘ ‘23 and 24
(MIL-7018A1 or 7018 or
7016)
24 s-1 S-1 A-2A 24 -
25 S-s S-5 13/ 2-7A-1 or A-¢A 25 through .
26 S-5 S-4 10/ A-7A-1 or A-6A 26 through 2

See footnotes at end of table.
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TABLE III. Grougihg of base/filler materials for welding procedure

gcross-qualification. 21/ 2/ 1/ - Continued

Base material 3/ : ‘ Qualified for
Category N Filler material 11/ categories 4/
. B - A .
Ferritic materials/shielded metal-arc process (continued) 5/ 14/ 13/
27 5-5 s-3 10/ A-6A or A-3A or A-2A | 27 and 29
' (MIL-7018A1 or 7018 or
7016)
§-1 .
.28 s-4° S-4 A-6A ‘ 28 and 29
29 S-4 S-3 10/ A-6A or A-3A or A-2A- | 29
. - (MIL-7018A1 or 7018 or -
s-1 7016) :
30 S-6 S-6 A-7h-2 (MIL-410XX only) 30
31 5-6 . S-6 A-7A-2 (MIL-410 NiMo XX 31 through 33
only)
32 s-6 S-6a A-7A-2 (MIL-410 NiMo XX 32 and 33
only)
33’ S-6A S-6A A-7A-2 (MIL-410 NiMo XX 33
C only)
Petr;i.tic materials/gas tungsten-arc, gas metal arc and plasma-arc processes
: 5/ 11/
1 ' S§-11B 5-11B | A-5B (MIL-140S-1 only) 1 through 6,
. : 13, 17 through
19 and 24
2 S-11B ~§ s-11n-2 A-SB (MIL-140S-1 or 2 through 6,
. 1208-1) . 13, 17 through
19 and 24
3 S-11B S-11D A-5B (MIL-140S-1 or 3 through 6,
' 120S8-1) 13, 17 through
- 19 and 24
4 S-11B S-11R-1 A-5B (MIL-140S-1 or 4 through 6,
. 120S-1 or 100S8-1) "13, 17 through
' . 19 and 24
5 S$-118 ' s-11C } A-SB S, 6, 13, 17
through 19 and
24 .
6 S-11B - s-2 . 10/ A-SB; or A-3B or A-2B | 6, 13, 17
: s-1 types specifically through 19 and
permitted by MIL-STD-1681 24 .
7 S-11A-2 S-11A-2 A-5B (MIL-120S-1 only) 7 through 19
‘ and 24
8 S-11a-2 $-11D A-5B (MIL-120S-1 only) '8, 11 through
: : 19 and 24

See footnotes at end of table.

67 Original




$9074-AQ-GIB-010/248

TABLE III. of bage/filler materials for welding procedure
gross-qualification. 1/ 2/ 1/ - Continued ’
: Base material i . ) " Jualified fdr
Category . Filler material 1}/ categories 4/
A B . ’ .
Perritic materials/gas tungsten-arc, gas metal arc and plasma-arc. proceases -
(continued) 5/ 17/
9 S-11A-2 §-11a-1 A-5B (MIL-IZOS—J. or $ through 13,
.- ~1008-1) 15 through 19
and 24 .
10 S-11a-1 S-11A-1 A-SB (MIL-100S-1 only) 10, through 13,
‘ 16
through 19 and
24
11 S-11A-1 §-11D A-SB (MIL-120S8-1 or 11 through 13,
1008-1) 15 through 19
and 24
12 S-11A-2 s-11¢ A-5B (MIL-120S-1 or 12, 13, 16
100s-1) through 19 and
24
S-11A-1 A
13 S§-11A-2 5-2 10/ A-5B (other than. -1 13, 17 through
; MIL-140S types); or A-2B | 19 and 24
S~-11A-1 5-1 types specifically per- :
‘ mitted by MIL-STD-1 688
or MIL-STD-1689
14 S-11D $-11D A-5B (MIL~120S-1 only) 14 through 19
. _ and 24 :
is S-11D s-11C "A-5B (MIL-120S-1 or 15 through 19
1005-1) and 24
16 s-11C s-11C A-5B (MIL-100S-1 only) 16 through 1.
: ’ and 24
17 $-11D S-2 10/ A-SB (other than . 17 thro ah 19
' L MIL-140S types); or A-3B | and 24
s$-11C s-1 or A-2B types specifi-
cally permitted by
MIL-STD~1689
18 - §-2 §-2 10/ A-3B or A-2B 18._;9 and 24
19 s-2 s-1 10/ A-3B or A-2B 19 and 24
20 S-3A S-3A 10/ A-3B or A-2B 20 through 24
21 S-3A . S-3 10/ A-3B or A-2B 21 through 24
$-1 L '
22 - s-3 10/ A-3B or A-28 .22 tivough 2.
23 5-3 5-1 10/ A-3B or A-2B 23 and 24
24 s-1 s-1 - A-2B 24

See footnotes at end of table.
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: e
cross-qualification. 1/ 2/ 72/ - Continued
Bage material 3/ ' - Qualified for
Category " : 5 Filler material 11/ categories 4/
Ferritic materials/gas tungsten-arc, gas metal arc and plasma-arc processes -
o (continued) ‘
8/ 11/
25 §-5 $-5 10/ A-7B-1 or A-6B 25. through 29
26 S-S S-4 | 10/ A-7B-1 or A-6B 26 through 29
27 s-5 s-3 10/ A-7B-1 or A-6B 27 and 29
S-1 or A-3B or A-2B
28 S-4 S-4 A-6B 28 and 29
29 S-4 - s-3 10/ A-6B 23
: S-1 - or A-3B or A-B
30 S-6 5-6 A-7B-2 (MIL-410 only) 30
31 | s-6 s-6 A-7B-2 (MIL-410 NiMo 31 through 33
. ‘only)
32 S-6 - S-6A A-7B-2 (MIL-410 NiMo only) | 32 and 33
33 S-6A S-6A A-‘IB-Z (MIL-410 NiMo 33
only) '
Ferritic materials/submerged-arc process 5/ 12/
1 S-11R-2 S-11A-2 A-5C (MIL-120S-1 wire 1 through 13
and 1F flux) pi:}
2 S-11A-2 $-11D A-SC (MIL-120S-1 wire 2, 5 through 13
and 1F £flux) and 18
3 S-11A-2 S-11A-1 A-5C (MIL-120S-1 wire 3 through 7, 9
' and 1F flux or through 13 and
100S-1 wire and 18 v
. 1F flux)
4 $-11A-1 S-11A-1 A-5C (MIL-1005-1 wire 4 through 7, 10
and 1F flux) through 13
and 18
S S-11A-1 $-11D A-5C (HIL-lzos-l wire $ through 7, 10
and 1F flux or through 13 and
100S-1 wire and 18
1F flux)
5' S-11A-2 s$-11C A-5C (MIL-1205-1 wire 6, 7, 10
) and 1F flux or through 13 -
S-11A-1 100S-1 wire and and 18
1F flux)

See footnotes at end of table.
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gross-qualification.
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Grouping of base/filler materials for welding procedure
.1/ 2/ 1/ - Continued

Category

Base material 3/

Qualified for
Filler material 11/ categories 4/
A B, - o {
Perritic materials/submerged-arc process (continued) 5/ 17/
7 S§-11A~-2 5-2 10/ A-sC (MIL-120S-1 wire 7, 11 through
S-11A-1 . 8-1 and 1F flux or 13 and 18
100S-1 wire and
1F flux) or A-3C
or A-2C wire and
flux specifi-
cally permitted -
by MIL-STD-1688 . .
or MIL-STD-1689 .
8 S-11D $-11D A-5C (MIL-1205-1 wire 8 through 13
o and 1F flux) and 18
9 S$-11D §-11C | A-5C (MIL-120S-1 wire 9 through 13
and 1F flux or and 18
100S-1 wire and
1F flux]
.10 §-11C S§-11C A-5C (MIL-100S-1 wire 10 through 13
' and 1F flux) and. 18
11 $-11D s-2 10/ A-5C (MIL-120S~1 wire | 11 through 13
s-11C s-1 and 1F flux or .and 18
100S-1 wire and
1F flux) or A-3C
or A-2C wire ‘and
flux specifi-
cally permitted
by MIL-STD-1689
. 127 §-2 §-2 22/ a-2C 12, 13 and 18
i3 §-2 §-1 A-2C unless qualified by 13 and 18
' category 12, see note
12/
14 S-3A S-3A A-3C 14 thre. Y 17
15 S-3A $-3 A-3C 1S through 17
s-1 {qualification
with A-2C
qualifies
categories 15
through 18
with A-2C)
16 $-3 §-3 A-3C 16 through 17
. (qualification
with A-2C
qualifies
categories 16 -
through 18
| with a-200

See footnotes at end of table.
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materials weldj

uw&uum i/ 2/ 1/ - continued
' . | Base material 3/ : ) Qualified for
Category [~ - Filler material 11/ categories 4/
. A B
Ferritic materials/submerged-arc process (continued) 5/ 17/
17 S-3 s-1 A-3C 17 (quali-
- fication
© with A-2C
qualifies’
categories 17
and 18 with
A-2C)
13/ 18 S-1 s-1 A-2C 18
19 |s-s S-6 A-7B-2 (MIL-410 NiMo 19 through 21
only)s/
20 S-6 S-6A A-7B-2 (MIL-410 NiMo 20 and 21
only) S/
21 S~-6A S-6A A-7B-2 (MIL-410 NiMo 21
only)9/
Ferritic materials/flux cored-arc proceas 5/
1 $-11A-1 S-11A-1 A-5D 1 through 7
and 12 .
2 S-11A-1 §-11C A-5D 2 through 7
and 12 _
3 S-;.ll\-l 5-2 10/ A-5D; or A-2D or 3D 3, 5 through
S-1 electrodes specificallg 1 7 and 12
permitted by MIL-STD-1688 :
or MIL-STD-1689 :
4 s-11C s-11cC A-5D ' 4 through 7
and- 12
5 s-11C s-2 10/ A-5D; or A-2D or A3D S through 7
§-1 electrodes specifically and 12
permitted by MIL-STD-1689 .
6 S5-2 5-2 10/ A-2D or 3D 6, 7, and 12
) 5-2 S-1 10/ A-2D or 3D 7 and 12
8 S-3A S-3A A-3D 8 through 12
9 S-3A S-3 10/ A-2D or 3D 9 through 12
. S-1 . .
10 s-3 S-3 10/ A-2D or A-3D 10 through 12
11 S-3 S-1 10/ A-2D or A-3D . 11 and 12
12 s-1 s-1 A-2D 12

See footnotes at end of table.
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TABLE III. Gro

ing of bage/filler materials for weldin

gross-qualjficagion. 1/ 2/ I/ - Continued

rocedure

Base material 3/

or MIL-309Cb or MIL-310
" types ‘only)

Qualified for
Category : . Filler material 11/ categories 4/
A | B i
Austenitic stainless steel to ferritic materials/shielded metal-arc
1 s-8 S-11B A-8A (MIL-309 or MIL-309L | 1 and 4
. §-11A or MIL-309Cb or MIL-310 '
5-11D types only)
5-11C
2 s-8 §-5 13/ A-8A (MIL-309 or MIL-305L | 2 and 4
B B - 5-4 or MIL-309Cb or MIL-310
_ types only).
3 S-8 | s-3/3a 13/ | A-8A (MIL-309 or MIL-30SL | 3 and 4
' or MIL-309Cb or MIL-310
types only)
4 S-8 §-2 A-BA (MIL-309 or MIL-309L | 4 and 1
s-1

Austenitic stainless steel to
gas metal-arc and plasma-arc

ferritic materials/gas tungsten-arc,

or MIL-310 only) with
neutral flux

1 S-8 : S$-11B A-8B (MIL-309 or ER-BOSL 1 and 4
S-11A or MIL-310 types only)
S$-11D :
. $-11C
2 S-8 §-5 13/ A-8B (MIL-309 or ER-309L | 2 and 4
S-4 or MIL-310 types only) :
3 'S-8 §-3/3A / A-8B (MIL-309 or ER-309L 3 and 4
) or MIL-310 types only)
4 s-8 s-2 A-8B (MIL-309 .or ER-309L 4 and 1
§-1 or MIL-310 types only)
Austenitic stainless steel to ferritic materials/submerged arc '
1 | s-e $-11B A-8B (MIL-309 or ER-309L 1 and »
S-11A or MIL-310 types with
S-11D neutral flux only)
' 8-11C ' : :
2 s-8 §-5 137 A-8B (MIL-309 or ER-309L 2 and 4
: S-4 or MIL-310 types only)
3 s-8 S-3/3A 13/ | A-8B (MIL-309 -or ER-309L 3 and 4
: 1 or 310 types only) with
| neutral flux
4 s-8 s-2 . A-BB (MIL-309 or ER-309L | 4 and 1 .
' S-1 :

See footnotes at end of table.
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TABLE III. Grouping of base/filler materials for weldin

rocedure
cross-qualification. 1/ 2/ 2/ - Continued
Base material 3/ Qualified for
Category Filler material 11/ categories 4/
. A B '
Copper-nickel and nickel base alloys/shielded metal-arc 15/ .
1 5-34 §-34 A-34A 1 through 6
2 §-34 5-43 A-43A or A-42A "2 through 6
3 5-34 - 5-42 A-42A or A-34A 2 through 6
4. S-42 S-42 A-42A 3 through 6
S $-42 S5-43 A-43A or A-42A S and 6
6 15/ | s-q3 s-43 A-43A . 6
" Copper-nickel and nickel base alloys/gab metal arc, gas tungsten
- and plasma-arc 15/
1 S-34 s-34 A-34B 1 through 6
2 S-34 S-43 A-43B or A-42B 2 through 6
3 S§-34 -8-42 A-42B or -A-34B 2 through 6
4 S-42 s-42 A-42B 3 through 6
S S-42 S-43 A-43B or A-42B 5 and 6
6 5-43 S-43 _A-43B 6
Copper-nickel and nickel base alloys to ferritic material/shielded metal-arc
1 $-34 S-11B A-42A or A-43A7 9/ 1 and 4
S5-42 S-11A : .
$-43 - S$-11D
. S-11C
2 $-34 §-5 13/ A-42A or RA-43A 3/ 2 and 4
S-42 S-4 .
§-43
3 S5-34 §-3 - . A-42A or A-43A 9/ 3 and 4
5-42 S-3A 13/ - '
5-43 .
q S-34 s-2 A-42A or A-43A 9/ 4 and 1
S-42 s-1 .
S-43 ,
Copper-nickel and nickel base alloys teo ferritic materials/gas
tungsten-arc, gas metal-arc, plasma-arc
1 S-34 5-118 A;428 or RA-43B 9/ 1 and 4
§-42 S-11A '
§-43 $-11D
§-11C

. See fooﬁnotes at end of table.
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TABLE III.

f bas

~trosg-gualification.

iller materials for weldin
i/ 2/ 1/ - Continued’

rocedure

Category

Base material 3/

' o Qualified for
; Filler material 11/ categories 4/
A B , : _
Copper-nickel and nickel basz zlloys to ferritic matenals/gas
tungsten-arc, gas metal-zrc, plasma-arc. (¢ontinued)
2 S-34 S-5 13/ A-42B or A-43B 9/. 2 and 4
5-42 S-4
. 5-43 .
3 S-34 s-3 A-42B or A-43B 9/ '3 and 4
S-42 S-3A 13/
S-43
4 S-34 5-2 A-42B or A-43B 9/ 4 and 1
S-42 s-1 ‘ ’ ’
S-43 ‘
Copper-nickel and nickel base alloy to austenzt:.c mater:.als/
- shielded metal-arc
1 §-34 S-8 A-43A 1 through 3
2 s-42 's-8 A-43A 2 through 3
3 §-43 . 8-8 A-43A 3

Copper-nickel and nickel bage alloy to austenitic materials/gaé'

metal-arc, gas tungsten-arc and plasma-arc

1 §-34 s-8 A-43B 1 through 3
2 S-42 s-8 - A-43B 2 through 3
'3 S-43 - s-8 A-43B 3
Brass and bronze alloys/shielded met.al' arc
1 S-32 S$-32 A-37A 1
S~-37A §-37A
Brass and bronze alloys/gas metal-arc, gas tungsten-arc and
plasma-arc 8/. .
2 s-32 s-32 A-36B 1
S$-35 §-35 . ) '
S-36A 5-36A
S-37A S-37A A-37B
$-37B §-37B ,
2 5-36B 5-36B A-37B 1and 2
S-32
§-35
S-36A
S-37A
S-37B

See footnotes at end of table.
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TRBLE IIT.

. d f pr_TNg
cross ggaliflgat;gn 1/ 2/ _/ - COntinued

Base material 3/

Category Filler material 11/
A B

Qualified for
categories 4/

Brass and bronze alloys/gas metal-arc, gas tungsten-arc and -
- plasma-arc 8/ (continued) '

3 ] s-33 s-33 A-32B , ' 3
§-32 : '
S-36A
S-37A .
$-37B
4 | s-38 - A-32B 4
: - A-33B o

Brass and bronze alloys/oxy-acet

1 S-32 S-32 A-35B 1
: S5-37A S-37A i o

Aluminum materiale/gas metal

-arc, gas tungsten-arc and plasma-arc
1 - 8§+22 $-22 "A-22B or A-23B 16/ o | 1 through 3
s-25 §-25 . s/
2 S-26, S-26 A-23B oo 2 through 3
5-25 ) &/ '
s-22 ,
§-21 ’
3 s-21 s-21 A-218 38/
§-22
5-25
5-26
~Titanium and titanium alloys/gas metal-arc, gas tungsten-arc or plasma arc
1 s-53 s-53 A-53B 1 through §
2 5-53 : S-51 A-51B . . 2 through §
S-52 ’
3 s-52 s-52 A-51B . 3 through S
4 . $-52 S-51 A-51B 4 and 5
s s-51 s-51 A-51B. ' R E

See 4.7 for limitations on applications for qualification coverage.
2/ Procedure qualification for any base material-filler material combination
within a material group or within the limits specified in this table shall

constitute approval for repairing, bulldup, or overlay other than cladding
for corrosion reslstance
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Procedure qualification with any material listed in columm A with any
material listed in column B qualifies all the material combinations in that
category. For example, under category 6 for ferritic material/shielded
metal-arc, qualification of S-11B to S-1 or S-2, also qualifies S$-11A2 or
5-11A1 to S-1 or S-2 (category 13) and also.categories 17, 18, 19 and 24.
Qualification on cne material within an S-group qualifies for welding all
materials in that S-group except as follows: For groups S-4 and S-5,
qualification for all materials within these groups applies only when these
materials are welded in the annealed or normalized and tempered conditicns.
When any one of these base materials is welded in.a quenched and tempered
condition, separate qualification is required. However, qualification using
any cne of these materials in the quenched and tempered condition shall also
qualify for welding all of the materials in the ‘S-group in the annealed or
normalized and tempered condition. o

The split of S-11A into S-11A-1 (HY-80) and S-11A-2 (HY-100) appl
this table for purposes of weld procedure cross qualification.

- Por groups S5-21, S-22, and S$-25, qualification covers only the qualified
temper and those of "lower stren '

Base metal/filler metal combinations not listed in table III require

separate procedure qualification. :

If the S-36A material is to be post-weld temper-annealed, A37B filler
materials shall be used. ‘

-Piller materials A-43A and A-43B apply only for S-43 base materials to
materials in columm B. : : ’

The higher number A-group material
material but not vice-versa.

In all instances where A-5A, B or C filler materials are listed, the higher
strength materials are only qualified.when the original qualification was
performed using the same (or higher) strength filler material. For- example,
under shield metal-arc, category 4, use of MIL-12018 would qualify MIL-12018
and MIL-10018 in category 5 but not MIL-14018. o ' '

. Separate qualification of this category is required when the base material
and filler material both have toughness requirements and thickness exceeds
1/2-inch. . .

The higher number S-group material in column B of this category qualifies
the ‘lower number S-group but not vice-versa. For this purpose S-3A is
higher than S-3. ' o
MIL-11018 and MIL-10018 are equivalent for the purpose of this table.

S§-43, UNS number N06625 type material requires separate qualification.
A-23B shall not be used for welding S-25 to §-25 or S-22 materials. .

For MIL-120 and MIL-140 series filler materials, see table II, footnote 13.

ies only to

qualifies  the lower number A groups
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TABLE IV. Welding procedure gualification position limitation.1/ 4/ 5/ 6/ .

Forms of base
material qualified

Positions to be  Positions .used during qualification
qualified (see figure 1)

-(grpoves and fillets) Using plate Using pipe
' (weld-axis)
Plate, castings, [All positions _ Vertical 2/ Horizontal-fixed 2/ 3/
and forgings - _ pipe (5G)
: Flat and vertical Vertical Borizontal-fixed pipe
Flat and horizontal Horizontal Vertical-fixed pipe
. : : (26)
{Flat and overhead Overhead |Horizontal-fixed pipe
1 Horizontal (fillets Flat Horizontal-rolled pipe
only) and flat (1G) ‘
Pipe All positions " |vertical 2/ - |Horizontal-fixed pipe
S _ 3/ :
Horizontal-fixed pipe |Vertical. ‘|Horizontal-fixed pipe
and horizental-rolled- .
pipe A
Vertical-fixed pipe Horizontal Vertical-fixed pipe
and horizontal-rolled '
pipe
Horizontal-rolled pipe -|Flat Horizontal-rolled pipe

1/ Automatic pipe welding qualification shall be performed on pipe or other
Cylindrically shaped material forms listed in table IV.

2/ For semi-automatic gas metal-arc welding using the pulsed spray-arc or
short circuiting-arc process the horizontal position for plate and the
vertical-fixed position for pipe must be run to qualify for all positionms.
However, only non-destructive testing as specified for level no. II
qualification shall be required for the horizontal plate and the
vertical-fixed position pipe. i : :

3/ The 45 degree inclined position (6G) may be substituted for horizontal
fixed pipe position.

a/ When welding in the vertical plane, in either plate or horizontal fixed
Pipe, welding shall be in the up direction, (except in automatic pipe
welding where direction of rotation, required by the procedure, shall be
qualified) . N . .

5/ See table II note 7.

€/ {a)

Except as specified below, the addition of other welding positions
than already qualified for weld surfacing for corrosion resistant and
hardsurface applications. Qualification in the horizontal, vertical, or
overhead position shall qualify also for the flat position. Qualification
in the horizontal fixed position, 5G, shall qualify for the flat,
vertical, and overhead positions. Qualification in the horizontal,

vertical, and overhead positions shall qualify for all positioms.
- Qualificati

ion in the inclined fixed position, 6G, shall qualify for all
positions. ' )

‘(p) For tube-to-tubesheet ;'-md internal tube-to-header welding, a change

in the position of welding from that used for qualification (see

figure 1).

{c) An activity whe does production welding in a particular orientation
may make the tests in this particular orientation. Such qualifications
are valid only for the position actually tested, except that an angular

deviation of plus or minus 15 degrees is permitted in the inclination of
the weld axis and the rotation of the weld face.
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TABLE V.

Original

Espential elements of a welding procedure.
Arc-welding 1/
Manual |Semi-~zuss-s¢in ]Au"r"w"w- 3/ |Fuel gas
. : ana ..z.aine |weld:ing
Bage material 5/ 7/ )
Specification and type or X X X X
class or chemical analysis, :
thickness, and condition
Filler rial _ . ' 4
Specification, type or chemical X X X 4
analysis, diameter, wire or . ‘
powder .
Flux - )
Spec:.f;cac:.on. size, type - X X X
Base material cleaning X X X X
Applicable joint designs X X X X
{reference or sketches) , .
Process B/ . X X X X
Machine, model or type - X X -
Electrical characteristics &/
current, arc voltage range, X 2/ X X -
polarity .
Travel speed - 6/ - 6/ X -
Position (including progression X X X X
vertical up or down) -
Torch type X 4/ X X X
: Torch ti,
size only
Torch shielding gases : | . .
Type and flow rates . X 4/ X x -
Purge gases ‘ X x X -
Type and flow rates RS
"} Postheat treatments X X X X
Preheat and interpass X X X X
temperature limits
Torch cscillation - - X -
(amplitude, and frequency
and dwell)
Torch pegition - - X -
(relative off-set from-
vertical center-line in
horizontal-rolled positicn)
Electrode lead or trail angle - -~ X -
(wire feed. angle)
Gas cup Bize X X X -
(GTAW
only)
See footnotes at top of next page.
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1/ The following shall also be specified as essential elements:

(a) Details of current slope, if used.

(b} For the gas tungsten arc process, detailed description of pulsed welding

current, if used, including all pulsed current and voltage paremeters
vhich can be varied by adjustment of pulsed power supply controls;
manufacturer and model number of pulsed power supply.

(c) For the gas metal arc process, a description of pulsed welding, if used,
including current and average voltage and, if welding equipment permits
monitoring and independent control, peak pulse voltage and pulse

*  frequency. : ‘

(d)

For semi-automatic welding, filler metal feed rate, except when feed rate

is controlled by amperage and amperage is set by the welder.

{e) Trade name (that is, manufacturer and manufacturer’s designation) and
generic description of ceramic or nonmetallic backing wmaterial, if used.

(£) Por hot wire feed, the hot wire amperage and voltage.

(g) For automatic and machine welding; (1) filler material feed rate; (2)

type of arc length or voltage control; (3) for gas metal-arc and flux

cored-arc, the gas cup to work distance and contact tube to work

distance; and (4) for submerged arc welding, the contact tube to work
distance. o . '

() For welds in S-51, 5-52, and S-53 materials; (1) trailing shield

description (including materials); (2) shielding. gas or mixture; '
(3) minimum purity and dew point(s) of shielding gas(es); and (4) flow
rates in torch, trailing, and backing shields.

(i) For S-51, S-52, and $-53 materials, a statement of workmanship standards

including welding environment, material (filler wire, tools, etc.) storage

and handling, and in-process quality control.

For cladding procedures involving A-45 filler materials, all parameters

corresponding to each of the items of 4.7.9 and 4.8 (p). For manual and

semi-automatic welding, deposition technique (stringer or dimensioned
weaving) shall also be-specified. Any essential element which differs
from one layer to another shall be specified on a per layer basis.

(k) Por plasma arc welding, (1) plasma arc gas flow rate and compositiom; (2)
powder metal feed gas flow rate and composition; (3) arc type - i.e.,
transferrable or nontransferrable; (4) diameter of arc constricting

- orifice; (S5) type and model of welding equipment; (6) type and size of
electrode; (7) for automatic and machine welding, electrode spacing; (8)
powder metal size; (9) description of keyhole technique when employed.

(1) For procedures involving S-44 materials, all parameters corresponding to
‘each item of 4.7.8 (f) and 4.8 (p) shall also be considered essential
elements specified in the welding procedure when applicable.

Except for arc voltage.

For all automatic welding, any machine setting, when used alone to contrel

.the process parameters, shall be specified in the procedure. For automatic

pipe welding, the setting for each pipe size to be welded in production shall
be required.

4/ For plasma-arc process and gas tungsten-arc process.

5/ See base material restriction in table VII, note 2. The welding procedure
shall specify this restriction for each specific material affected.

6/ Heat input requirements shall be specified for base materials with toughness
requirements. Combination limits of amperage, voltage and travel speed st'xall
be specified for the ranges of each parameter. Eguivalent means of limiting
heat input {(for example, nomographs or for shielded metal-arc, bead length
methods) are permissible. Simple reference to a formula is unacceptable.

Requirements for heat input shall comply with the applicable fabrication )
document in all cases. '

(3)

qwin
~ -
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Por §-51, S-52, and S-53 materials, details of how.joints including weld
repair excavations are prepared, including permissible means of base metal
cutting, machining, and grinding; description of machining and grinding tool
bits, and interpass cleaning techniques and equipment..

Where qualification is by autogenous or single pass welding, these conditions
shall be specified as applicable. - .
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TABLE VI. Weldj i ficatic i
1. 2/, &/, 1. 8, 8/, 10/, 11/, 12/

Pipe 3/

Test ‘material thickness (T)- - Thickness (T) qualified

1/8 inch to and including 3/8.inch
Over 3/8 inch .

0.058 ‘inch to 2T §/
1/8 inch to unlimited

Other _§_/, :

Less than 3/4 inch

3/4 inch and greater but less than 3/16 inch to 2T
3 ix;ches

3 inches or greater

T or 1/8 inch (whichever is less) to 2T

3/16 inch to unlimited -

1/

2/.

When qualifying pipe using plate test assemblies, the test material thickness
and qualified thickness limits specified for pipe shall govern. When
qualifying plate using pipe test assemblies, the test material thickness and
qualified thickness limits specified for plate shall govern.-

'g-:{:minal thickness. For clarification, the thickness limits (T) are as
ollows: ’ '

(a) Butt oint: T is the nomixial thickness of the pipe or plate. For

materials of different thicknesses, T is the nominal thickness of the
thinner member.

{b) Fillet and socket joint: For sockets, T is the thickness of the Pipe

wall; see mote 6. For fillets see note 10. ;
(c) Full penetration tee joint: T is the thickness of the web membex.
()

Pipe boss and partial penetration tee or butt joint: T is the depth of

the groove. 1If the weld from the second side overlaps that of the
first gide, T is the thickness of the web member or the butt joint -
member.

(e) Hull penetration:

T is the thickness of the hull plate.
(£) Weld deposited pads and repairs: T is the depth of weld deposit;
however,

there is no lower thickness limit.

Not applicable to root layer qualification (see 4.4.1.5) or to autogenous
welds (see 4.4.6).

The maximum thickness qualified' shall be 1.10 times the thickness of the test

.assembly for any of the following conditions:

(a) When the weldment requires quenching and tempering.
(b) When single pass welding is used.

{c) When weld pass thickness is greater than 1/2 inch.
:d) When welding pipe using an automatic process.

e)

When the short circuiting mode of gas metal-arc welding is used.
Other includes all material other than pipe (such as structural plate, shapes
and castings). :

Thickness qualified may be extended below 0.058 inch by welding a test )
assembly of the production thickness (less than 0.058 inch). For socket and
fillet seal weld qualifications performed on pipe with wall thickness in the
range of 0.058 to 3/16 inch the minimum wall thickness qualified shall be 20

percent below the pipe wall thickmess welded and maximum thickness shall be
2T. :

If more than one process is used in a single joint, the processes shall be
used in welding the qualification test assembly, unless the processes have
been previously qualified and no changes specified in 4.7 have been made.
For multiple processes the qualified thickness of each process shall not
be additive in determining the maximum thickness of the production joint
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to be welded. One or more processes may be deleted from a production joint
qualified by a combination of processes provided each remaining process has
been qualified within the limits specified by 4.4 and 4.7 for each of the
processes to be uged in the production joint. Similarly, more than one
process may be used in a single production joint provided each process has
been qualified either separately or in combination with ct:zr processes.

wle

~However, the root layers up to a thickness of 3/16 inch shall be deposited

with the same process used in the qualification of the root layers. A
change in sequence of the processes used does not require requalification.
When the production application is for thicknesses of 1/2 inch and greater
and the material is one requiring impact testing (such as S-11 materials),
the qualification test assembly shall be of sufficient thickness and-size ‘to
permit preparation of impact test specimens (see table VII, note 2).
Where qualification is performed on a base material without toughness-.
requirements and cross qualification is permitted for materials having
toughness requirements, welding of the materials with toughness requirements
s8hall be limited to material thicknesses less than

, 1/2 inch when greater
thicknesses are otherwise qualified. :

Qualified sizes and base metal. thicknesses for fillet welds are as follows:
(a) Groove and socket welds and fillet welds per 4.4.1.11 and 4.4.1.12
qualify all sizes of fillet welds and fillet weld base metal. thickness
of 0.058 inch and greater. ‘
Fillet weld base metal thickness may be extended below 0.058 inch by
completing a groove, socket, or fillet weld test of the production
thickness (with maximum qualified fillet weld base metal thickness
‘equal to twice the thickness welded).
For S-10H materials, the maximum and minimum qualified thickness shall be
limited to the thickness used during qualification. See also 4.7.5(f).
For welds in S$-51, S-52, and S-53 materials, made outside of a chamber, the
maximum thickness qualified below 2 inches is twice the thickness of test
plate or depth of groove, whichever is smaller, welded during qualification.
Qualified thickness 2 inches and above requires that the test plate be at
least 90.9 percent of the maximum thickness to be welded.

(b}
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TABLE VII. Weldin rocedure lification assembl test requirements
Destructive testing 1/ Nondestructive testing
2/ 3/ 4/ 5/ 18/ 15/ 15/ 16/ 19/ 21/
. S Guided [Macro- Liquid ' Ultra-
Material number| Tensile |bends 7/| etch | Radio- | pene- |Magnetic| sonic
types group &/ : 87 13/  graphic| trant |particle| 20/
" |carben-steel |s-1 2 3 - x L. x X
- |Quenched and |s-2 2 3 X X X
tempered . $-3/3A 2 3 X X X
carbon-steel |s-4 2 3 X X X

Alloy steel S-S5 2 3 - X - X X

High alloy S-6 2 3 - X - X X
steels S-6A 2 2 X - X X

$-7 2 3 X - X X
S-8 2 3 - X X - -
S-10H . 2 3 X X - X
23/

Quenched and ' |S-11A 2 3 X - X X
tempered $-11B 2 3 8/ - X - X X
alloy steel

Age hardening |s-11C 2

N
'
]
]
2]
t]

alloy steels

' Aluminum and - |s-21

2 3 - X . - X - -
aluminum bage |S-22 2 -3 - X X - -
alloys - $-25 -2 3 - X X - -

§-26 2 - 2 X X - -
Copper and §-31 2 3 - X X - -
copper base s-32 2 - 2 X X - -
alloys $-33 2 - 2 X X - -

" 18-34 2 3 - X X - -

$-35 2 - 2 X X - -
. S-36A 2 3 - X X - -
S§-36B 2 - 2 X b 4 - -
) S-37A 2 - 2 x X - -
S$-37B 2 - 2 b 4 B ¢ - -
S-38 2 - 2 X . X - -
) S-39 2 3 - X X - -
Nickel and S-42 2 3. - X X - -
nickel base S-43. 2 3 - X X - -
alloys S-44 2 3 - X X - -
Titanium and |[S-S51 2 317/} 2 X X -
titanium §-52 2 317/1 2 X X - -
alloys $-583 2 3 ;_1‘/ 2 X X -
Digsimilar - 2 110/ |2 X X - -
metals
Weld/cladding, | - - 2 2 - X - -
corrosion- :
resisting 11/
22/

See footnotes at end of table.
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TABLE VII. Weldin roéedure alification agsembl est

Iequirements. - Continued S

Destructive testing 1/ Nondestructive testing
2/ 3/ 4/ 5/ 14/ 18/ 1S/ 16/ 18/ 21
Guided |Macro-| Liquid Ultra-

S |Tensileibends 2/| etch | Radio- | pene- {Magnetic| sonic

‘Material number| €/ '8/ - |graphic| trant |particle| 20/
types group 13/ ) g
Hardfacing, | - - - 3 - X -
wear ' :

resisting 12/

"Manua.l tube- - -

- | 87 - - X X . -
to-header ' C
welds 18/ ‘ ‘

1/ The mechanical properties of test weldments for cast materials shall meet
the minimum requirements of the applicable base material specification, except
when the base material is shown, by actual testing, to have lower values. ' In this.

case these lower values may be used to evalus
test results of the weldment, provided:

Te and accept the mechanical property

(a)  The actual tensile properties of the weldment are equal to at least 90
percent of the values in the applicable base material specification.

(b) The bend angle of the test weldment specimen is equal to or greater than
that attained with the base metal test specimen.

2/ Charpy impact tests shall be performed under any of the following conditions: .

i

1w

~

(a) For production welding of 1/2 inch and over in material thickness when .
both the base metal specification and the filler metal specification have

impact requirements (except when the production application is for weld

cladding) . i

For production welding of 1/2-inch material thickness in bimetallic. -

joints where both base metals and the filler metal specificatioms have
impact requirements. : '

{b)

Where qualification was performed on base material without specified
toughness requirements and cross qualification is permitted for materials
having toughness requirements, welding of materiale with toughness
requirements shall be limited to 1/2 inch thickness.

See 4.4.7.1 and 4.4.9.1. -

When required for the testing of specimens taken from thick test assemblies,
the reduced section temsile specimens and the side bend specimens shall be
cut into multiple specimens as permitted by AWS B4.0. :

When Charpy impact tests are required by note 2 above, sets of five impact
specimens shall be prepared from the weld metal, sets of three impact - -
specimens shall be prepared from the heat affected zone (HAZ) of each base
metal and sets of three impact specimens shall be prepared from the
unaffected area of each base metal. Base material and HAZ impact test data
are not required for s-11 (HY-B0/100 or HY-130 or HSLA-80/100 only) or S-1
{MIL-S-22698 only) materials. When more than one set of specimens for the
weld metal is required each set shall represent a different weld depth level
with one set taken from the test assembly midthickness. When double beveled
butt weld test assemblies are employed, weld metal impact specimens shall be
removed from each side of the joint (that is, at least two specimens from
each side). Specimens shall be prepared as specified below:
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Thickness

1/2 to 2 inch inel.

Over 2 to 4 inch incl.

Over 4 inches

$9074-AQ-GIB-010/248

Minimum
sets of specimens
Weld HAZ B.M.

1 1 1l
2 1 b8
3 1 1

Minimuam
no. of specimens
Weld HAZ B.M.

5 3 3
10 3 3
15 3 3

Base metal and HAZ specimens shall be prepared in accordance with figure 24.

&/ Tensile tests shall. be transverse weld tensile specimens {(round. or reduced

section).

For S-11 materials welded to themselves or to each other and S5-51,

S-52, and S-53 base materials welded to themselves or to each other which are

3/4 inch and over in thickness, tensile tests shall include two transverse -

weld tensiles and two all weld tensiles; when double bevel butt weld test
zasemblxes are employed, ocne all weld metal tensile specimen shall be removed
rom

each side.
7/ When
less

side bends are required for a given material and the test t!uckneaa is

than 3/4 inch, two root bends and two face bends may be tested in lieu of
8ide bends.

from

If the procedure is for full penetration pipe butt joints welded

one side without backing rings or preplaced inserts, root bends with the
root

surface in the as welded condition (that is, no machining, grinding,
so forth) are required when the root is welded wzthou: the addition of filler

metal or without internal inert gas purge.
8/ Acceptance astandards shall be as specified in 4. 5.2.6.
8/ Use a 3T bend for S$-11B base material.

10/ See 4.4.3.

and

Liquid penetrant inspection required (aee 4.4.2.1) prior to destructive
testing.

Chemical testing for. corrosion-resistance shall be performed only
2-/ when sgpecified in the applicable fabrication document.
12

Hardness testing is required for hardfacing for wear resistance as specx-

fied in 4.4.2.2.

To perform qual:.f;cat;:.on for root layer deposition and for depos:.t::.ng pre-

viously qualified f£ill procedures on root layers, in accordance with 4.4.1.4,
four macro-etch specimens shall be examined and shall meet the requirements

of 4.5.2.6 in lieu of radiographic, tensile and bend tests.

If the procedure

is for full penetration pipe butt joints welded from one.side without backing
rings or preplaced inserts, root bends with the root surface in the as welded
condition (that is, no machining, grinding, and so forth) are required (in
"addition to the macro-etch specimens) when the root is welded without the
addition of filler metal or without internal inert gas purge.

la/ Dynamic tear testing as specified in ASTM E 604 may be substituted for Charpy
V-notch when the material specification (base or filler) or fabrication

document provides for dynamic tear testing.
Only visual and lm.qu:.d penetrant examination of the weld surface and two

macro-etch apec:.mens in accordance with 4.5.2.6 shall be required where test

s/
16/
nondestructive testing.
11/
bend radius shall be
18/ See 4.4.9.
19/
specified.
20/
in accordance with 4.5.
21/

assembly thickness is 0.058 inch or less.
Visual inspection of all test assemblies shall be performed prior to other

~ Por S-51 and S-52 materlala, bend radius shall be determined in accordance
with AWS B4.0 using minimum base metal elongal:;on.

For S-53 materials, the

Inspect 100 percent ¢of weld when radiographic or ultrasonic uxspec::.on is
Ultrasonic inspection shall be performed on material 1 inch thick and greater

Use of the gas metal arc-short arc process for groove weld qualification of

any material shall require UT inspection of the test assembly in addition to
all other tests and inspections. Where thickness is below that allowed by
MIL-S§TD-271 for normal UT inspection and for S$-8 materials, six transverse
macro-specimens shall be substituted for UT inspection.
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22/ W¥hen weld cladding for corrosion resistance with A-45 weld filler material, .
quantitative chemical testing shall be required for the following elements -
with specified acceptance values for procedure qualification. Removal of
material for testing shall be as specified in figure 4a.

Weld deposit chemistry

element percent
o : (.42 max
*Pe . Kk more than 103% of fiiler

. chemigtry.+*+
'Si (A-45A) 0.20 max - i
Si (A-45B) 0.08 max '

*Cr , At least 97% of actual filler
‘ chemistry.*+ ]
*Mo . . ‘At.least 97% of actual filler

chemistry.** -
w ) 2.90 min

Filler metal chemistry verification to be supplied with weld procedure
qualification. : .

Weld procedures developed for clad welding Nickel-Molybdenum-Chromium Alloy to

Ferrous base materials (such as HY-100) which exceed the dilution requirements
for Ni, Mo or Cr may be approved by NAVSEA or its authorized government agent
on a case basis. .

*e

Chemical analysis shall be made by using the wet chemical method per ASTM
E354, or spectrochemical method per ASTM E172. 1In case of a dispute, the wet
chemical analysis method shall be the referee method. .

.23/ 1In addition to the tests specified in this table, weld procedure :

‘ qualification tests shall include a microsection of representative weld metal
to be examined for ferrite content which shall be in the range of 25-60%.
This microsection shall be taken as close as practical to the top.centerline
of the test weld. An additional transverse microsection shall also be |
examined for the presence of sigma phase in the weld metal and the base metal
heat affected zone, the proportion of which is. to be reported for )

. information. These welds may be used for the qualification of magnetic or

, eddy current instruments which may then be used for the determination of
production weld ferrite content. .
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TABLE VIII. Grouping of filler metals and process combinations for welder
or welding operator (performance qualification). 1/
Category for which tests
Category j/ Filler metal _group _g/ qualify welder 3/
Shielded metal arc ‘
1 A-5A ) 1 through 3
"2 A-2A, 3A, 4A, 6A, 7A1, A2 2 and 3
3 "A-1A . . 3 .
4 A-8A, A-437A, A-9A 4
5 A-34A, 41R, 42A, 43A, 45A 5
Category 2/ Filler metal group '_5_/' 1 Gas metal-arc Gas tungsten-
: - &/ arc, plasma-
arc &/
1 A-SB 1 through 2 1 thréugh 2
2 A-1B, 2B, 3B, 6B, 7B 2 2
3 A-8B, 'A-43B, A-7B-2, A-9B 3 3
4 A-34B, 41B, 42B, 43B, 45B . 4 4
S A-31B, 32B, 33B, 3SB, 36B, 37B 5 5
6 4/ A-21B, 22B, 23B, 24B ' ‘6 - 6
7 A-51B, A-53B 7 7
Category 2/ .Piller metal group 5/ Submerged-arc 6/
b A-5C 1 through 4
2 A-2C, A-3C 1 through 4
3 A-8B . 1 through 4
4 A-34B, A-41B, A-42B, A-43B 1 through 4
s A~-TB-2 . 1 and §
Category 2/ Filler metal group S/ Flux-cored-arc 6/
1 A-5D 1 and 2 '
2 A-2D 1 and 2

ke K

wi

For hard surfacing, a welder qualified on test number 9 with any hard

surfacing filler metal is qualified to hard surface using
within the limit of the welding process used for qualification.

See 5.2.5.

any filler metal

Welder and welding operator qualification within the filler metal cate-
' gories shown in table VIII may be applied for welding similar, as well as

dissimilar base metal combinations with
On S$-21 through S$-26 base material.
See table 1I. :

For autcmatic machine welding a welding operator qualified to weld with one

qualified weld_ing procedures.

qualified procedure is also qualified to weld in accordance with other
qualified procedures, using the same welding process and equipment.
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TABLE IX. Performance gqualification - position limitations. 1/ 5/ 8/ 8/
—=-"OfTaHce gqualltication - position jaimatations. 1/ 5/ 8/ 3/

Pogition and type weld qualified
: 1/ 4/ 6/ 2/ 8/
Qualification test '
: Groove : Fillet
: Plate and pipe . Plaze
Weld Position over 24 inches 0D Pipe and ugp:
Plate - groove 3/ 16 F F 2/ F,H 2/
' ' 26 F.H F 2/ F,H 2/
3G F,V F 2/ F.B,V 2/ .
4G " F,0 172/ F,H,O0 2/
3G and 4G F.v,0 F 2/ All 2/
2G, 3G, and 4G A1l F %/ All 2/
Plate - fillet 1F . .. F 2/
2F F,H 2/
3F - .. F,H,V 2/
- 4F .. . F,H,0 2/
3F and 4F . . All 2/ -
Pipe - groove 3/ 16 F » F F
2G F,H F,H F,H
5G F,V,0 F,V,0 All
" 66 All All All-
2G and SG All All All
Pipe - fillet 1F . . F
2F . .o F,H
2FR cee . F,H
4F . .. F,H,0
SF .ea cee F,V
SF, 4F All

following are weld

F = Flat

H = Horizontal

V = Vertical
. O = Overhead

2/ Pipe 2-7/8 inch od an
structural pipe but not socket welds. . _
Including weld surfacing. - ,
Including seal welds as .allowed by 5.3.5.2. , _

In special cases when production welding is to be dome in a particula.

fur i jw
N

d over. Plate fillet welds’

Test poaitions for qualification welding are -is shown on figure 1. The
positions qualified, and are as defined in AWS A3.0.

qualify fillet welds in

orientation intermediate to those shown on figure 1, the welder
qualification may, if the organization desires, be made in an intermediate
position with the limitation that the qualification shall be valid for the .
actual position tested with an angle tolerance of plus 15 degrees in incline

BT

Internal tube-to-header we
each posgition to be .welded. . . . i
The plasma-arc process, using the keyhole technigque, must be qualified for
each position of welding to be used in preoduction.
When qualifying for welding in the vertical plane in either plate or

to 0 degrees on the flat or horizontal axis.
Tube-to-tubesheet welds shall be qualified in each position to be welded.
1ds in boiler components shall be qualified in.

horizontal fixed-pipe, welding shall be in the up direction.

vertical down shall require a separate qualification test {see 4.7.6 and
4.8) except that automatic or machine, 5G position pirz gualification

employing 360 degree uninte
for the passes involved.

Original
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TABLE X. Performance lification test'iimitationa. 2/ 12/
Form of base Thickness of base. , Required qualification
material qualified material to be qualified test assembly
Plate : ' N ' o
Castings, forgings 0.058 inch and greater )/ | Test no. 1 or 2 8/
and shapes B _ _ (figure 12 or 14)
Pipe 2/ 3/ 4/ 5/ &/ 0.058 inch to:.2T 1/ Test no. 3 or 5 9/
. 13/ 14/ . {figure 15 or 22)
0.058 inch énd gréater Test no. 4 or 6 9/
: . | (figure 1S or 22)
Pipe or plate 12/ | A1l thicknesses ‘Test no. 8 8/
' ' - (figure 16 for tack
and fillet welds)
Pipe or plate ~ . ] All thicknesgses Test no. 9 (figure 17
. : i 5 : for weld surfacing
only) :
Pipe or plate 10/ - | See footnote 11/ ‘Test no. 10 (figure 26)
1/

. Performance qualification for thicknesses under 0.058 inch may be

accomplished by welding a thinner test piece similar to test number 1, 3 or
5, as applicable, using a qualified thickness range of T to 2T where T is
the test plate thickmess. Also, performance qualification can be

accomplished on thicknesses 0.058 inch or greater but less than the
specified qualification test assembly thickness and the qualification range
will be 0.058 inch to 2T. :

Welders qualified to either test numbers 3, 4 or the fill portions of test
number S, 6 or 10 shall be considered qualified to weld (with the process
employed) all types of pipe joints except for (1) the root, or root plus one
layer in preplaced filler metal insert root butt joints, (2) £full
penetration -joints welded from one side with no backing ring or preplaced
insert, and (3) joints requiring separate qualifications by 5.3.5 and 5.3.6.

A welder or welding operator may perform only part of the preplace filler
metal insert or other root performance qualification test, that is, just the

.root, root plus one layer or subsequent layers, but he shall be qualified -

only for that part of the insert joint he actually made during qualification
testing. Qualifications for welding the root omly or root plus one layer

~are not subject to the thickness limitations of this table.

Qualification test numbers 3 or 4 will qualify for rocot conmections,
fillets, bosses, and partial penetration welds except for (1) the insert
root or insert root plus one layer of preplaced filler metal insert root
butt joints, (2) all full penetration joints welded from one side with no
backing ring or preplaced insert and (3) joints requiring separate
qualification by 5.3.5 and 5.3.6.

Qualification test numbers 5 or 6, that is, insert root and £ill portiocms,
will qualify for use of the processes employed for all joint types, except
for full penetration joints welded from one side with no backing ring or
preplaced insert and the welds addressed by 5.3.5 and 5.3.6.

Qualification on a pipe test shall qualify the same thickness for plate
welding. -

Qualified welders are also qualified as tack and fillet welders.

Welders qualified on test number 8 are qualified as tack and fillet welders
{see table IX note 2 for structural pipe size limit).

For full penetration butt joints welded from one side with no backing or

preplaced insert, the weld joint design used for performance qualification
shall be that used for procedure qualification.
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Performance qualification test, no. 10 plasma-arc welding, keyhole
technique, will qualify other processes used for the remainder of the weld
for all joint types, except for full penetration butt joints, welded from
one side with a root gap and no backing ring or with a preplaced insert.
Qualification with joint-A, figure 26,.qualifies plasma-arc, keyhole tech-
nique welds.on plate up to 1/4 inch thickness for square butt joints and up
to 3/16 inch land for groove welds. Maximum plate thickness qualified with
joint-B will depend c:: sccessibility of plasma arc torch into weld _groove.
Weld groove can be moc:fied to use a compound angle to peTuit  plasma-arce
welding in plate thicknesses greater than 3/4 inch. : '

Fillet welders are not qualified for socket welds. Tack welders and fillet
welders are qualified for tack welding socket welds on pipe with nominal
thickness 3/16-inch and above. For required test assemblies, see 5.3.5 for
tube-to-tubesheet welds, seal welds, and socket welds and S.3.6 for internal.
tube-to-header welds for boiler components. The minimum thickness qualified
shall be 20 percent below the nominal pipe wall thickness welded for socket
and fillet type seal welds performed with manual and seémiautomatic processes
on pipe with nominal wall thickness in the range of 0.058 to less than
3/16-inch; for thickness below 0.058-inch, the minimum qualified thickness
is ‘the nominal thickness welded. There is no maximum thickness limit for
socket and fillet seal welds in pipe.

Por gas tungsten arc welding qualification using 1 inch NPS sSch 8o,
consumable insert assembly qualifies for all thicknesses 0.058 inch and
greater. :

For automatic and machine weiding qualification in either thickness range
‘qualifies for thicknesses 0.058 inch and.greater. :
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TABLE XI. P rmance qualification test e ion requirementsg.

Test assembly Bvaluation requirements X/ 2/ 3/ &4/ 5/ 6/
e T — A AL

Test no. 1 or 2A or 2B (figures 12

a8t e, Radiégraphy or bend tests 9/
Test no. 3 or 3B (figuie 15 or 13) Radiography or bend tests 17/ 9/
Test no. 4 (figure 15) Radiography or bend tests 7/ 3/ .
Test no. (figure 22)1 |

s
Test no. 6 (figure 22)
Test no. 8 (figure 16)
Test no. 10 (figure 26)

Automatic/machine pipe aésembly

Aﬁtcmatic/machine platevéaaembly

" | Manual tube-to-header weld 8/
(figure 25) '

Weld éurfacing tés: no. 9
(figure 17) - :

| Special weld .

Pipe socket welds '
tube-to-tubesheet welds, seal welds

Radiography 1/ 8/

Radiography 1/ 8/

Break test

Radiography or bend tests 7/ 9/

(a) Butt: radiography 1/ 3/

(b) Fillets: PT and two macro-
- etch specimeng

Radiography 9/

Dye penetrant or magnetic particle and
macro-etch examinations :

Macro-etch examination and dye penetrant

As proposed in procedure gualificatiom
submittal 9/ :

See 5.3.5

Visual evaluation shall be made on each test asgembly. PFor titanium and
titanium alloy welds see 5.4.1.1. :

Ultrasonic inspection, when performed'and evaluated in accordance with MIL-
STD-2035 for welds in plate and MIL-STD-271 for welds in pipe, may be

substituted for radiographic inspection. Class I acceptance standards from
MIL-STD-2035 ghall be used. '

See 5.2.5. :

Radiography of pipe shall be 360 degrees. Radiography of plates shall be
the entire length, except that 1 inch on each end of the weld will not be-
evaluated. Acceptance criteria shall be in accordance with MIL-STD-2035,
class 1. :

Use of the gas metal arc-short arc process for groove weld gqualification of .
any material ghall require UT inspection of the test assembly in addition
to all other tests and inspections. Where thickness is below that allowed
by MIL-STD-271 for normal UT inspection and for S-8 materials, six )
transverse macro-specimens shall be substituted for UT inspection.

When the qualification test consists of root layer only or root Plus one
layer, four macro-etch specimens shall be evaluated to the requirements of
4.5.2.6 in lieu of radiography or bend tests. When joint is welded without
addition of filler metal or without internal purge, root bends as described
in note 7 are also required. . :

When the qualification is for joints welded from one side without backing
rings or preplaced inserts, root bends with the root surface in the as -
welded condition (no machining, grinding, and so forth) are required when
the root is welded without the addition of filler metal or without internal
inert gas purge.
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See 5.3.6.

For welds in S-51, S-52 and S§-53 materials:

a) Bend tests ahall be used in lieu of radiography except that both bend
tests and radiography are required for test no. 5 and 6 and for Jouu;s
welded from one side with no backing or consumable insert.

b) Two macroetch specimens separated by 950 degrees for p:.pe or 2 .inches for .
blade are required for all Jo:.nt types.
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TABLE XII. Material combinations and brazing alloy requirements. 4/

o ‘Material (P-no.)

Material - "

(P-no. ) P-101 P-102 P-107 P-108 P-110 P-111

_2/ 3/ 2/ Y 2/ Y,

P-101 2/ F-101 F-202 - | P-101 F-101 F-101 F-101

P-102 3/ F-102 F-102 P-102 P-102 F-102 P-102

P-107 2/ P-101 ‘F-102 F-101 or | F-101 or F-101 F-101
- . s F-103 F-103 :

P-108 1/ F-101 F-102 F-101 or | F-101 or ‘F-101 F-101

. F-103 F-103
P-110 2/ F-101 F-102 | F-1m F-101 P-101 F-101
P-111 _3_/ F-101 Ff102 » F-101 F-101 F-101 F-101
1/ Aluminum bronze materials re

specified in O-F-499,

equivalent).

metals joined is stainless steel.
4/ F-103 brazing alloys shall not be used on ferrous

or stainless steel.
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Flux shall conform to type A or B or equivalent of O-F-499.
3/ Grade V alloy shall be used for any brazed joint where one or both of the

alloys, nickel base alloys

quire special aluminum bronze brazing flux as
type A (Handy and Harman Special Flux Type A-1 or




TABLE XIII.

Grouping of base materlals for bra21ng procedure and performance

gggggflcat;gn

Group : Specificatiéns Type of material

P-101 Ferrous alloys with chromium content .ess .3an .30 percent
MIL-S-24093 Carbon steel
MIL-P-24691/1 Carbon steel
MIL-S-22698 Carbon steel
WW-P-404 Carbon steel

P-102 Perrous alloys with chromium content 0.90 percent or greater
ASTM A240 Type 304, 316, 321, and. 347
MIL-P-24691/3 Type 304, 316, 321 and 347
MIL-S-23195 Type 304 and 347 _
MIL-T-23226 Type 304 and 347
QQ-5-763 Class 304, 316, 321 and 347
QQ-5-766 Class 304, 316, 321 and 347

P-107

‘Copper alleys with alumlnum ‘content less than 0.50 percent

MIL-T-16420

MIL-T-20168

MIL-T-20219 ' ‘
MIL-T-~-24107

QQ-B-626

QQ-B-637

QQ-B-€39

QQ-B-728 (class A) |
0Q-B-750 (comp. A and D)
MIL~-T-24107

WW-T-799

ASTM Blé Brass, C36000
ASTM B21- Raval brass, C46200, C46400,
: C48200, and C48S00
ASTM 836 - Brass, C23000, C24000, C26000,
C26800, €27200, and C28000
ASTM B43 : Red brass
ASTM Bss8 ' Copper
AST™M B121 ‘ Leaded brass, C35300 .
ASTM Bl24 Naval brass, C46400, C48200, -
' . and C48500
 ASTM B138 Manganese bronze, C67500
ASTM B139 Phosphor bronze, €51000, and
1 €52400 .
ASTM B282 . Naval brass, C46400, C48200,
' and C48500
MIL-T-15005 Copper nickel
MIL-C-15726

Copper nickel
Coppexr nickel
Brass

Brass

Copper

Brass

Naval. brass
Naval brass
Manganese bronze
Phosphor bronze
Copper

Copper

Tin bronze

QQ-C 390 {alloys 903 and 922)

See footnote at end of table.
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TABLE XIII Grouping of base materials for brazing procedure and E'erfo'rmance
qualification. 1/ - Continued

Group Specifications Type of material

P-108 Copper alloys with aluminum content 0.50 percent or greater
ASTM B124 . Copper aluminum alloy C63000

' and C64200
ASTM Bi3sg . . Manganese bronze, C67000
ASTM B150 : Copper aluminum alloys C60600,
. C61400, C63000, and C64200
ASTM B169 ' Copper aluminum alloy C61400
ASTM B283 o Copper aluminum alloys C63000
' . ’ and C64200
Q-C-390 ' . “ { Aluminum bronze
MIL-B-24480 Nickel aluminum bronze
MIL-B-21230 . - | Nickel aluminum bronze
MIL-C-15345 C -Aluminum bronze '
QQ-C-450 Copper aluminum alloy
QQ-B-728 (class B) Manganese bronze
QQ-C-4€5 , Copper aluminum alloys 606,
a ' 614, 630, and 642

P-110 Nickel alloys with chromium content less than 1 percent
A494 .} Nickel copper, comp. M-30C
MIL-T-1368 = Nickel copper -
MIL-N-17163 Nickel copper
MIL-T-23520 Nickel copper
MIL-C-24723 : Nickel copper, comp. M-30C
0Q-N~-281 Nickel copper
QQ-N-288 (comps. A and E) Nickel copper

P-111 Nickel alloys with chromium content 1 percent or greater-
MIL-B-15382 : Nickel chromium iron
MIL-T-23227 Nickel chromium iron
MIL-N-23228 , Nickel chromium iron
MIL-N-23229 C Nickel chromium iron
MIL-N-24114 Nickel chromium iron

1/ For purposes of qualificaticnm, alloys classified under identical ASME

P-numbers or alloys having similar chemical compositions may be :.ncluded :.n the
categories listed above when approved.
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TABLE XIV. Groug:ings of brazing alloys for p_' rocedure and

performance Elification .1/ ;

Group Specification Alloy classification AWS classification
F-101 QQ-B-654 . Grade IV’ .  BAg-la
. " Grade VII . BAg-1
F-102 QQ-B-654 : Grade I " " BAg-5.
Grade IX ‘
" Grade V " BAg-3 -
Grade VIIX i nng-z
F-103 | OQ-B-654 Grade III ~ BCuP-5
AWS AS.8 ' FS B CuP-2 . BCuP-2
. . FS B CuP-3 BCuP-3
'FS B CuP-4 v - BCuP-4

1/ 1f brazing alloﬁ of similar chemistry and mechanical properties not listed .

under a F-number group are to be used, they may be considered as a group
.upon approval. o

TABLE XV. ZIype and number of test specimens required and range of
) thickneas gqualified {(brazing procedure cualification).

Thickness t, of test _ Over 3/8

sample as brazed. (in) t to 3/8 to 3/4 Over 3/4
Range of thickness of materials 1/2t to 2t | 3/8 to 2t 3/4 to 2t
qualified by test, inches. . - -

and number of  teats required ‘|
Reduced section tension . 2 2 . -2
Peel 1/ ' Lo 2 T2 ‘ 2
;l.;/ Ultrasonic testing may be used in lieu of peel testing.
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TABLE XVI. Axial load and torque values for procedure qualification. 1/ 2/
Carbon steel
Stud UNC, NC class 2R _ UNF, NF class 2A
size Minor Axial Torque Minor - Axial . Torque
dia. loaq,1bs in-1lbs dia. load, 1lbs in-1lbs
10 0.1379 745 15 0.1508 89S 20
1/4 0.1876 1380 39 0.2052 1655. S1
5/16 0.2431 2320 as 0.2603 2660 104
3/8 - 0.2970 3465 154 0.3228 4050 190
7/16 0.3485 4770 249 . 0.3749 5520 310 _
1/2 0.404) 6410 389 0.4374 7518 493
5/8 0.5119 10298 790 0.5554 121185 1009
3/4 0.6255 15365 1442 - 0.6718 17725 _1786
7/8 0.7368 21320 2356 0.7858 24250 - 2B58
1 0.8446 28020 3550 0.8960 31525 4237
1-1/8 0.9475 35255 5011 1.0210 40935 6269
1-1/4 1.072S 45178 1268 1.1460 51570 - 8BES
Corrosion-resistant steel
stud UNC, NC class 2A UNF, NF class 2A
size Minor Axial Torque Minor Axial | Torque
dia. load, 1bs in-1lbg dia. load, 1lbs in-1bs
10 0.1379. 1192 25 - 0.1508 1432 32
1/4 : 0.1876 2208 62 0.2052 2648 82
.5/16 0.2431 3712 135 0.2603 4256 166
3/8 0.2970 5544 247 0.3228 6544 316
7/16 0.348S 7632 399 0.3749 8832 496
1/2 0.4041 10256 622 0.4374 12024 - 789
5/8 0.5119 16464 1264 0.5554 19384 1615
3/4 0.6255 24584 2307 0.6718 28360 2858
7/8 0.7368 34112 3770 0.7858 38800 4573
1 0.8446 44832 5680 0.8960 50440 6779
Aluminum (5000 series) ‘
UNRC, NC class 2A UNF, NF class 2A
Stud . -
gize Minor Axial - Torque Minor Axial Torque
dia. load, 1lbs in-1bs dia. load, lbs in-1lbs
10 "0.1379 522 1l 0.1508 . 627 14
| 1/4 0.1876 966 27 0.2052 1159 36
5/16 0.2431 1624 59 0.2603 1862 73
3/8 0.2970 2426 108 0.3228 2863 139
7/16 0.348S 3339 178 0.3749 3864 217
11/2 0.4041 4487 272 0.4374 5261 345
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TABLE XVI. Axial load and torque values for procedure gualifieation. 1/ 2/ '
: - Continued A , '
Titanium alloy
stud UNC, NC Class 2A
size Minor Axial | Torque
dia. load, 1bs | in-1lbs
1/4 0.1876 - 3317 93
3/8 . . .2970 8314 ' 370
i ‘1/2 ] -4041 ' 15390 93.3’

1/ Torque calculated usingAst'ud'minor diameter (root of threads)
. and following tensile strengths: - '

Carbon steel 50,000 1b/in?
CRES 80,000 1b/in?
Aluminum 35,000 1b/in?
Titanium alloy 120,000 1lb/in?

Use of studs having minimum diameters other than those listed or of
materials not in the table will require calculation of minimum required
axial and torque loads based on the actual stud diameter and minimum
required tensile strength for the stud and stud material involved in

accordance with the equations below. Such calculations shall be submitted
with the procedure qualification data. ' .

Axial load (Pounds) D2x 7 x TS

. 4 . : .
Torque (inch-pounds) = Axial load x D x k
~ where: , )
D = Stud minor diameter (inches) : L :
' TS = Tensile strength as specified in the applicable stud or
material specification (pounds per square inch).- :
k = Lubrication factor. To ensure the weld is loaded primarily
in tension, the threads of the stud shall be lubricated with

molybdenum disulfide, graphite base or comparable lubricant in’
which case k = 0.15. ‘ '

For information, the following tensile strength values ;hay be used.

BY 80 95,000 psi
HY 100 115,000 psi

2/ 1f austenitic corrosion resistant steel studs are welded to carbon steel

_plate, the torque values for carbon steel studs may be used.
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@w:. ) 26 ' {c) 36
' GROOVE WELDS IN PLATE — TEST POSITIONS

(o) 16 (Rotated) - © 5
®) 26
v .
45 deg. 28deg.
—H
{d) oG

cnowewapsmplps-msrposmous’

Ade of weld

Throat of weid ﬁgm . é{f
45 . .
. : c - .

(o) IF , ®) 2F 'ww @ &+

FILLET WELDS IN PLATE-TEST POSIMONS

. SH 13203109 ,
FIGURE 1. Positions of welding.
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8w

bt

_' rJ -

@ 1F(Rotatsd) . B 2F . (c) 2FR (Rotated)
L

@ () 5

_sn. 13203109 ‘ _ ‘ ' , .
FILLET WELDS IN PIPE — TEST POSITIONS

NOTE: Rotation of the weld face plus or minus 15 degrees about the axis of
the weld from the orientation shown does not change the classification
of the welding position.

FIGURE 1. Positions of welding. - Continued -
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Reduced
Section tensile | Y
~_Side bend ' ' _
Charpy impact S/
All
id
| | tensile &/
~_Charpy impact : : L4
Side bend :
All
weld
tensile 4/
Charpy impact 5/
.Stde bend ‘
Reduced - .
Section tensile Y
Discard |

SH 9310

Joint design (see 4.4.1.3).
Test assembly material (gee 4.4.1.1).
Test assembly size (gee 4.4.1.2).

Tensile specimen requirements are specified in footnote 6 of table VII.
When HAZ toughness testing is required a straight wall joint design is
preferred. Material for specimens shall be removed as indicated.

See figure 24 for preparation of HAZ Charpy impact specimens.

"FIGURE 2. Typical welding procedure qualification test plate and recommendead
locations for removal of t .

=2katlong Tor rem est specimens,
-

W&WNHE
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45 REDUCED—SECTION TENSION

BEND

REDUCED—SECTION
TENSION

SUGGESTED ORDER OF REMOVAL OF
TRANSVERSE TEST SPECIMENS FROM WELDED PIPE

SH 9311 -

NOTES : ’

1. Diameter (D) (see 4.4.1.2).

2. Joint design (see 4.4.1.3). .

3 Test assembly mat.et:.al (see 4.4.1.1).

FIGURE ‘3.' Typical welding grocedure cqualification pix tegt aasemblxy.
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o o T
. ‘. SDEBEND ] & MN
OF WELD ' '
~ PROGRESSION iﬁ MACRO *< ¢
) MACRO
( S
€ MIN 1/Z APPROX.
S A v . |  Two LAYERS
__BASE METAL 3/&£ MIN-
SH 9312
NOTES:

1.  The surface of the weld cladding
inspected as re

"and side bends.

Macro-examination and side bending shall be in accordance with table

VII and 4.4.2.1.

3. For manual GTAW,
layers thick.

shall be machined and liquid penetrant
quired-in 4.4.2.1 prior to removal of macro specimens

2.
clad weld,' area may be reduced to 2 by 3 inches by two'

FIGURE 4. Test assembly for procedure qualification cladding for

corrosion-resistance except for circumferential welding
applications on shafting. - ’
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L __Magro , ]
~ Hide Bend
. € min
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Progressicn I 1 |€ ==
L Macro J
_ ] -1

FIGURE 4a. Test aésemblx for procedure qualification - -
: A-45 cladding for & osion-resigtance _
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" Notes to figure 4a:

1.

b’rhe depth from which thé samp

Total cladding thickness should be approximately equal to the unmachined
thickness to be deposited in production with adequate allowance to
permit machining the entire weld surface while maintaining required
minimum thickness. The number of weld layers at the minimum thickness

used for qualification (see note 6) shall equal the minimum number of
layers to be used in production. -

‘Thickness (T) is the nominal base plate thickness.

For production base
metal thicknesses: ‘ '

(a) 1 inch and greater:

T= any thickness
(b) Legs than 1 inch:

T= the minimum thickness to be
welded in production.

The surface of the weld cladding shall be machined. The weld cladding
shall then be visual (VT) and liquid penetrant (PT) inspected as

required in 4.4.2.1 prior to removal of macro specimens and side bends.
3/16 inch minimum cladding thickness is required for destructive tests.

Macro-examnination and side bending shall be in accordance with table
VII and 4.4.2.1. Submit macro-etch specimens (or photo macrographs of

these specimens) along with other procedure qualification test data for
approval. : .

For manual GTAW, clad weld areas may be reduced to 2" x 3".

From a suitable portion of the test assembly, machine the weld clad
material down to the minimum clad thickness to be allowed for production
and test the resultant cladding surface for material chemistry. Any
distortion in the test assembly shall not increase the machined clad

thickness for this test. The thickness shown is the minimum production
weld cladding thickness qualified. .

Report this thickness, the number of weld iayers at this thickness, and

chemistry results along with other qualification test data. 1I1f
necessary, etching shall be employed to discern the weld layer from
which chemistry is obtained. :

, le is taken shall be limited to the top
0.020 inch of weld cladding. .

105 Original



§9074-AQ~GIB-010/248

ba— 1/4 MIN AND COMPRISED OF NOT LESS THAN 2 LAYERS
: |
0— - .
! ! D = MIN DIA. TO BE
! | CLAD IN PRODUCTION
| | OR 17 WHICHEVER
= } IS SMALLER'
9. O: T
™) g_ € MIN
o w ~ -l-
(=1 .
m .
i |1 . .
I |
i o
SH 13203113 ! el
T —{ 1 uN
NOTES
1.

"rhe surface of the cladding shall be machined and liquid-penetrant

inspected as required in 4.4.2.1 prior to removal of macro specimens
and side bends.

Macro-examination and side bending shall be in accordance with table
VII and 4.4.2.1.

3. Por clad welding with A-45 materials

2.

, all requirements of figure 4a
shall be met. . : :
FIGURE 5. Test assembly for procedure cqualification of cladding

for circumferential welding of shafting.
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M " M 1
2 2 Q 1* MIN
g § , g 4 l z ufu ‘
L4_—— & MIN
_ ' ‘ 5 MIN | '
- HARDFACING — : [1/8' ﬂcum
METAL s ' ' 2 | o
il ' V' s/ un

t

SH 9313

1. Macro-specimen shall be made after other testing is completed.
Hardness testing shall require at least 5 random readings (averaged).
‘Testing requirements shall be as specified in table VII and 4.4.2.2.
4. The surface of the hardfacing shall be machined and liquid penetrant
inspected as required in 4.4.2.2. :

FIGURE 6. Procedure gualification test plate for hardfacing.
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_ 10" MIN.
DISCARD
;17 MIN. .j |
REDUCED SECTION TENSILE SPECIMEN ,
B e — 1~ MACRO-ETCH
>y L UL R . SPECIMEN
M |
6" MIN. - 14 MIN.
‘l{ I LONGITUDINAL
L — 'BEND SPECIMEN
T . . \ (see 4.4.3)
PR | T~ MACRO-ETCH
X o ~ SPECIMEN
REDUCED SECTION| || |[TENSILE SPECIMEN -
L1 MmN, |
[ DISCARD

C NN, . .
< ..i Hum._rkou '

< "4 TOE OF WELD |
N\ "o
ﬁ'&cxme BAR b

“—"CUT LINES’—-FOR LONGITUDINAL
BEND SPECIMEN '

SH 9314

FIGURE 7. ical location of test specimens from dissimilar metal
' welded test plate. : '
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T = Maximum thickness to be

used in

production or

3/8" inch, whichever is

leaser

S = Maximum size single pass

fillet to

be used in

production

SH 13203116

NOTES:
1.

2. 'Test assembly may be cut

Positions qualified shall be in accordance with table IV.

into shorter lengths after welding to
facilitate testing. )

FIGURE 8. Test assembly for welding bare surfaces.
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/2

1

ot~ T

1T

3°MIN.

1

SH 9315

T

— C ]
1MIN. —= TIL 4"M1N.--|

MAXIMUM THICKNESS TO BE -
USED IN PRODUCTION, OR 3/8
INCH, WHICHEVER IS THE

LESSER.

MAXIMUM SIZE SINGLE PASS

FILLET TO BE USED IN
PRODUCTION. e

1. Plating shall be either ordinary or higher strength steel as specified-

in MIL-S-22698 which qualifies the procedure for use on these materials.

2. Plating shall be
in production.

3. Plate shall be welded in the horizontal position and shall qualify for all

positions.

primer-coated to maximum thickness which will be applied

-Remove first side weld by goﬁging or mechanical means and fracture second
side weld. Test agsembly may be cut into s

horter lengths after welding
to facilitate fracturing for examination. .

FIGURE 9. Test agsembly for welding over primer-coated gurfaces.
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FIGURE 10. .Stud testing apparatus.
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‘DATE:

WELDING PROCEDURE QUALIFICATION DATA :

PLATE PIPE CASTING OTHER
: - NOTE: SPECIFY OTHER :
BASE MAPL: 4 : FILLER METAL: (1) GOVT SPEC.
OR CLASS {2) MIL-TYPE
ICRNESS (3) DIAMETER

NO. (S-NO (MAX SIZES TO BE.
USED IN PRODUCTION)
/ DESIGN: . _____ (REF. NO. OR SKETCH)
PREPARATION:

——r <8 —

(POR INFO ONLY)
. “WELDING CURRENT
GE: RANGE:
: (SEE NOTE 1]
FLUX: (1) GOVT SPEC.
TORCH GAS: ! (2) MIL-TYPE
TORCH TIP SIZE (OXY-FUEL) 3 » 3) SIZE
CUP SIZE: -
' SHIELDING GAS: (1) COMPOSITION:
' {2) FLOW RATE
PURGE GAS: (1) COMPOSITION
{2) FLOW RATE RANGE
MINIMOM PREHEAT TEMPERATURE:
POST-WELD HEAT TREATMENT/TEMPERATURE:
WELDER/WELDING OPERATOR: __
 NONDESTRUCTIVE TEST RESULTS
APPLICABLE ACCEPTANCE STANDARD

M.T.
P.T.
M.T.

U.T.
VISUAL ' A

«CHARPY IMPACT TEST SHALL BE PERFORMED
TARLE VII, FOOTNOTE 2

TEST APPROVED BY: ___ ' . | AT LABORATORY:
DATE OF CERTIFICATION: . VERIFIED BY:

APPROVED BY: :
- (AUTHORIZED. REP
NOTES : . , . - o
i. 1In processes where amperage controls, arc voltages will be recorded for -
information only; and where voitage controls, amperage will be recorded
for information only. '

2. Any of the above items not applicable should be so indicated by "N/A".

FIGURE 11. Sample for reporting qualification data.
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t
DISCARD | —F
: L[
|Face BeND | 17
oiscaro | | | e
\ 1T L [
ROOT BEND | |
DISCARD 1

'-—-1

e e, ——

§EE' NOTE" 4-_L ' G&7

/— ] ""F=SEE NOTE |
SH 9322 o EMIN. --”-- LO'TO t
NOTES : i
1. Performance qualification assembly thickness and thickneas range quali-
fied shall be as follows:
Test Test assémbly ' Thickness range
no. thickness (T) qualified to weld
2A Max thickness to be 1/16 inch to "T*
welded in production
2B _3/8 inch 1/16 .inch to unlimited

Weld shall be made with t:he maximum size welding rod suitable for position.
of test plate.

Joint shall be welded from one gide only and Joints welded in the vertical
position shall be welded upwards.

Plates shall not be more than 5 degrees out of parallel after welding.
Reinforcement shall be removed flush prior to destructive testing. Undex-

- cutting shall not be removed.

No repair weld:.ng from the root side shall -
be permitted.

Two guided-bend test specimens shall be removed from the test plate if
nondestructive testing is not employed.

Bend specimens may be machined or oxygen-cut from the plate

.Edges of bend specimens shall be broken to a radius of T/6 t'naximum.

FIGURE 12. Performance qualification test nos. 2A and 2B for fuel
. gas welding (plate).
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ZMIN: NOMINAL WALL

"

r
=0

oYy

SH 9323
Qualification range limitation: 1/16 inch to 3/16 inch pipe wall

NOTES: - :

1. The joint design of an applicable, qualified welding procedure
shall be employed. . o

2. Space restrictions may be omitted when welders are to weld piping .
without space restriction (see figure 21). This limitation shall -
be entered in the qualification records. ‘e

3. The weld shall be made with the maximum size welding rod suitable
for the position and thickneas of the- test assembly. ,

4. Mark pipe to ensure correct location of specimens or orientation for:
radiography. '

5. Weld reinforcement and backing ring, when used, may be removed prior
to destructive testing. Undercutting shall not be removed. Whel:l ;
nondestructive testing is not employed for qualification evaluation,
bend testing’shall be conducted as follows:

(a) BHorizontal-fixed position pipe. S
(1) Face bends from the 45 degree and 225 degree positions
- (see figure 21). C S
(2) Root bends from the 135 degree and 315 degree positions
: (see figure 21). - '.
(b) Vertical-fixed position pipe. ' . Co
(1) Face bend from the 225 degree position (see figure 21).

" (2) Root bend from the 135 degree position (see figure 21).

6. Minimum nominal wall thickness is used to indicate that. the dimension
is the minimum thickness based on the minimum pipe wall thickness
allowed by the material specification. For example, 3/16 inch minimum
nominal wall thickness would allow the use of any pipe wall considered .
3/16 inch nominal even if the actual measured thickness was less than
0.187 inch, but in considering the 2T maximum of the qualified thick-
nesg range, the welder would be qualified to 3/8 inch nominal pipe
wall. ) ' .

FIGURE 13. . a i egt no,’ u 8
welding (pipe). . . Lo
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BN | L ELur/z'
BIE | | & MIN
| |
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U roud
——& MN—] |
45 % 5°
NOTE 2= | /K\EI :ﬂsnufi-
| —— T= NOMINAL
| e fae ’—5/32_»‘4]"_ R GREATER,
SH 9324 | ' '
‘ NOTES: .

1. Weld shall be made with a maximum siz
suitable for position of test plate.

2. Plates shall not be more than 5 degrees out of ‘parallel after ﬁeiding. .
3. Weld reinforcement and backing

Strip may be removed flush prior to.
destructive testing. Undercutting shall not be removed. No repair
welding shall be permitted on the backing strip side.

Two guided-bend test specimens shall be removed from the test plate if
nondestructive testing is not employed.
In lieu of the joint design shown above, any applicable joint design from
MIL-STD-22 or from an approved procedure may be employed. If this
is done, the test shall be recorded as test no. 1. The welder shall be

. 'considered qualified to the extent specified for the standard test no. 1
joint. - ’

6. Performance cqualification for smaller thicknesses may be accomplished
by using test plates less than 3/8 inch nominal thickness as permitted
by table X. The joint design of an applicable approved welding ‘

procedure shall be used and shall be noted on the welder qualification

‘record. All testing shall be in accordance with this figure, 5.3 and

'5.4. The welder shall be considered qualified to the extent specified

for the standard test no. 1 joint except for the thicknmess limitations.
The test may be designated as test no. 1A. '

The bevel angle may be shifted from the vertical centerline of the joint

plus or minus 22-1/2 degrees." . :

8. For test plate thickness 3/4 inch and greater, two 3/8 inch thick side
_bends may be used in lieu of face and root bends. Locations of the side

bends shall be approximately 1-1/2 inches from each end of the test
plate. . .

e electrode or filler matéria.l rod

FIGURE 14. Performance qualification test no. 1 for arc weldihg.
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' : : ‘ 1/16 | max
r ) 75 L 3%[ Note 7| Note 7| 0 to
. _1/16| max | thicknees)

thickness)
378 min (nom wall

NOTES: . :

1. 1In lieu of the joint design shown above, any applicable joint design from
MIL-STD-22 or from an approved welding procedure may be employed. If
this is done, the test shall still be recorded as test nos. 3 and 4.

The welder shall be considered qualified to the extent specified for
the standard test nos. 3 and 4 joinmt. ’ . :

2. Space restrictions may be omitted when welders are to weld piping without .
Space restrictions (see figure 21). This limitation shall be entered in
the qualification records. . :

3. The weld shall be made with the maximum size electrode or welding rod
suitable for the position and thickness of the teat assembly.

4. Mark pipe to ensure correct location of specimens or orientation for
radiography. . S ' .

5. Weld reinforcement and backing ring may be removed flush prior to
destructive testing. Undercutting shall not be removed. When
nondestructive testing is not employed for qualification evaluation, bend
testing shall be conducted as follows: - ' :

{a) Horizontal-fixed position pipe.
(1) Face bend from the 45 degree and 225 degree positions
(see figure 21). - : : .
(2) Root bends from the 135 degree and 315 degree positions
' (see figure 21). ' :
. (b) Vertical-fixed position pipe. . '
(1) Face bend from the 225 degree position (see figure.21).
: -{2)  Root bend from the 135 degree position (see figure 21).
6. Minimum (nominal wall thickneas) is used to indicate that the dimension
- is a wminimmm thickness based cn the minimum pipe wall thickness allowed
by the material specification. Por example, 3/16 inch minimum (nominal
wall thickness) would allow the use of any pipe wall considered 3/16
inch nominal even if the actual measured thickness was less than 0.187
inch, but in considering the 2T maximum of the qualified thickness range,
the welder would be qualified to 3/8 inch nominal pipe wall.
7. 'Backing ring dimensions shall be in accordance with MIL-STD-22. .

FIGURE 15. Performance qualification tesats nos. 3 and 4 for arc welding (pipe).
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-—4-% -l—-i;
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| . | THS WAY L
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\ . . | \ __IO:TEMIN.*V

_ ] |
==-|0" MIN.WELD LENGTH-»~ _ 4" MIN. |
N I-— MIN, —=| L :

IZ’MIN, ————

SH 9326

NOTES :
1.

2.
3.
4.

Weld shall be made with a maximum size of filler wire suitable for the -
position of the test plate.

Weld size specified is for single pass weld only. '

At least cne start and stop shall be included within the weld length.

Any base metal may be used which is weldable with the electrode to be
"employed in the test.

FIGURE 16. Performance qualification test no. 8 for tack welders.
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CUT LINES FOR MACRO SPECIMEN

WELD SURFACING DETAIL

2 LAYERS ( MIN)

SECTION A-—A

SH 9327

NOTES:
1. Btch both faces of macro spec:.men
2. Welds shall be made with the maximum size of filler metal suitable for
the position of the test plate. :

FIGURE 17. Performance gpglification test no. 9 for weld surfacing.
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TEST REQUEST ' Date of request
Welder or rator (name, c¢lock no. or aocial Vigion test date:
security n .
Corrective aids:
Perfop{éxce A!ﬂxlf( ation test no. Welding process :

Positiokkpla Base material type -

' Vertica
Verﬁical -dd
Position-pipe
Vertical-f£ ixed.
Horizontal-fixed

Rolled

Filler metal type and size V / / ‘5\
Date of test . / / /\\

PERFOR.MANCE QUAL w

_Qualified
(X) RESULTS - Satisfactory, unsatzsf&ory or not ;{p}/ cable
2 Vigual examination Dye pene;x/ax/ test
Physical ' : Magne%- article test 7\
Radiogfapﬁic test . mtrason\\:eat / / \\
Macro exam of weld nugget Other (descr} und;/ p\‘grks) )>
Remarks (explanation of unsatisfactories) V/ \\7

=

Fabricator certifying si;ggature Date

FIGURE 18. Sample rformance alification record.
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SH 9329

FIGURE 19. Reduced section tension specimen (plate) for brazed lap-type jbints
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. |o" APPROX.

T %

Z X i
gs;.L NG A
dy
FULCRUM POINT —= o
‘ SUFFICIENT FOR PEELING
' PURPOSES

LAP JOINT PEEL SPECIMEN

SH 9330

NOTES: .

1. Flange Y may be omitted from section B when peel:.ng is to be accomplished
in a suitable tension machine.

2. Specimen shall be brazed from gide marked 2.
X = 4T winimum or as required by design

FIGURE 20. Lap <oint peel’ specimen.
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FIGURE 21. ical layout an netruction for restricted accessibilit

qualification test assembly positions.
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N

1]
wrs .
SH 13203128 - TEST NO. S : " TEST NO. 6
’ Dim 'B . Dim B ’ . [}

1 Inch nps and below |above 1 Inch nps Dim °C* Dim- "D* see note

Test no. see note 9 g0 note 9 clegronce | diff in dla. 8 and 10

.. 8 0.010 £ 0.005 0.030 £+ 0.005. 0.031 max | 0.031 max 40 = 5

6 0.010 + 0.003 . 0.030 + 0.005 0.031 max | 0.031 max 23

9.

10. -

- FIGURE 22. Performance qualification tests nos

The maximum difference in inside of diameter of the pipes to be.joined
shall be 0.031 inch. . '

Welds shall be made with the maximum size electrode or welding rod for the
position and pipe wall thickness.

Radiographic inspection shall be performed for qualification evaluation.
Pipe should be marked to ensure correct orientation for radiography.

. If consumable inserts of different shapes than shown here are to be used

in production, qualification is required for each shape of insert to be
used. Joint geometry and fit-up tolerance shall be as developed during
procedure and qualification. :

In lieu of the joint design shown above, any consumable insert 'fioint design
from MIL-STD-22 or from an approved procedure may be employed. 1If this
is done, the test shall still be recorded as test nos. 5 and 6. The

welder shall be considered qualified to the extent specified for the
standard test nos. 5 and 6 joint. ' ’

Space restrictions may be omitted when welders are to weld piping without
space restrictions (see figure 21).  This limitation shall be entered in
the qualification records. . ’
Minioum (nominal wall thickness) is used to indicate that the dimension is
the minimum thickness based on the minimum pipe wall thickness allowed by
material specification. For example, 3/16 inch minimum (nominal wall
thickness) would allow the use of any pipe wall congidered 3/16 inch
nominal even if the actual measured thickness was less than 0.187 inch,
but in considering the 2T maximum of the qualified thickness range, the
welder would be qualified to 3/8 inch nominal pipe wall.
For joints of nickel-copper materials dimension "6* may be changed to .
47-1/2 & 2-1/2 degrees for test no. 5. :
For joints of nickel-copper (S-42) and nickel-chromium-iron (S-43) materi-
als dimensions "B" may be changed to 1/16 + 1/64 inch for test no. 6.
For pipe to be welded in the vertical axis position, 6 on the low side of

the joint may be as follows, provided the total included angle is two
" times the angle § specified in the table: T

{a) 30 + 3 degrees for test no. S.
{b) 8 + 3 degrees for test no. 6.

.5 and 6 for arc welding (pipe)
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'FLOW OF ALLOY THRU JOINT -

C = JOINT CLEARANCE . TYPICAL BRAZED JOINTS
L = LENGTH OF LAP OR THICKNESS | - SHOWING FLOW OF ALLOY
15 M
N1 I

FLAT FLOW POSIION

|=|.ow1 | ﬂll]
VERTICAL~DOWN FLOW POSITION
c .

f|-l’

= 2

By 75- ' ‘
l..’>..FII.0_W .

VERTICAL-UP FLOW POSITION

-

HORIZONTAL FLOW POSI'HON

SH 13203129

. ' ?IGDRE 23. Brazing gqsiticns.
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HAZ CUNSPECIMAN

— 1K

' HAZ WELD DEPOSIT
SH 13203130 S :

NOTES :

1.

2. .

4.

S.
6.

If the qualification test material is in the form of ‘a plate or a forging,
the axis of the weld shall be oriented in the direction parallel to the
principal direction of rolling or forging. '

The specimens shall be removed from a location as near as practical to a
depth midway between the surface and center thickness with the clasest’

surface of the specimen being at least 1/16 inch from the surface of the
base material (see sketch A).

The coupons for heat affected zone impact
specimens shall be taken transverse to the axis of the weld and polished
and etched to define the heat affected zone prior to machining -the notch.
The notch of the Charpy V-notch specimen shall then be cut approximately
normal to the material surface. Unless inclined specimens are used as
permitted below, a straight wall joint design similar to that shown in A
shall be used for cbtaining HAZ specimens. Where material thickness
permits, the axis of a specimen shall be inclined to allow the root of the

notch to align parallel to the fusion line as shown in B. Material at
least 1-1/2 inchea thick is required for a single side, 30 degree bevel
weld joint. : e

Locate root of notch 0.5 to 1.5 millimeters from fusion line in the HAZ in
4 manner to include as much HAZ as possible in the fracture path.

For the comparison of heat affected zone values with base material values,
Charpy V-notch specimens shall be removed from the unaffected base
material at approximately the same distance from the base material surface
as the heat affected zone specimens. The axis of the unaffected base
material specimens shall be parallel to the axis of the heat affected zone
specimens, and the axis of the notch shall be normal to the surface of the
base material. . : , ' ‘ :

Testing and acceptance criteria shall be in accordance with 4.5.

Before testing, take.photomacrographs of the side view of all CVN-HAZ .
-8pecimens showing the root of the notch and the etched HAZ below the notch
(see figure C). Before testing, measure the distance of the root of the
notch from the fusion line and record this distance using the locatienm
reference above, along with the energy required to break the specimen.
Submit these along with other qualification test data for approval.

FIGURE 24. Heat affected zone (HAZ) Charpy notch location.
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9

Header mock-up shall be fabricated from steel with top, bottom and all

sides closed except as necessary for electrical lighting. Either pipe or

plate may be used (plate shown) and thickness may be selected as necessary
to achieve specified space restrictions except material thickness shall be
3/16 inch nominal, minimum. Mock-up shall be at least 18 inches wide and

30 inches long with hand holes approximately centered.

~ Header mock-up should be constructed so as to permit easy removal of test

plate for nondestructive test inspection. Test plate shall be rigidly
affixed in mock-up so that all welding and grinding is completed in place.
Insulation of hot surfaces shall simulate conditions welder will experience
in production. 1Inside surfaces of mock-up shall not be insulated. :
Hand hole diameter and all other dimensions are without insulation. ,
Babcock and Wilcox superheater headers provided by NAVSEA for welder quali-
fication may be considered to meet these space restriction requirements
- for qualification of welding in the vertical position (that is, the tube
in the horizontal-fixed position) only. »
Except where minimum or maximum dimensions are shown, dimensicnal
tolerances shall be plus or minus 1/16 inch.
More severe space restrictions than shown may be used if approved.

To meet the requirements of 5.3.6 for four joints either of the following
may be performed: ‘

(a) Under the conditions shown, the test assembly may be welded in
two parts, that is, two joints followed by another two joints;

. or _ o

{b) Additional hand holes may be added as necessary to permit welding
of all four joints at once.

In any event, the space restrictions and orientation shown shall be met
for all joints and two "A" joints and two "B" joints shall be completed.
‘Additionally, for the particular stage of welding (that is, root or final)
inspection/testing shall be performed on all four joints at once (that is,
welding and inspection of two joints followed by welding and inspecting
another two is not permissible).

The orientation set by designation of "TOP" is for welding with the header

mock-up positioned vertically, that is, the tube is in the horizontal
fixed position. ' '
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. MANUAL " MECHANIZED
T | 1/8° wax 1/4 MAX .

A Weld joint for monunil or mechanized weld - -

- : /)\éo- A _‘.5./?-3/4.'.
R S—

| “ | 1-3/151:‘:“

SH 13203133 B. Weld joint for mechonized weld )/

x/ Réot pass made using keyhole technique, with no added filler metal. Remainder
of weld made using melt-in technique with filler wire added or using another
welding process. : :

FIGURE 26. Performance qualification test no. 10, plasma-arc
welding - kevhole technique. . , .
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‘ Ref: NAVSEAINST 4160.3A. : "
1sert Classification of TMDER Here) CLASSIFICATION: NAVSEA S0005-AA-GYD-030/TMMP

NAVSEA/SPAWAR TECHNICAL MANU AL DEFICIENCY/EVALUATION REPORT (TMDER)
| INSTRUCTION: Continue on 8 172" x 11" paper if additional space is needed.

l 1. USE THIS REPORT TO INDICATE DEFICIENCIES, PROBLEMS, AND RECOMMENDATIONS RELATING TO PUBLICATION.
2. FOR CLASSIFTED TMDERS. SEE OPNAVINST $510H FOR MAILING CLASSIFIED TMDERS.

1. PUBNO. 2. VOL/PART ' 3. REV.NO/DATE ORTM [ 4. SYSTEM/EQUIPMENT TDENTTIFICATION
CH. NOJDATE
S. TITLE . . 6. REPORT CONTROL NUMBER
) 7. RECOMMENDED CHANGES TO PUBLICATION

PAGE PARA- ’

NO. GRAPH C. RECOMMENDED CHANGES AND REASONS

A. B. . \

8. ORIGINATOR'S NAME AND WORK 9. DATE 10. DSN/COMM NO. 1}. TRANSMITTED TO
CENTER (Please Print)

'3, SHIP HULL NO. AND/OR STATION ADDRESS (Do Not Abbreviate)

RAVSEA 4160/1 (REV 8-95) (Destroy Oid Stack)
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‘Insert Classification of TMDER Here) CLASSIFICATION:

Ref: NAVSEAINST 4160.3A

NAVSEA/SPAWAR TECHNICAL MANUAL DEFICIENCY/EVALUATION REPORT (TMDER)

NAVSEA SOOOS-AA-GYD—OSWIMMP

| INSTRUCTION: Continue on 8 172" x 11" paper if additional space is needed.

1. USE THIS REPORT TO INDICATE DEFICIEN:
2. FOR CLASSIFIED TMDERS. SEE OPN

CIES, PROBLEMS. AND RECOMMENDATIONS RELATING TO PUBLICATION,

AVINST SS10H FOR MAILING CLASSIFTIED TMDERS.

1. PUBNO. 2. VOLPART 3. REV.NO/DATE ORTM | 4. SYSTEM/EQUIPMENT IDENTIFICATION

CH.NOJDATE ,
5. TITLE 6. REPORT CONTROL NUMBER
7. RECOMMENDED CHANGES TO PUBLICATION

'PAGE PARA- ,

NO. GRAPH C. RECOMMENDED CHANGES AND REASONS

A B. .

CENTER (Please l’mm

8. ORIGINATOR'S NAME AND WORK

9. DATE

10. DSN/COMM NO.

1l. TRANSMITTED TO

2. SHIP HULL NO. AND/OR STATION ADDRESS (Do Not Abbreviate)

1
NAVSEA 4160/1 (REV 8-95)

QNBLFO19S5300

AEREMIRAEREY

(Destroy Old Stock)
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‘msert Classification of TMDER Here) CLASSIFICATION: -

Ref: NAVSEAINST 4160.3A :
NAVSEA S0005-AA-GYD-030/TMMP

NAVSEA/SPAWAR TECHNICAL MANUAL DEFICIENCY/EVALUATION REPORT (TMDER)

| INSTRUCTION: Continue on 8 12" x 11" paper if additional space is needed.

1. USE THIS REPORT TO INDICATE DEFICIEN
2. FOR CLASSIFIED TMDERS. SEE OPNAVIN

CIES., PROBLEMS, AND RECOMMENDATIONS RELATING TO PUBLICATION.

ST 5510H FOR MAILING CLASSIFTED TMDERS.

1. PUBNO. 2. VOL/PART 3. REV.NO/DATE ORTM | 4. SYSTEM/EQUIPMENT IDENTIFICATION

CH. NOJDATE : . _
5. TITLE 6. REPORT CONTROL NUMBER
7. RECOMMENDED CHANGES TO PUBLICATION

PAGE PARA- : ' .

NO. GRAPH . C. RECOMMENDED CHANGES AND REASONS

A. B.

8. ORIGINATOR'S NAME AND WORK 9. DATE 10. DSN/COMM NO.
CENTER (Please Print) )

I1. TRANSMITTED TO

* ') SHIP HULL NO. AND/OR STATION ADDRESS (Do Not Abbreviate)

[ —

NAVSEA 4160/1 (REV 8-95)
QNELFOI95303

RTTRMTERES

(Destroy Old Stock)
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